


佛山市中照光电科技有限公司（CNL中照光电），公司总部位于广东省佛山市西樵西岸工业

区，是一家专注于高端的光源、灯具、照明控制装置及LED光源和LED驱动控制等照明产品
的制造、销售和技术研究的高新技术型企业。为客户提供方案设计、产品供应、技术支持、

售后跟踪等一系列的服务，让客户充分感受到专业照明所带来的魅力。

公司具有雄厚技术和供应实力，具备一流的生产和试验装备及优秀的管理系统进行产品制

造。生产装备拥有德国、日本等进口的最先进设备和无尘车间进行生产，科学的全面执行

ISO9001质量体系与ERP资源信息管理系统管理；

产品制造过程采用SPC信息在线实时监控系统，全面推行六西格玛管理，把产品缺陷率控制

在六西格玛能力（百万分之 3．4以下）；装备完善的照明技术实验室，已经获取多个国际机
构的实验室认可；产品全面执行IEC国际标准和GB中国国家标准。

公司多年来不懈地致力于城市节能改造、道路交通照明、商业照明、景观照明、工矿照明等
领域照明业务开展，立志于照明解决方案，并长期持续与照明行业内的国内及国际大公司合

作，如：国际最大的HID电器产品制造商：“佛山市华全电气照明有限公司”。众多优秀公
司的集合，保证了“CNL中照光电”的产品拥有世界上先进的技术，世界一流的品质，是性

能价格比最优的产品，具有最强的市场竞争力。

公司远景： 追求可持续发展、永续经营的远景，致力于提供专业的绿色照明产品与技术服

务，努力打造以技术研发创新、渠道建设、品牌经营为主的三大核心竞争力，立志成为行业

领先者。

公司使命：为顾客创造价值、为员工创造机会、为社会承担责任。

公司精神：敬业、诚信、团队、创新。

“CNL中照光电”期待您的光临和加盟，让我们携手共进！ 



Headquarter in Xi 'an industrial park, Foshan ci ty, Guangdong province, P.R. China, Fosh an CNL 
Optoelectronic Technology Co., Ltd. (CNL) is a h igh-tech enterprise dedicated to deve lo ping, 
producing and sel ling h igh-end HID or LED lamp/e lectr ical appl iance/lighting fixture, as wel l as 
offering l ighting solutions and after-service. We provide  a ser ies of service to customers  inc luding 

design, manufacture, distribution, mounting, debug and maintenance.

We have advance d technology and strong supply. The factory is equipped wi th advanced machines 
from Germany, Ja pan and dustless workshops, fu lly implementing ISO9001 qual ity syste m and ERP 
system. We adopt  a computerized rea l time process control system-SPC and 6 sigma qu al ity 
methodology to ensure the disqual ifica tion rate under 3 .4 per mi ll ion. We establ ish a wel l- equipped 
professional labor atory for l ighting and electr ical product tests, wh ich has been recogniz ed by many 

famous internation al lighting brands. All of our products confo rm to IEC in ternationa l stan dard and 
GB China nationa l  standard.

For many years we are dedicated to providing products and lighting so lu tions on energy-saving, 
road traffic l ightin g, commercial lighting, landscape lighting and industria l l ighting. We have
 establ ished a long-term cooperation re lationsh ip wi th many famous big companies home and 

abroad, such as the biggest HID electrica l appl iance manufactur er in the wor ld---Foshan 
Huaquan Electrica l L ighting Co., L td.. It i s working with such exce llent companies that gr eatly 
ensures CNL products, with its world-class technology and quali ty, to be the best and most 
competi tive one o n product performance and pr ice.

Company visions:  pursue sustainable deve lopment, commi t to providing professional gre en lighting 
products and technical service, and endeavor to deve lop i ts competence through technic al 

innovation, channel development and brand management, to be the industrial leader.

Company mission: create value for customers and opportuni ties for staff, take social resp onsibi lities.

Company spi ri t: co nsc ientious, honest, un ited and innovative.

CNL looks forward to your visi t and jo in , let us go forward together !



H ID 镇流器的型号及代码   

编码规则:  Coding Rules:

HQ □□□ ××
衍生产品的特殊要求 

预置功率镇流器专用符号“”及功率段数表示数字/   

热保护镇流器表示字母  
Le tter for ba llast w ith over- heat prot ect or. 

接线端子位置表示字母  
Le tter for po sit ions o f lead    

镇流器类型表示字母  
Let ter  for ba lla st t ype

镇流器功率表示字母  
Le t ter for ba lla st watt age

配套灯类型表示字母   
Le tte r for type  of a dapt ed lamp

□□□ ×□□□□×× ／□□

公司表示字母  
The a bbrer iat ion for Compan y

电源电压表示数字  
Fig ure for power supp ly volt ag e

电源频率表示数字   
Fig ure for power supply f re quence

××××

节能型镇流器表示字母  
Le tter  for ener gy-savin g type ba llast

漆包线材质  
Code fo r mater ia l o f enam elled w ire 

说明: 
Notes:

表示字母
Letter  Codes

配套类型
 Type   

表示字母
Letter Codes

JLZ 照明金属卤化物灯镇流器（美标）
     Ballast  for US s tandard MH lamp

MH
照明金属卤化物灯镇流器（欧标）
Ballast  for Eur ope s tandar d MH la mp

LNG
低管压高压钠灯压镇流器

JD
              镝灯镇流器

GGY
荧光高压汞灯泡镇流器

配套类型
Type    

HNG 变功率镇流器
Dimming balla s t

GGZ
直管形紫外线高压汞灯镇流器
  

KN
                   钪钠灯镇流器

WT 舞台灯配套镇流器
Ballast  for s tag e lamp

NG
标准管压（欧标）高压钠灯泡镇流器

Z 阻抗式
Impe tance type

L 漏磁升压式
Magnet ic leakage and voltage-up  type

J
节能式
Energy-savi ng type

U 接线端子在上
Lead termi nal up

T
热保护器镇流器
Ballast  with over-heat p rotector

ZF
阻抗灌封式
Impe tance and resin sea led type

Q 其它
Othe rs

The Codi ng Syst em of HID Balla st Models

S pecial req uiremen ts for  de rivat ive p roducts 

Symbo l “/” fo r pre set wat tage ba lla st and f igure fo r 
wa tta ge levels . 

Ballast  for HP S lamp with low 
tube voltage  

Ballast  for Eur ope s tand ar d HPS lamp 
with regular tube voltag e

Ballast  for f luo rescent high 
vol tage mercu ry lamp

Ballast  for dysp rosium lamp

Ballast  for li ne ar ult raviol et , hi gh 
vol tage mercu ry lamp  

Ballast  for scand ium and sodium 
lamp 

产品型号及代码命名规则
The Coding System of  Product



电子镇流器的型号及代码
The Coding System of Electro nic Ballast Models

  

编码规则: Coding Rules:

HQ □□ ×

外壳类型  Cas e type

公司表示字母  The a  bbrer iat ion for Company

××

电子镇流器表示字母EB  Lett e rs EB f or e le ctron ic ballast

□□- ×××/ □ □□

封装方式  Casing type

接线方式    Wiring type

额定电源电压   Ra ted s upply vo lt age
配灯功率表示数字   Fi gu re f or w attage o f a dapt ed lamp

适配光源类型表示字母  Let te r for a dapt ed lamp  type 

说明: 
Notes:

电子镇流器
Electronic Ba ll ast

EB

LNG
        低管压高压钠灯压镇流器

JLZ
照明金属卤化物灯镇流器（美标）
US s tandard  Ball as t for MH lamp

MH
照明金属卤化物灯镇流器（欧标）
European sta ndard Ballas t for MH 
lamp

NG
标准管压（欧标）高压钠灯泡镇流器
Eu ropean standard HP S lamp with 
regular tube voltage

WT 舞台灯配套镇流器
Ba llast  for s tage lamp

表示字母
Letter  Codes

配套类型
 Type   

表示字母
Letter Codes

配套类型
Type     

Ballast  for HP S lamp with low tub e 
vol tage

产品型号及代码命名规则
The Coding System of  Product



说明:
Notes:

YZ

J

B

PLCB

荧光灯镇流器
Fluor escent Ballas t

经济型
Econ omic type

标准型
Stan dard type

灯管形状
Tube shape

荧光灯电子镇流器的型号及代码    

编码规则:  Coding Rules::

HQ □□×

公司表示字母  The a bbrer iat ion for Company

×× -×× ×□ □□□

电子镇流器表示字母EB   Le tte rs EB fo r elec tronic ballast

额定电压表示数字   Figu re f or ra te d volta ge

荧光灯电子镇流器表示字母   Le tte r for elect ro nic ba llast fo r f luoresce nt lamp 

××

镇流器配套灯功率表示数字   Fig ure for a dapted lamp watta ge

镇流器电灯个数    Number of lamps run by ba lla st

×

适用灯管表示名称   Title for  adapted t ube

镇流器产品类型表示字母  Lett er for Ball ast t ype

The Codi ng Syst em of Fluorescent Lamp Ballast Mode ls

电子镇流器
Elect ronic Ball ast

EB

表示字母
Letter Codes

配套类型
 Type   

表示字母
Letter Codes

配套类型
Type    

产品型号及代码命名规则
The Coding System of  Product

电子触发器的型号及代码
The models  and Coding system of Electronic ignitor

 

编码规则:  Coding Rules:

HQ □□ ×× □— —

公司表示字母  The  a bbrer ia t ion for Compan y
触发器类型表示字母 Lett er fo r ignitor t ype

触发器型号特征表示 Code f or i gnito r fea tures 
触发器型号特征表示字母 Let ter fo r ignitor fea tures

说明:
Notes:

IG 常规触发器
Con vent ional Igni tor

CD 常规触发器
Convent ional Igni tor

L 远距离
Long Dis ta nce 

3M 抽头式触发器
Tap Type Ign itor

表示字母
Letter  Codes

配套类型
 Type   

表示字母
Letter Codes

配套类型
Type    



名称 配套类型    表示字母 数字/
Item s Le tter/ Fi gure c ode Adap ted t ype s

电容的型号及代码

编码规则 Rules Coding :
HQ □□ —×

电容器标称容量表示数字   F igu re fo r n om ina l capacit anc e of c apacit or 

电容器配套用途表示字母   A lphabe t f or c apacit or  usage 

× (□□□□□ ,×××××)

电容器额定电压表示数字  F igure f o r rate d volt age of  capac itor 

电容器在UL的行业表示标称    Capacitor  type i n UL S ta ndar d

说明 : Notes

电容器配套用途表示字母

电容器标称容量表示数字

电容器在UL的行业表示标称

电容器额定电压表示数字

CS
照明电容器（额定电压在500V以上）

2~60 电容器容量(uF)

CBB65
铝外壳电容(行业内在UL的通用标称)

CBB60

250 ~540V

塑料外壳电容(行业内在UL的通用标称)

电容器电压(V)

CC
照明电容器（额定电压在500V以下）

Capacitor Coding System

公司表示字母  The a bbrer iat i on for Compan y

Letter  code for capacitor usage types

 Figu re code for n ominal  capac itance

Le tter  code for capacit or in UL way

Figure code for  rated voltage

Capacitor for light ing (Rated voltag e be low  500v)

Capacitor for lighting (Rated voltage over 500v)

Capacit an ce i n mcro fa rads

Aluminum  case ( UL way )

Plastic  c ase ( UL way)

Rated voltage

/□

电容器封装外壳类型表示 字母   Alphabet for the case type of capacitor

/P
默认抛光塑壳没有默认氧化铝壳/电容器封装外壳类型表示字母

  Letter code for capacitor case type

CB
与配电柜配套使用的并联电力电容器

CM 与电机配套使用的电容器
Capac itor de signe d for e lect ric  mo tor  

Powe r Supply C apacit or(in p aralle l conn ection  ) 
for d ist rib ut io n boa rd
 

Defau lt f or pol ished plast ic  case /not for  po lish ed alu minium ca se 

产品型号及代码命名规则
The Coding System of  Product



HID 电器箱的型号及代码

编码规则:

HQ □□ ×□□ ／

公司表示字母  The a bb re ria tion fo r Company

— □□

配套灯类型表示字母

配套灯功率表示数字

配电箱类型

Fi gure for  adapted lamp wat tage 

  Let ter  for  a dapt ed lamp type

   Let ter  for gea r box t ype

Codi ng Rules :

The Coding System of HID Gear Box Models 

产品型号及代码命名规则
The Coding System of  Product

灯具的型号及代码
The Coding System of HID Gear Box Models 

编码规则:Co d ing Rul es :

HQ □□□—××××□／□□×××／□

电器箱型号字母（一体化灯具无此字母）
Le tter fo r gearbo x( int egra tive light ing fixtu re by n oth ing here)

灯具型号特征数字段
Figure fo r lamp

灯具型号特征字母段
Le tter f or  lamp

非常规配套电器愆生顺序数字（常规无此数字）
Figure for unconvent ional adapt ed e lect r ica l equipmen t (n ormal adapted 
elec tr ical equipmen by  not hing h ere )

灯具功率表示数字，末位为字母L(L为认证号规定，不能改）
Figure for lamp powe r, the last let ter is L( L is required by au thenticc tion and should not be c hanged)

配套灯类型表示字母
Le tter for  adapted lamp typ e

公司表示字母
Th e a bbrer iat ion for  Compan y

说明:

荧光高压汞灯泡配电箱
Gear box for f lu orescenthi gh 
pressure mercury bulb

BNH
                  高管压钠灯泡配电箱

BNL
                   低管压钠灯泡配电箱

BO
照明金属卤化物灯（欧标）配电箱
Gear box for European standard MH  
lamp

BN 高压钠灯泡配电箱
Gear box for HPS lamp 

BJ
照明金属卤化物灯（美标）配电箱
Gear box for US standard MH 
lamp

BQ 其它类灯泡配电箱
Gear box for o ther type l amp

BG

S1

B

C

D

S

E

F

微型电器箱
Min iature type gear box 
S1型微型电器箱
S1 type min ia ture gear box

  
  
  

导轨灯电器箱
Guideway lamp gear box

     压铸铝电器箱
     Al uminium die  cast gear box

D型电器箱
D type gear box

C型电器箱
C type gear bo x

B型电器箱
B type gear box

Notes:

表示字母
Letter  Codes

配套类型
 Type   

表示字母
Letter Codes

配套类型
Type    

Gear box for HPS lamp with high 
tube voltage 

Gear box for HPS lamp with low 
tube voltage

配电器类别表示字母，“E”表示配套电子镇流器，配套电感镇流器则忽略不写
Letter  for  ba lla st," E"st ands f or ele ctron ic b allast ,magnetic ba lla st by  nothing he re

×
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商业照明 PAR30陶瓷金卤灯
PAR30 Ceramic Metal Halide Lamp

-

功率
  Power 

(W) 

      色温
      

 
Color 

Temperat ure 

(K) 

     管压
     

 
Lamp 

Tube Voltage

(V) 

灯电流
 

 
Lamp 
Current 

(A) 

平均寿命

      
Average 
L ife

(H) 

灯头

 
Lamp 
ho lder 

显色指数
   

 

Color 
Rendering 
Index     

最大长度
    Max.
 Length  
L (mm) 

最大直径
    Max. 
Diameter 

 角度
Angle 

(mm) 

20 
20 

3000 
4200 

95 
95

0.21 
0.21 

8000 
8000 

E27
E27

83
92

124
124

96
96

10
10

35 3000 90 0.53 E27 83 124 9610
35 4200 90 0.53 E27 92 124 9610

 (°)

70
70

3000 
4200 

90
90

0.98
0.98

E27
E27

83
92

124
124

96
96

10
10

8000 
8000 
8000 
8000 

 型号
 Model 

CMH20-R30/830/SP10/E27
CMH20-R30/942/SP10/E27
CMH35-R30/830/SP10/E27
CMH35-R30/942/SP10/E27
CMH70-R30/830/SP10/E27
CMH70-R30/942/SP10/E27

20 
20 

3000 
4200 

95 
95

0.21 
0.21 

8000 
8000 

E27
E27

83
92

124
124

96
96

25
25

35 3000 90 0.53 E27 83 124 9625
35 4200 90 0.53 E27 92 124 9625
70
70

3000 
4200 

90
90

0.98
0.98

E27
E27

83
92

124
124

96
96

25
25

8000 
8000 
8000 
8000 

CMH20-R30/830/FL25/E27
CMH20-R30/942/FL25/E27
CMH35-R30/830/FL25/E27
CMH35-R30/942/FL25/E27
CMH70-R30/830/FL25/E27
CMH70-R30/942/FL25/E27

20 
20 

3000 
4200 

95 
95

0.21 
0.21 

8000 
8000 

E27
E27

83
92

124
124

96
96

40
40

35 3000 90 0.53 E27 83 124 9640
35 4200 90 0.53 E27 92 124 9640

70
70

3000 

4200 
90
90

0.98
0.98

E27
E27

83

92
124
124

96
96

40
40

8000 
8000 

8000 
8000 

CMH20-R30/830/WFL40/E27
CMH20-R30/942/WFL40/E27

CMH35-R30/830/WFL40/E27
CMH35-R30/942/WFL40/E27
CMH70-R30/830/WFL40/E27
CMH70-R30/942/WFL40/E27

L
采用镀铝反射外壳，实现不同反射角的定向照明，光利用率高
使用陶瓷电弧管，整个寿命期间光色非常稳定
防眩光设计，创造舒适照明效果
任意位置点燃 

产品特点：

高光效，使用成本低
寿命长达8000小时以上，维护与更换成本低

显色性能卓越，能很好地展现产品缤纷色彩
结构紧凑，体积小，可采用形式简单的灯具，提供有效的重点照明

热能损耗小，照明效果舒适

可直接用于开放式灯具内，简化灯具设计
防紫外线石英玻壳，减少紫外线对被照物体的不良影响。 

产品优势： 

应用范围： 

高档品牌服装店、珠宝展示重点照明、高档酒店照明
橱窗展示照明、其他重点照明 

Adopt aluminum reflector as casing to achieve different 
reflection angle of the directional lighting, high utilizat ion rate 
of light;
Ceramic a rc tube, stable light color within the service life;
Anti- glare design, lighting effects to create a comfort able 
Light at any position 

High lumin ous eff iciency and low cost 
Service life over 8000hours, low maintenance and 
replacement costs 
Outstandi ng color rendering performance which can present 
the produc t colors well.
Compact s tructure and small size, can use in simple lamps 
providing effective accent lighting;
Low heating loss, comfort lighting 
Can be used for open type f ixtures and simplify the lamp 
design; 
UV-proof quartz glass envelope to reduce negative impact 
of UV exposure.

Premium clothing brand stores, jewelry accent lighting , 

high end hotel lighting;  lighting and oth er 

accent ligh ting 

Show windows

Features:

Advantag es:

Application:

产品尺寸图
size

技术参数  data sheet

3 www.cnl-lighting.com



商业照明-PAR30陶瓷金卤灯
PAR30 Ceramic Metal Halide Lamp

商业照明显色性
Commercial Lighting Color Rendering

光源对物体的显色能力称为显色性，是通过与同色温的参考或基准光源（白炽灯或自然光）下物体外观颜色的比较。光源的显色性对

于展示有色物体的颜色外观有显著影响。CIE 用一般显色指数Ra作为表示光源性能的指标，它根据规定的8种不同色调的试验色，在被

测光源和参照光源照明下的色位平均值确定的，Ra的理论最大值是100

Ra：90~100

显色性出众

应用：适用于强调显色性为至关重要评定指标的场所。

Ra：80~90

显色性良好

对 要求良好为必应用：适用于 显色性 要评定指标的场所。

Ra：60~80

显色性中等至较差
应用：适用于对显色性要求不高的场所。

Superior color rendering 

Application: applies to places with critical assessment of color 

rendering.

Good color rendering 

Application: applies to places with requirements of good color 

rendering.

Moderate to poor color rendering 

Application: suitable f or places with less demanding on the color 

rendering. 

显色性佳 Ra90 显色性差 Ra60

Ra60~80  Ra90~100

10°
LX 6600lm

432 18

10805

4800

2700

1730

(mm )

175

350

525

700

875
3 2 1 0 1 2 3

1

2

3

4

5 (m)

44000
11000

4890
2750
1760

24° 40°
LX LX6600lm 6600lm

24 916 12581

622 9 3145

277 0

156 0 786

997 503

(mm) (mm)

35 2 635

704 127 0

105 6 190 5

14 08 254 0

176 0 317 5
3 32 21 10 01 12 23 3

1 1

2 2

3 3

4 4

5(m) 5 (m)

25000 13000
20000 10400
15000 7800
10000 5200

5000 2600

1398

The color appearance for l ighting on the objec t is called color rendering. It is measured by the same color temperature light 
reference or comparison with reference light s ource  (incandescent or natural l ight) on object color appearance. Light source 
color rendering ha s significant effect on the di splay of the object's color appearance. CIE uses general color rendering index 
Ra as the light sou rce performance indicator. I t is determined by the measured light and reference light source illumination 
color bit average value according to the regulated eight different tested color. Maximum Ra' is 100 in th eory.
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20 
20 

3000 
4200 

95 
95 

0.21 
0.21 

8000 
8000 

E27
E27

83
92

96
96

65
65

10
10

CMH20-R20/830/SP10/E27
CMH20-R20/942/SP10/E27

35 3000 90 0.53 E27 83 96 6510CMH35-R20/830/SP10/E27
35 4200 90 0.53 E27 92 96 6510CMH35-R20/942/SP10/E27

8000 
8000 

20 
20 

3000 
4200 

95 
95 

0.21 
0.21 

8000 
8000 

E27
E27

83
92

96
96

65
65

25
25

CMH20-R20/830/FL25/E27
CMH20-R20/942/FL25/E27

35 3000 90 0.53 E27 83 96 6525CMH35-R20/830/FL25/E27

35 4200 90 0.53 E27 92 96 6525CMH35-R20/942/FL25/E27

8000 
8000 

20 
20 

3000 
4200 

95 
95 

0.21 
0.21 

8000 
8000 

E27
E27

83
92

96
96

65
65

40
40

CMH20-R20/830/WFL40/E27

CMH20-R20/942/WFL40/E27
35 3000 90 0.53 E27 83 96 6540CMH35-R20/830/WFL40/E27
35 4200 90 0.53 E27 92 96 6540CMH35-R20/942/WFL40/E27

8000 
8000 

采用镀铝反射外壳，实现不同反射角的定向照明，光利用率高
使用陶瓷电弧管，整个寿命期间光色非常稳定
防眩光设计，创造舒适照明效果
任意位置点燃 

产品特点：

高光效，使用成本低
寿命长达8000小时以上，维护与更换成本低
显色性能卓越，能很好地展现产品缤纷色彩
结构紧凑，体积小，可采用形式简单的灯具，提供有效的重点照明
热能损耗小，照明效果舒适
可直接用于开放式灯具内，简化灯具设计
防紫外线石英玻壳，减少紫外线对被照物体的不良影响。 

产品优势： 

应用范围： 

高档品牌服装店、珠宝展示重点照明、高档酒店照明
橱窗展示照明、其他重点照明 

L

Adopt aluminum reflector as casing to achieve d ifferent 
reflection angle of the directional light ing, high utilization rate 
of l ight;
Ceramic arc tube, stable ligh t color within the serv ice life;
Anti- glare design, lighting effects to create a comfortable 
Light at any position 

Features:

H igh luminous effici ency and low cost 
Service life  over 8000hours, low maintenance and 
replacement costs 
Outstandin g color rendering performan ce which can present 
the product colors well.
Compact structure and small size, can use in simple lamps 
providing effective accent lighting;
Low heating loss, comfort l igh ting 
Can be used for open type fixtures and simplify the lamp 
design; 
UV-proof quartz gla ss envelope to reduce negat ive impact 
o f UV exposure.

Premium clothing brand stores, jewelry accent l ighting, 
h igh end hotel lighting;  li ghting and other 

accent lighting 

Show w indows

Advantages:

Application:

功率
  Powe r 

(W) 

      色温
      

 
Color 

Temperature 

(K) 

     管压
     

 
Lamp 

Tube Voltage

(V ) 

灯电流
 

 
Lamp 
Current  

(A) 

平均寿命

      
Average 
Life

(H) 

灯头

 
Lamp 
holde r 

显色指数
   

 

Color 
Rendering 
Index     

最大长度
    Max.
 Length  
L (mm) 

最大直径
    Max. 
D iamete r 

 角度
Angle 

(mm)  (°)

 型号
 Model 

商业照明-PAR20陶瓷金卤灯
PAR20 Ceramic Metal Halide Lamp

产品尺寸图
size

技术参数  data sheet
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商业照明-PAR20陶瓷金卤灯
PAR20 Ceramic Metal Halide Lamp

商业照明显色性
Commercia l Lighting Color Rendering

光源对物体的显色能力称为显色性，是通过与同色温的参考或基准光源（白炽灯或自然光）下物体外观颜色的比较。光源的显色性对

于展示有色物体的颜色外观有显著影响。CIE 用一般显色指数Ra作为表示光源性能的指标，它根据规定的8种不同色调的试验色，在被

测光源和参照光源照明下的色位平均值确定的，Ra的理论最大值是100

Ra：90~100

显色性出众

应用：适用于强调显色性为至关重要评定指标的场所。

Ra：80~90

显色性良好

对 要求良好为必应用：适用于 显色性 要评定指标的场所。

Ra：60~80

显色性中等至较差
应用：适用于对显色性要求不高的场所。

Superior color rendering 

Application: applies to places with critical assessment of color 

rendering.

Good color r endering 

Application: applies to places with requirements of good color 

rendering.

Moderate to poor color rendering 

Application: suitable for places with less demanding on the color 

rendering. 

显色性佳 Ra90 显色性差 Ra60

Ra60~80  Ra90~100

10°
LX 6600lm

43 218

10805

4800

2700

1730

(mm)

175

350

525

700

875
3 2 1 0 1 2 3

1

2

3

4

5(m)

44000
11000
4890
2750
1760

24° 40°
LX LX6600lm 6600lm

24916 1 2581

6 229 3145

2770

1560 786

997 503

(mm) (mm)

3 52 63 5

704 12 70

1056 19 05

14 08 25 40

17 60 31 75
3 32 21 10 01 12 23 3

1 1

2 2

3 3

4 4

5(m) 5(m)

25000 13000
20000 104 00
15000 7800
10000 5200

5000 2600

1 398

The color appearance for l ighting on the object is called color rendering. It is measured by the same color temperature light 
reference or comparison with reference li ght source  ( incandescent or natural l ight) on object color appearance. Light source 
color rendering has signifi cant effect on the display of the object's color appearance. CIE uses general color rendering index 
Ra as the lig ht source performance indica tor. It is determined by the measured light and reference light source illumination 
color bit ave rage value according to the regulated eight different tested color. Maximum Ra' is 100 in theory.

www.cnl-lighting.com 6



商业照明 单端陶瓷金卤灯
Single Ended Ceramic Metal Halide Lamp

-

    光效
    

 
light 

efficiency
(Lm/W) 

光中心
Optica l 
center 
LCL(mm) 

35 3000 90 0.53 85 8000 G12 83 100 19 56 CMH35-T19/830/G12

35 4200 90 0.53 85 8000 G12 92 100 19 56 CMH35-T19/942/G12

70

70

3000 

4200 

90

90

0.98

0.98

85 

85

8000 

8000 

G12 

G12 

83

92

100 

100 

19

19

56 

56 

CMH70-T19/830/G12

CMH70-T19/942/G12

L

集高光效、高显色指数和长寿命于一体
3000K和4200K两种色温可选
采用多晶氧化铝陶瓷电弧管，透光率达98%以上
任意位置点燃 

产品特点：

高光效，节电环保
寿命长达8000小时以上，维护与更换成本低
显色性能卓越，能很好地展现产品缤纷色彩
热能损耗小，照明效果舒适
防紫外线石英玻壳，减少紫外线对被照物体的不良影响 

产品优势： 

应用范围： 

酒店大堂、商店、橱窗、办公室照明
用于泛光照明、商业区一般照明、公共设施的景观照明 Integration of h igh ligh t efficiency, h igh color rendering index and 

long life .
Two opt ional color tempera ture of 3000K and 4200K 
Using po lycrystalline alumina arc tube,  over 98% light transmission
Light at any position

Features:

High ligh t efficiency, energy-saving and environment friendly.
Service life over 8000 hours, low maintenance and replacement costs
Superior color rendering performance which can present the 
product colors well .
Less he ating loss and comfort lighting effect.
UV quartz glass envelope reducing adverse effects of UV exposure.

Advantages:

Application:

Hotel lo bbies, shops, windows, office lighting
Used fo r flood l ighting, commercia l area general l ighting, 
landscape l ighting o f public facilities.

功率
  Power 

(W) 

      色温
      

 
Color 

Temperature 

(K) 

     管压
     

 
Lamp 

Tube Voltage

(V) 

灯电流
 

 
Lamp 
Current 

(A) 

平均寿命

      
Average 
Life

灯头

 
Lamp 
holder 

显色指数
   

 

Color 
Rendering 
Index     

最大长度
    Max.
 Length  
L (mm) 

最大直径
    Max. 
Diameter 

(mm) (H) 

 型号
 Model 

产品尺寸图
size

技术参数  data sheet
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商业照明-单端陶瓷金卤灯
Single Ended Ceramic Metal Halide Lamp

商业照明显色性
Commercial L ighting Color Rendering

光源对物体的显色能力称为显色性，是通过与同色温的参考或基准光源（白炽灯或自然光）下物体外观颜色的比较。光源的显色性对
于展示有色物体的颜色外观有显著影响。CIE 用一般显色指数Ra作为表示光源性能的指标，它根据规定的8种不同色调的试验色，在被

测光源和参照光源照明下的色位平均值确定的，Ra的理论最大值是100

Ra：90~100

显色性出众

应用：适用于强调显色性为至关重要评定指标的场所。

Ra：80~90

显色性良好

对 要求良好为必应用：适用于 显色性 要评定指标的场所。

Ra：60~80

显色性中等至较差

应用：适用于对显色性要求不高的场所。

Superior color rendering 

Application: applies to places with critical assessment of color 
rendering.

Good color rendering 

Application: applies to places with requ irements of good color 

rendering.

Moderate to poor color rendering 
Application: suitable for pla ces with les s demanding on the color 

rendering. 

显色性佳 Ra90 显色性差 Ra60

Ra60~80  Ra90~100

10°
LX 6600lm

432 18

10805

4800

2700

1730

(mm)

175

3 50

5 25

7 00

8 75
3 2 1 0 1 2 3

1

2

3

4

5(m)

44000
11000

48 90
27 50
17 60

24° 40°
LX LX6600lm 6600lm

24916 12581

6229 314 5

2770

1560 786

997 50 3

(mm) (mm)

352 635

7 04 1270

10 56 1905

1 408 2540

17 60 3175
3 32 21 10 01 12 23 3

1 1

2 2

3 3

4 4

5(m ) 5 (m)

250 00 130 00
200 00 104 00
150 00 7800
100 00 5200

500 0 2600

13 98

The color appearance for l ighting on the object is called color r endering. It is measured by the same color temperature light 
reference or comparison with reference light source  (incandescent or natural l ight) on object color appearance. Light source 
co lor rendering has signifi cant effect on the display of the objec t's color appearance. CIE uses general color rendering index 
Ra as the light source performance indicator. It is determined by the measured light and reference light source i llumination 
co lor bit average value according to the regulated eight different tested color. Maximum Ra' is 100 i n theory.

www.cnl-lighting.com 8



PS 金属卤化物灯    
PS Metal Halide lamp

最新石英电弧管制造工艺。 
没有辅助启动电极。
配阻抗式镇流器和高压脉冲触发器启动工作，是真正的脉冲启动特性。 
在合理的点灯线路上使用，对灯的电极有更好的保护作用，可以使灯的
使用寿命更持久。 
电弧管不受燃点位置影响，可以实现任意位置的燃点 。
光效高，100lm/W，显色指数高，Ra65以上。
发出明亮的光色，可以令人在室内感受到纯正的太阳光。 

公共场所照明、工业照明、顶棚照明、道路照明、商业照明、体育场馆
照明、仓库照明等。

特点:

适用场合:

Characteristics:

Applic ations:

The la test manufacturing processes of per fect arc tubes.
No auxiliary.
Worki ng and S tarting wi th impedance ballast and high voltage 
pulse igniter is of characteristic o f pulse start. 
Used in reasonable l ight circu it d iagram, can protect the lamp 
electrode and extend lamp service life.
With Electric arc tube, it can be operated at any ope rating position 
High luminous efficacy ( 100 lm/W) and exc ellent colour rendering 
index (above Ra65)
Producing bright light makes you feel the r eal sunshine even indoors. 

They are regu larly in us e for example at publ ic plac e, in shops , 
factories, and sports halls, in s tadiums and for street lighting, 
warehouse lighting, wide-area l ighting. 

ED 型

L

TO 型 T 型

L L

型号
Model

功率
Power

产品代码
Code

(Lm)            

光通量
Lumin ous 
flux

(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/PS175-ED1 175 14000 55 150 E27    10000 ED

HQ/PS400-ED 400 E40    ED120 280 1200036000

HQ/PS250-ED 250 20500 90 210 E40    10000 ED

HQ/PS250-T 250 20500 46 255 E40    10000 T

HQ/PS400-TO 400 E40    TO65 280 1200036000

HQ/PS175-ED2 175 14000 90 210 E40  10000 ED

2610 410101

2610 417103

2610 412104

2610 412105

2610 417104

2610 410102

产品尺寸图
size

技术参数  data sheet
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UPS 金属卤化物灯    
UPS Metal Halide lamp

单脉冲启动：

光色一致性：采用电弧管独特橄榄状外形设计，能够带来极佳的光色一
致性,能达到陶瓷金卤灯效果。
燃点位置：电弧管不受燃点位置的限制，可以实现任意位置的燃点。
无焊点结构：Ed泡采用无焊点的支架安装结构，可以防止因高温氧化或
振荡引起的支架焊点断裂，更加提高了灯泡的可靠性。
光效高：发光效率极高，比普通金卤灯光效高20％。平均光效110lm/w。
寿命： 在合理的点灯线路上使用，对灯的电极有更好的保护作用，可以
使灯的使用寿命更持久。最长可达20000小时以上。
稳定和再启动的时间：时间比常规光源缩短一半。

同时还可降低灯启动时的触发脉冲电压值，避免了灯早期
发黑，减少了光衰，延长了寿命。

特点:

适用场合:

公共场所照明、工业照明、顶棚照明、道路照明、商业照明、体育场馆
照明、仓库照明等。

Characteristics:

Single pulse star t:Meanwhile, it reduces the igniting voltage value 
when starting lamp, avoid ing lamp premature fail, reducing spectral 
attenuation, prol onging lamp service life.
Compliance of light and colour:Adapting special out line design of 
ova l shape brings excellent colour and light complia nce, achieving 
ceramic Metal Halide Lamp effect
Operating position:With E lectric arc tube, it can be operated a t any 
operating positio n, inc lud ing the horizontal burning position a nd 
vertical burning position, better effect with v ertical burning position.
No weld ing-point structure:With no welding-point b racket I
nsta llat ion structure can p revent b racket welding-point from 
breaking, and enhance lamp reliab ili ty. 
High lum inous ef ficacy :Up to 20% h igher luminous efficacy
Extremely long li fe :Used in reasonable light  circuit d iagram, can 
protect the lamp electrode and extend lamp service life，up to 
20,000 hours.
Stabiliz e and restart time: It takes 50% shorter than that o f regular 
lamp.

Applications:

They are regularly in us e for example at publ ic plac e, in shops , 
factories, and sports ha lls, in s tadiums and for street lighting, 
warehouse lighting, wide-area lighting. 

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

temperature
(mm)

直径
Max .

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/UPS250-ED      250 90 E40 ED 

HQ/UPS400-ED      400 120 E40 ED 

24000

40000

210

280

20000

20000

2.10

3.25

4000

4000

2610412102

2610417102

HQ/UPS250-T     250 46 E40 T

HQ/UPS400-TO  400 65 E40 TO

24000

40000

255

280

20000

20000

2.10

3.25

4000

4000

2610412103

2610417105

TO 型 T 型

L

ED 型

L L

产品尺寸图
size

技术参数  data sheet
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G12金属卤化物灯   
G12 Metal Halide lamp

特点:

适用场合:

Characteristics:

Applications:

发光效率高,颜色持续稳定。
寿命长,有优良的性价比。

适用于商业照明、大型百货商场、展示厅局级。

High lighting efficacy, and color rendering is excellent.

Long life,good performance but in  low cost.

Sports gym, exhibition cen ter, large merchandis e, park, bui lding 
flooding illumination .

L

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

tempera ture
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Ba se

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/MH70-T3 70      

HQ/MH100-T3 100

5500 22.5

22.5

96

106

G12

G12

5000

5000

-

-
0.98 4200

4200

2610904007

HQ/MH150-T3 150 12500 22.5 106 G12 5000 -1.80 42002610909022

2610906009 1.10 8500

技术参数
data sheet

产品尺寸图
size
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小功率双端金属卤化物灯
Low-power double-ended metal halide lamp

特点:

适用场合:

Characteristics:

Applications:

内胆采用涂粉 ：
为了降低温度的热损耗，保持一定的温差，防止冷端。
涂粉 的地方温度就会升高，增加了电弧管冷端的温度，使
其有更好的回迁效应从而改善电特性。
涂粉 能够维持一定的电特性，防止黑光对光电参数的影响。
发光效率高,寿命长。
光色柔和,体积小,配套性强。

Al2O3

Al2O3

Al2O3

商业照明、展览中心、广告牌照明。

High lighting efficacy, long life .
Soft l ighting co lor, small volume, easy matched for using.

Vessel coated with Al2O3,
So as to  reduce heat loss and keep certain difference in temperature,
preven ting the end from cold. 
The temperature of the part powdered with Al2O3 w ill rise. 
This wi ll a lso increase temperature of arc tube co ld end, bringing 
better c irc le effect, which will improve electric characteristics.
Coated powder Al2O3 will susta in certain electrical characteristics, 
preven ting photoelectric parameters from being affected by 
attached tungsten atomic which resul ted from radiation. 

Commercial illumination, exhibition center, advertising illumination.

L

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

temperature
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/MH70-TD          70         0.98        5500     4200          19 116 Rx7s      5000      TD

HQ/MH100-TD      100         4200          22.5 135 Rx7s     5000     TD 

2610904002

HQ/MH150-TD      150         1.80      12500     4200          22.5 135 Rx7s     5000     TD 2610909001

2610906002 1.10 8500

技术参数
da ta sheet

产品尺寸图
size

www.cnl-l ighting.com 12



发光效率高,颜色持续稳定。

寿命长,有优良的性价比。

适用于体育场（馆）、展览中心、大型百货商场、

游乐场所、广场、建筑泛光照明。

High luminous efficacy, color appearance is stable.

Long life.good performance but in low cost.

Sports gym, exhibition center, large merchandise, park, 

building flooding illumination.

HQ/JLZ70-ED1         70         0.98 5600       4000          55       145 E27     6000      ED 

HQ/JLZ100-ED2     100        1.10      8500       4000          90 210 E40 6000      ED 

HQ/JLZ150-ED2     150        1.80      13500       4000          90 210 E40 6000      ED 

2610 904014

HQ/JLZ150-ED1     150        1.80      13500       4000          55 145    E27     6000      ED 2610 909020

HQ/JLZ100-ED1     100        1.10      8500       4000          55 145   E27     6000      ED 2610 906001

HQ/JLZ70-ED2         70         0.98 5600       4000          90 210 E40 6000      ED 2610 904009         

2610 906004

2610 909008

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
f lux

(K)               

色温
Color 

temperature
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

特点:

适用场合:

Characteristics:

Applications:

L

小功率欧标金属卤化物灯    
Low-power European standard metal halide lamp

技术参数
data sheet

产品尺寸图
size
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本品为节能型光源，工作时发出白光。

具有发光效率高、寿命长、显色性好。

适用于体育场（馆）、展览中心、大型百货商场、

游乐场所、广场、建筑泛光照明。

Energy -saving, daylight color .
High lighting efficacy, long life, and color rendering i s 
exce llent.

Sports g ym, exhibition center, la rge merchandise, park, 

building flooding illumination.

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

temperature
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/JLZ175-ED1   175        1.50      14000       4000          55 150 E27    1000 0    ED 
HQ/JLZ175-ED2   175        1.50      14000       4000          90 210 E40    1000 0    ED 

HQ/JLZ250-ED     250        2.10      20500       4000          90 210 E40    1000 0    ED 
HQ/JLZ400-ED     400        3.25      36000       4000          120 280 E40    1200 0    ED  

HQ/JLZ1000-BT   1000       4.10     110000   4000          180 385 E40    8000    BT 

2610410001
2610410002

2610412005

2610417006

2610422001

特点:

适用场合:

Characteristics:

Applicat ions:

BT 型

L

ED 型
L

泡型美标金属卤化物灯
American standard metal halide lamp with Ellipital bulbs

技术参数
data sheet

产品尺寸图
size

www.cnl-lighting.com 14



发光效率高,颜色持续稳定。

寿命长,有优良的性价比。

适用于体育场（馆）、展览中心、大型百货商场、

游乐场所、广场、建筑泛光照明。

High luminous efficacy, color appearance is stable.

Long life.good performance but in low cost.

Sports gym, exhibiti on center, large merchandise, park, 

buildi ng flood ing illumination.

特点:

适用场合:

Characteristics:

Applications:

直管型美标金属卤化物灯    
American standard metal halide lamp with single-ended

技术参数
data sheet

T 型 TO型

L L L
TT型

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

tempera ture
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/JLZ175-T2         175        1.50      14000       4000          46 210 E40    10000     T

HQ/JLZ250-T 250        2.10      20500       4000          46 210 E40    10000     T

HQ/JLZ400-TO  400        3.25      36000       4000          65       280     E40    10000     TO 

2610410007

2610412001

2610417004

HQ/JLZ175-T1         175        1.50      14000       4000          37.5 170      E27 10000     T2610410006
   

HQ/JLZ1000-TT         2000        E40    TT 4.10 4000 84 385 8000

HQ/JLZ2000-TT         2000        E40    TT 10.30 4000 90 455 3000

2610422003

2610426002

110000

190000

产品尺寸图
size
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直管型欧标金属卤化物灯
European standard metal halide lamp with single-ended

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

temperature
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/MH1000-TT         1000        8.25      85000       4000          84      385  E40    8000     TT 2610922001

L

发光效率高,颜色持续稳定。

寿命长,有优良的性价比。

适用于体育场（馆）、展览中心、大型百货商场、

游乐场所、广场、建筑泛光照明。

High luminous efficacy, color appearance is stable.

Long life.good performance but in low cost.

Sports gym, exhibition center , large merchandise, park, 

building flooding illumination .

特点:

适用场合:

Characteristics:

Applications:

技术参数
data sheet

产品尺寸图
size
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HQ/JLC175    -T1  175        1.50      14000       37.5 170 E27    T

250        2.10      20500       46 210     E40    

400        3.25      36000       65 280 E40    

150        1.80      14000       55      145 E27    ED 

175        1.50      14000       90 210 E40    ED 

250        2.10      20500       90 210 E40    ED 

400        3.25      36000       120 280 E40    ED  

T

T

HQ/JLC250    -T  

HQ/JLC400    -TO  

70        0.98     5600       55  145      E27    EDHQ/JLC70    -ED1 

HQ/JLC150    -ED 

HQ/JLC175    -ED2 

HQ/JLC250    -ED 

HQ/JLC400    -ED 

3800    

4000    

5000   

3800   

4000   

4000    

5000   

3800   

2610 410005

2610 412003

2610 417003

2610904011

2610909019

2610410004

2610412004

2610417002

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(mm)

直径
Max .

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               (Lm)            

光通量
Luminous 
flux

注:    是表示标准颜色的,G表示绿色、R表示红色、
        P表示紫色、B表示兰色

Note:    standa rd color,G:green,R:red,P:purple,B:blue

光源光效率高，满足各种照明需要、任意位置点燃。
显色性好、寿命长。
光通量稳定性和维持性能好。
有红,绿,兰,紫等多种颜色。

公园照明、彩色泛光照明。

Pa rk lighting, colorf ul flood lihgting.

Have red,green,blue,purple,.colors and so on. 

High luminous e fficacy, meet all k ind of lighting 
requirement,bum position discret ionarily.
Color appearance is stable, long l ife.
good s tability of luminous flux.

特点:

适用场合:

Characteristics:

Applications:

L
ED 型T 型

L

彩色金属卤化物灯
Color metal halide lamps

技术参数
data sheet

产品尺寸图
size
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寿命长，光色柔和，防紫外线辐射。

能产生舒适的照明环境。

适用于体育场（馆）、展览中心、大型百货商场、

游乐场所、广场、建筑泛光照明。

Sports gym, exhibition center, large merchandise, park, 

building flooding illumina tion.

Long life, the l ight is soft, can guide against ultrav iolet 

radiation.

Can bring about comfort able lighting atmosphere .

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

tempera ture
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/JLZ175-ED/P 175        1 .50      14000      4000          90 210 E40    10000     ED

HQ/JLZ250-ED/P   250        2 .10      20500      4000          90 210 E40    10000     ED

HQ/JLZ400-ED/P   400        3 .25      36000      4000          120 280 E40    10000     ED

2610410009

2610412010

2610417001

特点:

适用场合:

Characteristics:

Applications:

L

涂粉金属卤化物灯
Metal halide with coated bulb 

技术参数
data sheet

产品尺寸图
size
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发光效率高，寿命长。

节能环保，性能稳定。

道路照明、机场、码头及工业照明等。

High l uminous efficacy, long life.

Environmental fr iendly, and stable per formance .

Road, airport, dock, industry, i llumination.

T

HQ/NG100-T        100        8300       2000        37.5 170 E27       T

HQ/NG150-T1      150        14000     2000         37.5 170 E27      18000    T

HQ/NG150-T2      150        14000     2000         46 215 E40     18000    T

HQ/NG250-T        250        25000     2000         46 255     E40     24000    T

HQ/NG400-T        400        44000     2000         46 280 E40     24000    T

HQ/NG600-T     600       2000         46 280 E40     18000       T

HQ/NG110-T        110              9000               2000                37.5 170 E27             T

1.20       

1.80     

1.80     

3.00     

4.60     

1.20               

18000    

18000    

18000      HQ/NG70-T    70 0.98       5400       2000        37.5 155 E27       2610204001

2610206001

2610207001

2610209001

2610209002

2610212001

2610217001

HQ/NG1000-T     1000       120000   2000         66 385 E40     18000       T10.30   2610222001

T18000      HQ/NG50-T    50 2000        37.5 155 E272610203001 0.76 3400

6.20 650002610219001

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

temperature
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

特点:

适用场合:

Characteristics:

Applications:

L

直管型高压钠灯
T-tube High-pressure sodium lamp

产品尺寸图
size

技术参数
data sheet
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双端高压钠灯
Double-ended high pressure sodium lamp

L

Long life, economic and durable.
High luminous efficacy, provide high contrast visibility in mist and 
fog

使用寿命长，经济耐用。

光效率高，透雾能力强。

室内外大型物体的照明，街道和公园、建筑物、

铁路轨道、工厂、仓库、机场等。

Indoor and outdoor large object il lumination, building, 
street, park, railway, factory, warehouse, and airport etc.

特点:

适用场合:

Characteristics:

Applications:

型号
Model

功率
Power

灯电流
Lamp
 current

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(K)               

色温
Color 

temperature
(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            (A)             

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/NG70-TD          70         0.98        5400     19 116 Rx7s      18000      TD

HQ/NG150-TD          150         1.80        14000     22.5 135 Rx7s      18000      TD

2000          

2000          

2610204003

2610209003

技术参数
data sheet

产品尺寸图
size
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白色灯光，色温4100K。 

结构牢固，寿命长。  

低值投资，经济实惠。 

st reet i llumina tion, indoor and outdoor industrial l ighting

white light, color temperature: 4100K.
Long service life and durable.

Economic.

道路照明，室内外工业照明。

型号
Model

功率
Power

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            

玻壳
Bulb

平均寿命
Average Life

(h)               

HQ/GGY50-ED          50 76    E27 ED

HQ/GGY80-ED      80 76 E27 ED 

HQ/GGY125-ED      125 76 E27 ED 

HQ/GGY175-ED      175 90 E40 ED 

HQ/GGY250-ED      250 90 E40 ED 

HQ/GGY400-ED      400 120 E40 ED 

HQ/GGY1000-BT     1000 180 E40

1500

3000

5000

7500

11000

21000

52000

150

160

160

210

210

280

280

4000

5500

5800

6000

8000

8000

8000 BT

2610103001

2610105002

2610108001

2610110002

2610112001

2610117001

2610122001

特点:

适用场合:

Characteristics:

Applications:

L

荧光高压汞灯
High pressure fluorescent mercury bulb

技术参数
data sheet

产品尺寸图
size
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soft white light.
withou t ballast.
Economic and easy maintenance. 
in place of incandescent bulb.

柔和的白色灯光。

结构简单，不需要附加镇流器。

低成本，维修费用低 。

可直接替代白炽灯。

 
 

 

道路照明，室内外工业照明。

street illumination, indoor and outdoor industrial l ighting

型号
Model

功率
Power

产品代码
Code

(Lm)            

光通量
Luminous 
flux

(mm)

直径
Max.

Diameter
L(mm)

全长
Length

灯头
Base

(W)            

玻壳
Bulb

平均寿命
Average Li fe

(h)               

HQ/GYZ125-ED          125 76    E27 ED

HQ/GYZ160-ED      160 76 E27 ED 

HQ/GYZ250-ED

HQ/GYZ450-ED

250

450

1500

2560

4900

11000

90

120

160

160

210

280

E40

E40

3000

3000

3500

3500

ED

ED

2610108002

2610131001

2610112002

2610132001

特点:

适用场合:

Characteristics:

Applications:

自镇流荧光高压汞灯
Self-ballasted high pressure fluorescent mercury bulb

技术参数
data sheet

L

产品尺寸图
size
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HID 电器系列
HID electr ic appliances  series
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钠灯用阻抗式镇流器 
Impedance Ballast for Sodium Lamps

产品尺寸图
size

DE

A

C

B

型号
Model

技术参数
Specifications

产品尺寸
Size(mm)

a         b         c         d        e     

数量/ 箱(个)
Quantity / carton

(pcs)

重量/ 箱(公斤)
Weight / carton

(kg)

包装尺寸
Packaging meas

(mm)

HQ200NG35L

HQ NG50200 L
HQ NG70200 L

HQ NG100200 L

HQ NG150200 L

HQ NG250200 L

HQ NG400200 L

HQ NG600200 L

HQ NG1000200 L

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

98

98
98

98

104

128

143

143

178

117

117

117

117

126

150

165

165

200

52

52
52

52

64

64

83

83

97

60

60
60

60

75

75

96

96

114

36

36
36

36

45

45

61

61

81

8

8
8

8

6

6

4

2

7.60

8.50
10.00

10.30

11.50

17.50

19.60

21.50

17.90

4

260X150X170

260X150X170

260X150X170

260X150X170

260X150X170

260X175X160

210X190X205

210X190X205

260X220X115

技术参数 Data Sheet:

灯泡参数
bulb parameters

灯
电
流
(A)
lamp
current

灯
功
率
(W)
lamp
wattage

灯
管
压
(V)
lamp
voltage

镇
流
器
型
号

ballast
model

启
动
电
流
(A)
start
curren t

工
作
电
流
(A)

working
current

功
率
因
数
φcos

power
factor

 

启
动
电
流
(A)
start
curren t

线
路
电
流
(A)
circuit
current

并
联
电
容
(uF)

capacitor

损
耗
(W)
loss

总
功
率
(W)
power

配
触
发
器

adapted
for ignitor

△t
温
升
(K)
Temp.
Rise

最
大
使
用
环
境
℃
Max.

operating
temp.

接
线
图
方
式
wiring
diagram

cos φ≥0.9 
电气参数 Electrical data

AC: 220V 50Hz

35

50

70

100

150

250

400

600

1000

0.53

0.76

0.98

1.20

1.80

3.00

4.60

6.20

10.30

85

85

90

100

100

100

100

110

115

HQ NG35200 L

HQ NG50200 L

HQ NG70200 L

HQ NG100200 L

HQ NG150200 L

HQ NG250200 L

HQ NG400200 L

HQ NG600200 L

HQ NG1000200 L

≤0.77

≤1.10

≤1.42

≤1.74

≤2.52

≤4.20

≤6.44

≤8.68

≤12.88

0.53

0.76

0.98

1.20

1.80

3.00

4.60

6.20

10.30

0.37

0.35

0.38

0.43

0.43

0.42

0.43

0.47

0.47

≤0.250

≤0.343

≤0.482

≤0.662

≤0.987

≤1.597

≤2.521

≤3.746

≤6.215

0.217

0.298

0.419

0.576

0.859

1.389

2.192

3.258

5.404

A

A

A

A

A

A

A

A

A

≤85

≤85

≤85

≤85

≤85

≤85

≤85

≤75

≤75

≤70

≤70

≤70

≤70

≤70

≤70

≤70

≤80

≤80

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQIG-N

HQIG-N

43

59

83

114

170

275

434

645

1070

8

9

13

14

20

25

34

45

70

6

8

12

12

18

32

50

60

100

产品代码
Code

2120202001

2120203001
2120204002

2120206001

2120209002

2120212001

2120217001

2120219001

2120222001

Ba ll ast
镇流器

触发器
Ignitor电容

Capaci tor

灯泡
Lamp

接线图A
Wiring di agram A

L

N

适配光源：35W～1000W钠灯
Applications: for use of 35W～1000W sodium lamps
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高压汞灯用阻抗式镇流器  
Impedance Ballast for High Pressure Mercury Lamps

产品尺寸图
size

DE

A

C

B

Bal la st
镇流器

电容
Capac it or

灯泡
Lamp

接线图C
Wiring diagra m C

L

N

50

80

125

175

250

400

1000

0.61

0.85

1.15

1.50

2.13

3.25

7.50

95

115

125

132

132

135

145

HQ200GGY50L

HQ200GGY80L

HQ200GGY125L

HQ200GGY175L

HQ200GGY250L

HQ200GGY400L

HQ200GGY1000L

≤0.98

≤1.36

≤1.84

≤2.40

≤3.41

≤5.20

≤12.00

0.61

0.85

1.15

1.50

2.13

3.25

7.50

0.44

0.49

0.55

0.58

0.58

0.59

0.64

≤0.343

≤0.529

≤0.807

≤1.104

≤1.568

≤2.463

≤6.098

0.298

0.460

0.702

0.960

1.364

2.141

5.303

C

C

C

C

C

C

C

≤85

≤85

≤85

≤85

≤85

≤85

≤75

≤70

≤70

≤70

≤70

≤70

≤70

≤80

No

No

No

No

No

No

No

59

91

139

190

270

424

1050

9

11

14

15

20

24

50

6

8

10

12

18

25

60

HQ200GGY50L

HQ200GGY80L

HQ200GGY125L

HQ200GGY175L

HQ200GGY250L

HQ200GGY400L

HQ200GGY1000L

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

98

98

98

104

104

128

193

117

117

117

126

126

150

215

52

52

52

64

64

64

83

60

60

60

75

75

75

96

36

36

36

45

45

45

61

8

8

8

6

6

6

2

8.50

9.00

10.80

11.50

13.60

19.30

14.70

260X150X170

260X150X170

260X150X170

260X150X170

260X150X170

260X175X170

240X220X104

型号
Model

技术参数
Specificat ions

产品尺寸
Size(mm)

a         b         c         d        e     

数量/ 箱(个)
Quantity / carton

(pcs)

重量/ 箱(公斤)
We ight / carton

(kg)

包装尺寸
Packaging meas

(mm )

产品代码
Code

灯泡参数
bulb parameters

灯
电
流
(A)
lamp
current

灯
功
率
(W)
lamp
wattage

灯
管
压
(V)
lamp
voltage

镇

流
器
型
号

ballas t
model

启
动
电
流
(A)
start
current

工
作
电
流
(A)

work ing
current

功
率
因
数
φcos

power
factor

 

启
动
电
流
(A)
start
current

线
路
电
流
(A)
circuit
current

并
联
电
容
(uF)

capacitor

损
耗
(W)
loss

总
功
率
(W)
powe r

配
触
发
器

adapted
for ignitor

△t
温
升
(K)
Temp.
Rise

最
大
使
用
环
境
℃
Max.

operating
temp.

接
线
图
方
式
wiring
diagram

cos φ≥0.9 
电气参数 Electrical data

AC: 22 0V 50Hz

2120103001

2120105001

2120108001

2120110002

2120112005

2120117003

2120122002

适配光源：50W～1000W高压汞灯
Applications: Fo r uses of 5 0W～1000W h igh pressure 
mercury lamps
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镇流器
Ball as t 电容

C ap ac itor

灯泡
Lamp

L

N

R

接线图D
Wiring diagr am D

适配光源：175W、250W、400W、1000W 1500W美标金卤灯、
Applications: 175W、250W、400W、1000W 1500W American 

standard metal halide lamp

、

175

250

400

1000

1500

1.50

2.15

3.25

4.20

6.25

132

133

135

255

260

HQ200JLZ175L

HQ200JLZ250L

HQ200JLZ400L

HQ200JLZ1000L

HQ200JLZ1500L

1.50

2.15

3.25

4.20

6.20

≥0.9

≥0.9

≥0.9

≥0.9

≥0.9

≤1.05

≤1.46

≤2.28

≤5.20

≤6.80

1.05

1.46

2.28

5.20

7.10

13

15

28

30

41

35

40

55

75

120

205

290

450

108 0

160 0

≤75

≤80

≤80

≤80

≤80

≤80

≤75

≤75

≤75

≤75

D

D

D

D

D

220V 50Hz
220V 50Hz

220V 50Hz

220V50Hz

220V 50Hz

108

123

146

178

213

130

145

168

200

235

83

97

97

112

112

96
114

114

127

127

61

81

81

94

94

4
2

2

2

1

13.60

10.20

14.20

22.90

14.30

260X185X115
260X185X115

260X185X115

285X220X135

255X150X135

HQ200JLZ175L

HQ JLZ250L200

HQ JLZ400L200

HQ JLZ1000L200

HQ JLZ1500L200

型号
Model

技术参数
Specific ations

产品尺寸
Size(mm)

a         b         c         d        e     

数量/ 箱(个)
Quantity / carton

(pcs)

重量/ 箱(公斤)
Weight / carton

(kg)

包装尺寸
Packaging meas

(mm)

产品代码
Code

灯泡参数
Bu lb parameters

灯
电
流
(A)
lamp
current

灯
功
率
(W)
lamp
wattage

灯
管
压
(V)
lamp
voltage

镇
流
器
型
号

ballast
model

灯
工
作
电
流
(A)
working

current
lamp 

线
路
功
率
因
数
φcos
power

factor

 
circuit 

线
路
启
动
电
流
(A)
sta rt

current
circuit 

线
路

电
流

 

工
作

(A)
circuit
current
working

串
联
电
容
(uF)

Series connection
capacitor

总
功
率
(W)
power

△t
温
升
(K)
Temp.
Rise

最
大
使
用
环
境
℃
Max.

operating
temp.

接
线
图
方
式
wiring
diagram

电气参数 Electric al data

AC: 220V  50Hz

功
耗
(W)
Power 
loss

2140410002

2140412004

2140417008

2140422003

2140424004

 Huaquan 牌漏磁式镇流器是我公司新开发的产品，产品已申请了实用型国家

专利，专利号：012426016、外观设计国家专利，专利号: 013313460。产品

具有体积小、结构紧凑等特点。产品均采用H级(180℃)以上材料制造，具有很

高耐温性能，适合灯具内安装使用。

The magnetic leakage ballast, wi th the brand of HQ, is an updat e model developed 

recent ly. The model is g ranted utility model patent (Patent No:012426016) and 

design patent (Patent No: ) by China National In tellectua l Property 
Bureau.The model features small s ize and compact structure. All 

 

013313460
materials and 

components used in the model are o f Class H(180℃), having an excellent 
performance of heat res istance , th is model is mostly suitable for the applications 
used in lighting fixture.

美标金卤灯用漏磁式镇流器  
Magnetic Leakage Ballast for US Standard Metal 
HalideLlamps

产品尺寸图
size

DE

A

C

B
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高压钠灯用变功率阻抗式镇流器    
Impedance Dimming Ballast for HPS Lamps

产品尺寸图
size

DE

A

C

B

Ballast
镇流器

电容
Capacitor

灯泡
Lamp

时控接线图M
Wiring diagram M

L

N
N L B1B2

BGL

1

2

4

Ball ast

灯泡
Lam p

线控接线图M
Wiri ng diagra m M

L

N

BGL
电子控制器

Lst

LstN123

4 1

2

HQ220050HNG100Z/2

HQ220050HNG150Z/2

HQ220050HNG250Z/2

HQ220050HNG400Z/2

220V 50Hz

220V 50Hz

220V 50Hz

220V 50Hz

104

104

108

143

126

126

130

165

64

64

83

83

75

75

96

96

45

45

61

61

6

6

4

4

11

12

18

20

25 5X150X170

25 5X150X170

26 0X175X170

21 0X190X205

技术参数 Data Sheet:

灯泡参数
bulb parameters

灯
电
流
(A)
lamp
current

灯
功
率
(W)
lamp
wattage

灯
管
压
(V)
lamp
voltage

镇
流
器
型
号

ballas t
model

配
触
发
器

adapted
for ignitor

△t
温
升
(K)
Temp.
Rise

最
大
使
用
环
境
℃
Max.

operating
temp.

接
线
图
方
式
wiring
diagram

电气参数 Electrical data

AC: 220V 50Hz

100

150

250

400

1.20

1.80

3.00

4.60

100

100

100

100

HQ220050HNG100Z / 2 M

M

M

M

≤85

≤85

≤85

≤85

≤70

≤70

≤70

≤70

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQ220050HNG150Z / 2

HQ220050HNG250Z / 2

HQ220050HNG400Z / 2

功率1  power 1 功率2  power 2

灯
泡
功
率
(W)
lamp

灯
泡
电
流
(A)
lamp
current

损
耗
(W)
loss

总
功
率
(W)
power

并
联
电
容
(uF)

capacitor

12

18

32

50

100

150

250

400

1.20

1.80

3.00

4.60

14

20

25

33

114

170

275

433

灯
泡
功
率
(W)
lamp

灯
泡
电
流
(A)
lamp
current

损
耗
(W)
loss

总
功
率
(W)
power

70

100

150

250

1.00

1.40

2.20

3.70

12

18

23

30

82

118

173

280

型号
Model

技术参数
Specifications

产品尺寸
Size(mm)

a         b          c         d        e     

数量/ 箱(个)
Quan tity / carton

(pcs)

重量/ 箱(公斤)
Weight / carton

(kg)

包装尺寸
Packaging meas

(mm)

产品代码
Code

2120236001

2120234001

2120233001

2120232001

采用降低灯电流的方法，保持电源电压不变,
实现节能、延长灯寿命。

整个线路构造简单，性能稳定，耐用。

省电节能达40%。延长光源使用寿命，使光源

的有效使用寿命提高2～3倍。

 

完全达到国家GB19510.1-2004和GB195 10.
10-2004 灯具使用的安全标准要求。

在镇流器超出各种异常温度时，镇流器起自

动开路保护，等降低到安全温度时自动恢复

工作，大大避免因镇流器过热的火灾事故。
完全解决光源寿终时产生整流效应（灯在寿
终时产生较大的直流成份）：造成灯泡爆毁

或电器因大电流造成严重烧毁所发生严重的
事故。延长电器的使用寿命。

能效高，完全达到国家GB19574-2004标准

及IEC的能效要求。

An innovative way of dimming by lowering l amp current while k eeping
vol tage unchanged, it i s energy-sav ing and makes lamps more longer 
serv ice li f e.
It features compact design, excellen t performance and durable.
The energy saving is up to 40%, that extends grea tly the service l ife  to
2~3 times compared with that o f lamp operated by conv entional balla st.
It completely me ets Ch ina Na tional S tandard GB1 9510.1-2004 and GB 
19510.10-2004 safety requirements for luminaries.
An over-h eat protecto r built in ballast, as a very h igh tempera ture 
occurs in ballast , can automa tically act to p revent possible burning 
accident.  It can restore to normal working status as the ballast cools 
down to safety tempera ture range.
It is  HQ's perfec t solution of d imming ballas t for the rect ifier e ffect an d 
extends greatly the ser vice life of e lectrica l parts in who le gear box. 
The rectif ier effect,wh ich occurs when a dis charge lamp reaches the 
end of its service life, can cause the lamp e xploding and ballast burn ing 
down because o f an increase in pret ty big portion of DC .
It perform s a high efficiency that complete ly meets with China Nation al 
Standard GB19574-20 04 and EEI requirements o f IEC.

适配光源：100W~400W 高压钠灯
Applications: 100W~400W high-pressure sodium lamp
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变功率控制器：
Dimming Controller

产品尺寸图
size

型号
Model

技术参数
Specification s

产品尺寸
Size(mm)

a       b      c      d      e   

数量/ 箱(个)
Quantity / carton

(pcs)

重量/ 箱(公斤)
Weight / carton

(kg)

最大负载电流
Mas lo ad
current

壳体温度
Case temp
(℃)

HQBGL10-5h 220～240V 50~60Hz ≤85℃10A 132 102 10 50 50 22

AC: 220～240V 50/60Hz

产品代码
Code

2710102001

HQBGL10-L ≤80℃10A 64 74 82 28 100 102720101001 230V 50Hz

50

31

技术说明:该变功率电子控制器使用电压为220V~240V/50~60Hz。预置转换时间可按用户要求设定,转换最大电流为10A。

Note :

The supply vol tage & frequency for the electronic dimmi ng control ler are 220V~240V/50~60Hz.

The dimming time can be preset according to customers’requires. The max load current is 10A.

       变功率电子控制器是一种与镇流器配合使用，能够按照预置的时间自

动变换不同灯功率的电子装置。在照明使用时，它可以按照不同的照度和

使用要求，自动转换灯功率，可以节省大量的电能。它是一种全新的节能

型照明产品，具有极大的推广意义。

Electronic dimming contro ller, working  along with ballast, can 
provide wattage op tions for lamp dimming in preset different time 
span choices. By using the elect ronic d imming cont roller, we can 
shi ft the lamp wattage in a ccordance with different f ield requires 
of luminance and usage, and save lot o f power energy. As an 
innovative energy-saving lighting product, it i s a significant 
strategy to promote electronic d imming device in lighting industry.
 

通电后满功率 60%功率 ，延续至断电。    C:

P

T

100%

60%

满功率运行时间段
Time span of full power operation

60%功率运行时间段
Time span of 60% of ful l powe r operation

Power Dimming Cycling  Mode C:
Full power once voltage suppl ied - 60% of fu ll power -
 

keeping 60% 
of fu ll power operation  to volta ge end ing

M8

A
B
C

D

EM8

A
BC

D

Ball ast
镇流器

电容
Capacitor

灯泡
Lamp

时控接线图M
Wiring  diagra m M

L

N
N LB 2B1

BGL
电子控制器

触发器
Ignitor

1

2

4

Ballast

灯泡
Lamp

线控接线图 M
Wir ing d iagram M

L

N

BGL
电子控制器

触发器
Ign ito r

Lst

LstN123

4 1

2
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时间可调式变功率控制器：
Dimming Controller (Timer type)：

产品尺寸图
size

a       

b      

c      

d      
e   
a       

4
可根据不同地域、气候季节和不同路面的实际情况来调整控制器的时间设置选

择（4/5/6/7/8小时五种选择）。

定时模式采用“模糊”电路设计，特地增加定时的不精确度，避免整条道路的

定时装置在某一时刻同时调光导致整条道路照度突降带来的交通危险性，（不

精确度为±6分钟/6小时，二次上电时重新计时）。

调光后，光源能耗降低40%左右，镇流器功耗降低25%左右。

定时设定简单方便，可在安装过程中随时设定。

定时器控制距离远，可安装灯杆底部，方便临时调整。

Mul tiple optio ns (5 time span choices of 4/5/6/7/8 hours can be  set) fo r 

different reg ions, seasons and road circumstances.

Fuzzy circuit design for the tim ing.  The design can avoid poss ible tra ffic 

problemscaused by dimming all road lights at the same moment. (Fuzzy 

range:±6mins/6hours; Timer will re-timestart counting from ne xt 

apply ing supply ).

By using dimming design, the to tal lamp energy consumption can be 

reduced by 40%, and ballast power consumpt ion down by 25%.

Easily to set time choices, and setting can be done in fie ld installation.

It can contro l lamp over a pre tty long distance, and is built in th e base of 

the lighting pole, that makes s etting change and maintenance ve ry 

convenient.

型号
Model

技术参数
Specifications

产品尺寸
Size(mm)

a       b      c      d      e   

数量/ 箱(个)
Quantity / carton

(pcs)

重量/ 箱(公斤)
Weight / carton

( kg)

最大负载电流
Max load
current

壳体温度
Case temp
(℃)

HQBGL10-T ≤85℃10A 115 33 44 98

技术说明；该变功率电子控制器使用电压为220V~240V/50~60Hz。预置转换时间可按用户要求设定转换 最大电流为10A。。

AC: 220～240V 50/60Hz

95220V~240V/50~60Hz - -

产品代码
Code

2710103001

Notes: 

The supp ly voltage & frequency for the electronic dimming control le r are 220V~240V/50~60Hz.

The dimming time span can be set in advance according to customers’demands. 

The max load current is 10A.

P

T

100%

60%

满功率运行时间段
Time span of fu ll power operation

60%功率运行时间段
Time span of 60% of ful l power operation

通电后满功率 60%功率 满功率 60%功

率⋯⋯循环至断电。

         A:

通电后满功率 60%功率 满功率，延续至

断电。

      B:

可设定4/ 5/6/7/8
4/5/6/7/8 hour options can be pre-set 

Power D imming Cycling  Mode A:
Full power once voltage suppl ied - 60% of fu ll 
power - full power - 60% of full power- 
continuously cycling till voltage ending

Power Dimmin g Cycling Mode B:
Full power once voltage suppl ied - 60% of full 
power - keep ing full power operation  to 
vol tage ending

P

T

100%

60%

满功率运行时间段
Time span of full power operation

60%功率运行时间段
Time span of 60% of ful l power operation

可设定4/ 5/6/7/8
4/5/6/7/8 hour options can be pre-set 

B allast

灯泡
Lamp

线控接线图M
Wiring

 

diagram

 

M

L

N

BGL

电子控制器

触发器
Ign itor

LN123

4 1

2

C
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电子镇流器
Electronic Ballast
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110

75 32

R
2 R
2

R
2

R2

使用范围广，电源电压适用于220V~240V Ac，可在50~60Hz使用，极
强的抗电压波动。低频载高频输出,解决电磁干扰,符合EMC要求。

无频闪,大大提高光质量，提高10％ 以上的光效率，可适用于摄影等特
殊要求使用。

节能可达30％ 以上，大大延长光源寿命。
安全，有短路、开路、过压、欠压、过流等保护设计。
耐温高tc=80℃, 可适应恶劣环境使用。

体积小，重量轻，噪声低，温升低，适应各种应用环境。安装简单、方便。
产品通过 ， 认证。CQC CB 

Wide range of applicati ons;
Supply voltage: 220V~240V ac, frequencies:  50/60Hz;
Anti-vol tage-fluctuatio n;

No strobe lights ;
Improve light qu ality gre atly, and enhance light efficie ncy by over 10%;
Good for special applic ations l ike  photography;

Save a lot of ene rgy over 30%, and ext end the lamp service li fe great ly ; 
Many sa fety des igns of short circuit, open circ uit, over-volta ge, 
lack-vol tage and overfl ow prot ections ;
Good heat resis tance performance under tough opera ting condition s 
w ith Tc=80℃; 
Small size, light weight, low noi se, low temperature rise, suita ble for 
a variety of appl ications ;
Easy to i nstall and convenient to maint ain;
CQC and CB-ce rtified.

A perfect solutio n to ele ctromagnetic i nterferences by way of the 
h igh frequency output carrying on low frequency load, 
Meet EMC requi rements ;

HID Electronic Ballast  fea tures:

>0 .95 35W MH1.3 12 -20~+50HQEB-MH35/A 2170902105

>0 .95 70W /HPSMH0.34~0.36 1.3 12 -20~+50HQEB-70 /A 2170904106

HQEB-MH20/A >0 .95 1.3 12 -20~+502170901103 20W MH

AC: 220~240V 50/60Hz   Tc:80℃

型号
Model

LampBal last

配灯
Lamp

λ 输入电流
In(A)

灯电流波峰比
LCCF

电流总谐波
THDI%

Ta(℃)产品代码
Code

重量 箱 公斤/ ( )
Weight/carton

(kg)

包装尺寸
Dimensions
(mm)

数量 箱 个/ ( )
Quantity/car ton

(pcs)

40

40

40

11. 8

11. 8

11. 8

380x280x220

380x280x220

380x280x220

0.19~0.22

0.10~0.12

HID电子镇流器 (迷你型)
HID Electronic Ballast (Mini Type)

技术参数
da ta sheet

产品尺寸图
size
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>0.95 250W HPS1.22 1.5 10 -20~+50HQEB-HPS250

HQEB-HPS400 400W HPS>0.95 1.95 1.5 10 -20~+50

>0.95 250W MH1.22 1.5 10 -20~+50HQEB-MH250

HQEB-MH400 >0.95 1.95 1.5 10 -20~+50 400W MH

AC: 220~240V 50/60Hz   Tc:70℃

型号
Model

LampBallast

配灯
Lamp

λ 输入电流
In(A)

灯电流波峰比
LCCF

电流总谐波
THDI%

Ta(℃)产品代码
Code

产品尺寸
Size
(mm)

A B C D E F G

227 205 102 68 227 187 70.5

227 205 102 68 227 187 70.5

260 238 102 68 260 220 70.5

260 238 102 68 260 220 70.5

DC

B
A

R4
F

E

G

使用范围广，电源电压适用于220V~240V Ac，可在50~60Hz使用，极
强的抗电压波动。低频载高频输出,解决电磁干扰,符合EMC要求。

无频闪,大大提高光质量，提高10％ 以上的光效率，可适用于摄影等特
殊要求使用。

节能可达30％ 以上，大大延长光源寿命。
安全，有短路、开路、过压、欠压、过流等保护设计。

耐温高tc=80℃, 可适应恶劣环境使用。
体积小，重量轻，噪声低，温升低，适应各种应用环境。安装简单、方便。

Wide range of applicatio ns;

Supply volt age: 2 20V~240V ac, frequencies:  50/ 60Hz;
Anti-voltag e-fluc tuatio n;

No s trobe l ights;
Impr ove lig ht quality gre atly, and enhance light efficiency by o ver 10%;
Good for special applications like  ph otography;

Save a lot o f energy over 30%, and extend t he lamp serv ice life  great ly ; 

Many safet y designs of short c ircuit, open c ircuit, over-voltage, 
lack-voltage and overfl ow pro tections;
Good heat resistance performance u nder t ough operating conditions 
with Tc=80℃; 
Small size, light weight, low no ise, low temperature rise, suitable for 
a var iety of applic ations ;
Easy to install and convenient to maintain;

A pe rfect solution to ele ctromagnetic interf erences by way of the 
high frequency output carrying on low frequency load, 
Meet EMC requirements ;

HID Electronic Ballast  features:

技术参数
data sheet

产品尺寸图
size

HID电子镇流器(大功率)
HID Electronic Ballast (Hight Power)
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6
8

8
9

1 39
1 50

R2
5

R25

150

3
6

>0.95 150W MH/HPS0.71 1.3 9 -20~+50HQEB-150 2170909001

>0.95 175W MH0.83 1.3 9 -20~+50HQEB-MH175 2170910001

HQEB-100 >0.95 0.48 1.3 10 -20~+502170906001 100W MH/HPS

AC: 220~240V 50/60Hz   Tc:80℃

型号
Model

LampB allas t

配灯
Lamp

λ 输入电流
In(A)

灯电流波峰比
LCCF

电流总谐波
THDI%

Ta(℃)产品代码
Code

重量 箱 公斤/ ( )
Weight/carton

(kg)

包装尺寸
Packag ing meas

(mm)

数量 箱 个/ ( )
Quantity/carton

(pcs )

24

24

24

11.4

11.4

11.4

340x215x275

340x215x275

340x215x275

使用范围广，电源电压适用于220V~240V Ac，可在50~60Hz使用，极
强的抗电压波动。低频载高频输出,解决电磁干扰,符合EMC要求。

无频闪,大大提高光质量，提高10％ 以上的光效率，可适用于摄影等特
殊要求使用。
节能可达30％ 以上，大大延长光源寿命。

安全，有短路、开路、过压、欠压、过流等保护设计。
耐温高tc=80℃, 可适应恶劣环境使用。
体积小，重量轻，噪声低，温升低，适应各种应用环境。安装简单、方便。
产品通过 ， 认证。CQC CB 

Wide range of applications;
Supply voltage: 220V~240V ac, frequencies:  50/60Hz;
Anti-voltage-fluctuation;

No strobe lights;

Improve light quality greatly, and enhance light efficiency by over 10%;
Good for special applications lik e  photography;

Save a lot of energy over 30%, a nd extend the lamp service life great ly ; 
Many safety designs of short cir cuit, open circuit, over-voltage, 
lack-voltage and overflow protections;
Good heat resistance performance under tough operating conditions 
with Tc=80℃; 
Small size, l ight weight, low noise, low temperature rise, suitable for 
a variety of applications;
Easy to install and convenient to maintain;
CQC and CB-certified.

A perfect solution to electromagnetic interferences by way of the 
high frequency output carrying o n low frequency load, 
Meet EMC requirements ;

HID Electronic Ballast  fea tures:

HID电子镇流器
HID Electronic Ballast

技术参数
data sheet

产品尺寸图
size
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使用范围广，电源电压适用于200V~240V Ac，在50~60Hz频率使用。

耐温高tc=65℃。

体积小，重量轻，噪声低，温升低，适应各种应用环境。安装简单、
方便。

, , , , , .

平均寿命20000小时.

采用金属外壳表面喷粉防火防潮防磁防爆

AC: 200~240V 50/60Hz

型号
Model

LampBallast

配灯
Lampλ In(mA) Un (V) Fn(Hz) Ta(℃) Tc(℃)

14W HQEB230YZ14-1T5J 230 50/60 -10~+50 65

产品代码
Code

28WHQEB230YZ28-1T5J 230 50/60 -10~+50 65

290

290

30

30

19

19

280

280

35W HQEB230YZ35-1T5J 230 50/60 -10~+50 65 290 30 19 280

21WHQEB230YZ21-1T5J 230 50/60 -10~+50 65 290 30 19 280

2171102003 0.97 165

2171146003 0.97 131

2171144004 0.97 102

2171142003 0.97 68

Wide range of applications;
Supply voltage: 200V~240 V AC, Frequency:  50/60Hz;

Good heat resistance perfo rmance  wi th Tc=65℃;

Smal l size, light weight, low noise, low temperature rise, suitable 
for a variety of applications ;
Easy to install and convenient to maintain;

average life is 20000 hours;

Adopting metal housing, power spraying on surface, fire proof, 
humidity proof, magnetic p roof, explos ion proof;

 Electronic Ballast for  FL  features:

技术参数
data sheet

产品尺寸图
size

经济型T5 荧光灯电子镇流器
Ecomonic type electronic ballast for fluorescent lamp (T5）
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HQEB230YZ18-2T8B 18Wx2 0.98 168 230 50/60 -10~+50 65

36Wx2HQEB230YZ36-2T8B 0.98 323 230 50/60 -10~+50 65

HQEB230YZ18-1T8B 18W 0.98 84 230 50/60 -10~+50 65

36WHQEB230YZ36-1T8B 0.98 165 230 50/60 -10~+50 65

58W HQEB230YZ58-1T8B 0.98 260 230 50/60 -10~+50 65

290

360

30

30

30

30

280

350

360 30 30 350

360 30 30 350

360 30 30 350

2171143002

2171148002

2171143001

2171148001

2171150001

AC: 180~260V 50/60Hz

型号
Mode l

LampBallast

配灯
Lampλ In(mA) Un(V) Fn(Hz) Ta(℃) Tc(℃)产品代码

Code

使用范围广，电源电压适用于180V~260V Ac，在50~60Hz频率使用，
极强的抗电压波动。
低频载高频输出，解决电磁干扰，符合EMC要求。无频闪，大大提高光
质量，提高光效率，节省电能。

；使灯管的寿命延长50%以上，工作稳定可靠，平均寿命
30000小时。
当灯管寿终或异常状态保护功能。
耐温高tc=65℃， ， ， ， ，

。
体积小，重量轻，噪声低，温升低，适应各种环境。安装简单、方便。
产品

自身功耗小

选用镇流器专用灌封胶 具有散热 防潮 防火 防
爆等功能

通过 CCC 认证。

Wide range of applications;
Supply voltage: 180V~260V AC, Frequency: 50/60Hz. Good 
resistance of vo ltage-fluctuation;
A perfect solution to electromagnetic interferences by way of h igh 
frequency output carrying on low frequency load;
Meet EMC requirements. No strobe l ights. Improve l ight qual ity 
greatly, and enhance light efficiency. Energy saving;
Low power loss. Extend lamp service life by 50%; Steady and 
reliable operation. Average life 30000 hours; 
Designs for end of lamp life protection and abnormal condition 
protection;
Good heat resistance perfo rmance  wi th Tc=65℃. Adopting a 
special potting material for ba llast, which could 
enhance heat dissipation, humidity proof, fire proof, explosion  proof . 
Smal l size, light weight, low noise, low temperature rise, and 
sui table for a varie ty of applications;
Easy to install and convenient to maintain;
CCC-certified.

 Electronic Ballast for  FL  features:

专业型 T8荧光灯电子镇流器
professional type electronic ballast for fluorescent lamps T8

技术参数 data sheet

产品尺寸图
size
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290

290

360

360

30

30

30

30

19

19

30

30

280

280

350

350HQEB230YZ36-2T8J 36Wx2 0.90 350 230 50/60 -10~+50 65

18WHQEB230YZ18-1T8J 0.90 86 230 50/60 -10~+50 65

36WHQEB230YZ36-1T8J 0.90 172 230 50/60 -10~+50 65

18Wx2 HQEB230YZ18-2T8J 0.90 185 230 50/60 -10~+50 65

2171148004

2171143003

2171148003

2171143004

AC: 200~240V 50/60Hz

型号
Mode l

LampB allast

配灯
Lampλ In(mA) Un(V) Fn(Hz) Ta(℃) Tc(℃)产品代码

Code

使用范围广，电源电压适用于200V~240V Ac，在50~60Hz频率使用。

耐温高tc=65℃。

体积小，重量轻，噪声低，温升低，适应各种应用环境。安装简单、
方便。

, , , , , .

平均寿命20000小时.

采用金属外壳表面喷粉 防火防潮防磁 防爆

Wide range of applicat ions;
Supply voltage: 200V~240V AC, Frequency:  50/60Hz;

Good heat resistance performance  wi th Tc=65℃;

Smal l s ize, light weight , low noise, low temperature rise , suitable 
for a variety of applicat ions;
Easy to install and convenient to maintain;

average life is 20000 hours;

Adopting metal housin g, power spraying on surface, fi re proof, 
humid ity proof, magne tic proof, explos ion proof;

 Electronic Ballast for  FL  features:

技术参数
data sheet

产品尺寸图
size

经济型 T8 荧光灯电子镇流器
Ecomonic type electronic ballast for fluorescent lamp  T8
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0.98 21W98 230 50/60 -10~+50 65HQEB230YZ21-1T5B

AC: 180~260V 50/60Hz

型号
Model

LampBallast

配灯
Lampλ In(mA) Un (V) Fn(Hz) Ta(℃) Tc(℃)

HQEB220YZ35-2T5B 35W x2  230 50/60 -10~+50 65

产品代码
Code

0.98 28W128 230 50/60 -10~+50 65HQEB230YZ28-1T5B

HQEB230YZ14-1T5B 0.98 65 230 50/60 -10~+50 65 14W 

360
290
290
360

30
30
30
30

30
30
30
30

350
280
280
350

2171144001
2171146001

2171142001

35W 230 50/60 -10~+50 65HQEB230YZ35-1T5B 360 30 30 350
54W230 50/60 -10~+50 65HQEB230YZ54-1T5B 360 30 30 350

HQEB220YZ28-2T5B 28W x2 0.98 258 230 50/60 -10~+50 65 360 30 30 3502171146002
HQEB220YZ21-2T5B 21W x2  195 230 50/60 -10~+50 65 360 30 30 350
HQEB220YZ14-2T5B 14W x2  125 230 50/60 -10~+50 65 360 30 30 350

2171162001 0.98 242
2171102001 0.98 160

2171102002 098 314

2171144003 0.98
2171142002 0.98

使用范围广，电源电压适用于180V~260V Ac，在50~60Hz频率使用，

极强的抗电压波动。
低频载高频输出，解决电磁干扰，符合EMC要求。无频闪，大大提高光
质量，提高光效率，节省电能。

；使灯管的寿命延长50%以上，工作稳定可靠，平均寿命
30000小时。
当灯管寿终或异常状态保护功能。
耐温高tc=65℃， ， ， ， ，

。

体积小，重量轻，噪声低，温升低，适应各种环境。安装简单、方便。
产品

自身功耗小

选用镇流器专用灌封胶 具有散热 防潮 防火 防
爆等功能

通过 CCC 认证。

Wide range of applications;
Supply voltage: 180V~260V AC, Frequency : 50/60Hz. Good 
resistance of vo ltage-fluctuation;
A perfect  solution to electromagnetic interferences by way of h igh 
frequenc y output carrying on low frequency load;
Meet EMC requirements. No strobe lights. Improve l ight qual ity 
greatly, and enhance light efficiency. Energy saving;
Low power loss. Extend lamp service life by 50%; Steady and 
reliable operation. Average life 30000 hours; 
Designs for end of lamp life protection and abnormal condition 
protection;
Good hea t resistance performance  wi th Tc=65℃. Adopting a 
special potting mate rial for ba llast, which could 
enhance heat dissipation, humid ity proof, fi re proof, explosion  proof. 
Smal l siz e, light weight, low noise, low temperature rise, and 
sui table for a varie ty of applications;
Easy to install and convenient to  maintain;
CCC-certified.

 Electronic Ballast for  FL  features:

专业型 T5荧光灯电子镇流器
professional type electronic ballast for fluorescent lamps(T5）

技术参数 data sheet

产品尺寸图
size
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HID 电子触发器 
HID Electronic Ignitor
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TC: 105℃

型号
Model

脉冲幅度
Pulse
range
(kv )

产品尺寸
Size(mm )

Fig a        b      c     

适用灯泡管压
(V)

 lamp tu be
voltage

适用灯泡
(W)
Lamp

HQCD-7L(塑壳)

HQCD-7

3.5~4

4~5

wiring 
diagram

接线图

LampBallast

A

A

HPS/MH 35~150 80~150Pc3

Pc2

68

82

32

65

29

35

电源电压
Supply
vo ltage
(v/Hz)

负载电容
Load

capacitance
(PF)

20~100

20~100

最大电流
Max
current
(A)

1.8

5

220-240V 50/60Hz

220-240V 50/60Hz

Ballast
镇流器

触发器
I gnitor

电容
Capacitor

灯泡
Lamp

接线图A
Wiring

 

diagram

 

A

L

N

产品代码
Code

HPS/MH 35~400 80~150

2220401003

2220402005

a

b

M8

c

PC2 PC3

c

b

a

M8

         IEC 通过IEC性能及

结构安全测试。获得CE、CQC认证。产品规格齐全，可满

足不同类型的灯泡启动。产品具有较高的耐温，tc＝105℃，

可满足在恶劣的环境下使用。

        

电子触发器是采用 标准设计制造，

Huaquan brand electronic ignitors are designed and 

manufactured in accordance with IEC standard. The 

ignitors are CE、CQC certif ied and have passed the IEC 
performance and structure safety tests. The wide range 
of HQ’s ignitor models can mee t the demands of starting 

variou s lamps. Its high heat endurance allows a maximum 
case temperature as high as 105 degree (tc＝105℃). This 
excellent performance lets ignitor to operate well in a 

tough working condition.

HQIG-NG(塑壳)

HQIG-NGL(塑壳)

4~5

2.8~3.5

A/ F

A/ F

HPS/MH 35~400

HPS/MH 70~400

80~150

80~150

Pc3

Pc3

82

82

32

32

29

29

20~100

20~100

5

6

220-240V 50/60Hz

220-240V 50/60Hz

2220401015

2220402011

触发器
Ignitor

电容
Capacitor

灯泡
Lamp

L
N

接线图F
Wiring

 

diag ram

 

F

串联式电子触发器  
Electronic Ignitor (Series connection Type) 

技术参数 data sheet

产品尺寸图
size

www.cnl-l ighting.com 40



技术参数
data sheet

产品尺寸图
size

串联式电子触发器  
Electronic Ignitor （Series connection Type) 

         IEC 通过IEC性能及

结构安全测试。获得CE、CQC认证。产品规格齐全，可满

足不同类型的灯泡启动。产品具有较高的耐温，tc＝105℃，

可满足在恶劣的环境下使用。

        

电子触发器是采用 标准设计制造，

Huaquan brand electronic ignitors are designed and 
manufactured in accordance with IEC standard. The 
ignitors are CE、CQC certif ied and have passed the IEC 

performance and structu re safety tests. The wide range 
of HQ’s ignitor models can meet the demands of starting 

various lamps. Its high heat endurance allows a maximum 
case temperature as high as 105 degree (tc＝105℃). This 

excellent performance lets ignitor to operate well in a 
tough working condition.

a

b

M8

c

PC2 PC3

c

b
a

M8

Ballast
镇流器

触发器
Ignitor

电容
Capacitor

灯泡
Lamp

接线图A
Wiring

 

diagram

 

A

L

N

触发器
Ignitor

电容
Capacitor

灯泡
Lamp

L
N

接线图F
Wiring

 

diagram

 

F

型号
Model

脉冲幅度
Pulse
range
(kv)

产品尺寸
Size(mm)

Fig a        b      c     

适用灯泡管压
(V)

lamp tube
voltage

适用灯泡
(W)
 lamp

wiring 
diagram

接线图

LampBallast

电源电压
Supply
voltage
(v/Hz)

负载电容
Load

capacitance
(PF)

最大电流
Max
current
(A)

产品代码
Code

TC: 105℃

HQCD-7(塑壳)

HQIG-NG

HQIG-N

4~5

4~5

4~5

A/ F

A /F

A/ F

HPS/MH 35~400

HPS/MH 35~400
HPS 600~1000

80~150

80~150

80~150

Pc3

Pc2

Pc3

82

82

95

32

65

75

29

35

50

20~100

20~100

20~100

5

5

12

220-240V 50/60Hz

220-240V 50/60Hz

220-240V 50/60Hz

2220401181

2220402223

2220402222 MH 575~1000

41 www.cnl-lighting.com



并联式电子触发器  
Electronic Ignitor (Parallel connection Type) 

技术参数 data sheet

产品尺寸图
size

         IEC 通过IEC性能及

结构安全测试。获得CE、CQC认证。产品规格齐全，可满

足不同类型的灯泡启动。产品具有较高的耐温，tc＝105℃，

可满足在恶劣的环境下使用。

        

电子触发器是采用 标准设计制造，

Huaquan brand electronic ignitors are designed and 
manufactured in accordance with IEC standard. The 

ignitors are CE、CQC certified and have passed the IEC 
performance and structure safety tests. The wide range 
of HQ’s ignitor models can meet the demands of starting 

various lamps. Its high heat endurance allows a maximum 
case temperature as high as 105 degree (tc＝105℃). This 
excellent performance lets ignitor to operate well in a 

tough working condition.

ab

M8 c

Pc4

Pc6a

b

a b

c

Ballast
镇流器

触发器
Ignitor电容

Capacit or

灯泡
Lamp

接线图B
Wiring diagram B

L

N

型号
Model

脉冲幅度
Pulse
range
(kv)

产品尺寸
Size( mm)

Fig a        b      c     

适用灯泡管压
(V)

 Lamp tube
 voltage

适用灯泡
(W)
Lamp

wiring 
diagram

接线图

LampBa llast

电源电压
Supply
voltage
(v/Hz)

负载电容
Load

capacitance
(PF)

最大电流
Max
current
(A)

产品代码
Code

TC: 105℃

HQCD-1

HQCD-2

HQCD-3

3.0~5

3.5~5

4~6

B

B

B

20~1000

20~1000

20~1000

-

-

-

220～240V 50/60Hz

220～240V 50/60Hz

220～240V 50/60Hz

80～150Pc4 35 52 25

80～150Pc6 41 26 37

80～150

HPS 35~400
HPS/MH 35~400

40
59

63
27

-
43

2210401004

2210404001

2210401006
MH 70~400
HPS 35~1K
MH 70~1KPc6
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Tc:100℃，耐高温。
灌封树脂，性能稳定寿命长。
内置放电电阻，防止触电。
通过IEC性能及结构安全测试。获得CE、CQC认证。
接线方式：
带引出连接线电容器（引线电容器）

High temperature endurance with Tc:100 .
Vacuum-impregnated with Oleoresin, good air-tight,  
stable performance and long service life;
Bui lt-in discharge resistor to avoid electric shock.
Pass the tests of IEC61049 performance and 
configura tion, CQC and CE certified.
Wir ing mode:
Capacitor with lead lines (Lead-l ine capacitor).

℃

型号
Model

容量(uF) 
capacitance 

额定电压(V) 
rated voltage

直径(mm)
diameter

D

高度(mm)
Height

H

安装螺丝
(mm)

Mount ing sc rew

壳体温度tc
(℃)

Case temp.

产品代码
Co de

Tc:-40~100

HQCC-28/P

HQCC-30/P

HQCC-32/P

HQCC-35/P

HQCC-40/P

HQCC-50/P

HQCC-60/P

HQCC-6/P

HQCC-8/P

HQCC-9.5/P

HQCC-10/P

HQCC-12/P

HQCC-18/P

HQCC-20/P

HQCC-25/P

18

25

28

30

32

35

50

250V/50~60Hz

250V/50~60Hz
250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

250V/50~60Hz

M8 ≤100

≤100
≤100

≤100

≤100

≤100

≤100

≤100

≤100

≤100

≤100

≤100

≤100

≤100

≤100

M8
M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

90

35

45

45

45

45

45

50

80

80

80

80

80

80

6

8
9.5

10

12

20

40

60

30

60

60

30

35

35

35

80

80

80

45 80

50 90

55 90

2320226201

2320228201

2320230201

2320233201

2320236201

2320241201

2320243201

2320204201

2320206201

2320208201

2320209201

2320211234

2320217242

2320219201

2320224201

Η 
   

2
10

   
 1

Μ8
D     1

6 
  1

25
0

技术参数
data sheet

产品尺寸图
size

塑壳补偿电容器
Capacitor for Lighting Use with Explosion-Proof Design
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型号
Model

容量(uF) 
capacitance 

额定电压(V) 
rated vol tage

直径(mm)
diameter

D

高度(mm)
Heigh t

H

安装螺丝
(mm)

Mount ing screw

壳体温度tc
(℃)

Case temp.

HQCS-9.5

HQCS-10

HQCS-12

9.5

10

12

13

15

18

22

25

26

28

30

32

35

41

M85 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

5 40V/ 50~60 Hz

60

90

10 0

45

45

45

45

45

50

50

55
55

55

55

55

60

80

80

90

90

90

10 0
10 0

10 0

11 0

11 0

10 0

11 0

M8

M8

M8

M8

M8

≤105

≤105

≤105

≤105

≤105

≤105

M10

M8

M8
M8

M8

M8

M8

M10

≤105

≤105
≤105

≤105

≤105

≤105

≤105

≤105

Tc:-40~105

产品代码
Code

2310708001

2310709001

2310711001

HQCS-26

HQCS-28

HQCS-30

HQCS-32

HQCS-35

HQCS-41

HQCS-13

HQCS-15

HQCS-18

HQCS-22

HQCS-25

2 3107250 01

2 3107260 01

2 3107280 01

2 3107300 01

2 3107330 01

2 3107370 01

2 3107120 01

2 3107140 01

2 3107170 01

2 3107210 01

2 3107240 01

H
  
  2

1
0 
   
1

M8

5 
  1

D    1

25
0

10 5

6 
  1

启动式工作电容器
Capacitor with explosion-proof device

技术参数 data sheet

产品尺寸图
size

Tc:105℃，耐高温。
灌封油状树脂，真空处理，气密性好，性能稳定寿命长。
内置放电电阻，防止触电。
通过IEC性能及结构安全测试。获得CE、CQC认证。
接线方式：
带引出连接线电容器（引线电容器）

High temperature endurance with Tc:105 .
Vacuum-impregnated with Oleoresin, good ai r-tight,  
stable performance and long service life;
Built-in discharge resistor to avoid electric sh ock.
Pass the tests of IEC61049 performance and 
configuration , CQC and CE certified.
Wiring mode:
Capacitor wi th lead lines (Lead-l ine capacitor ).

℃
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HID 电器箱系列
HID Gear Box series
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室内HID电器箱-A箱
HID Gear Box for Indoor Lighting

技术参数 data sheet

产品尺寸图
size

a        

b      

c     

型号
Model

输入电流
input current

(A)     

产品尺寸
S ize(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply voltage

(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-35L/A

HQBN-50L/A

0.217

0.298

0.9

0.9

220V 50Hz

220V 50Hz

35131

131

131

131

197

197

197

197

72

72

72

72

50

0.53

0.76

HQBN-70L/A 0.419 0.9220V 50Hz 700.98

HQBN-100L/A 0.576 0.9220V 50Hz 1001.20

HPS/MH

HPS/MH

HPS/MH

HPS/MH

HPS/MH

MH

MH

131 197 72HQBN-150L/A 0.859 0.9220V 50Hz 1501.80

131 197 72HQBG-175L/A 0.960 0.9220V 50Hz 1751.50

131 197 72HQBG-250L/A 1.364 0.9220V 50Hz 2502.13

2420202006

2420203001

2420204009

2420206003

2420209008

2420310001

2420312002

HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Exce llent stable performance, long service li fe ;
Assembled by high quality components and parts;

Passed stric t safe ty and performance tests before shipping; 

Ope rating temperature: -25 ℃～50 ℃;

Anodizing iron casing and plastic spurts coating for anti-corrosion;

Easy to maintain with fuses on case;

Output leads with high heat and h igh vo ltage resistance, input 

leads for power supply with high heat resistance;   

Easy to use and reliable.

HID  gearbox for indoor lighting features:
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产品尺寸图
size

室内HID电器箱-B箱
HID Gear Box for Indoor Lighting

技术参数 data shee t

型号
Model

输入电流
inpu t current

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply vol tage

(v/Hz)

功率因数
power fac tor
cos∮

灯泡类型
bulb ty pe

产品代码
Code

HQBG-250L/B

HQBG-400L/B

1.364

2.141

0.9

0.9

220V 50Hz

220V 50Hz

250126

126

126

126
126

126

126

295

295

295

295
295

295

295

111

111

111

111
111

111

111

400

2.13

3.25/3.40
HQBN-250L/B 1.389 0.9220V 50Hz 2503.00

HQBN-400L/B 2.192 0.9220V 50Hz 4004.60

MH

MH
HPS/MH

HPS/MH

HPS/MHHQBN-600L/B 3.258 0.9220V 50Hz 6006.20

MHHQBJ-175L/B 1.050 0.9220V 50Hz 1751.50

MHHQBJ-250L/B 1.460 0.9220V 50Hz 2502.15

2420312001

2420317001
2420212001

2420217001

2420219001

2420410001

2420412001

b      

c     

a        
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为 -25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Exce llent s tab le pe rformance, long service life ;

Assembled by high quality components and pa rts;

Pass ed st rict safety and per formance tests before shipp ing;  

Opera ting temperature: -25 ℃～50 ℃;

Anod izing iron casing and p lastic spurts coating for ant i-corrosio n;

Easy to mainta in wi th fuses on case;

Output leads w ith h igh heat and h igh voltage resistance, input 

leads for power supply with high heat resistance;   

Easy to use and rel iable .

HID  gearbox for indoor lighting features:



室内HID电器箱-C箱
HID Gear Box for Indoor Lighting

产品尺寸图
size

型号
Mode l

输入电流
input cu rrent

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply voltage

(v/Hz)

功率因数
power fac tor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBG-1000L/C 5.303 0.9220V 50Hz 165

165

165

165

355

355

355

355

125

125

125

125

10008.25MH

HPS/MHHQBN-1000L/C 5.404 0.9220V 50Hz 100010.30/9.50

185 360 145

MHHQBJ-400L/C 2.280 0.9220V 50Hz 4003.25

MHHQBJ-1000L/C 5.200 0.9220V 50Hz 10004.10

MHHQBJ-1500L/C 7.100 0.9220V 50Hz 15006.20

2420322001

2420222001

2420417001

2420422001

2420424001

技术参数 data sheet

b      

c     

a        

49 www.cnl-lighting.com

HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l s ize;

Excellent stable performance, long service life ;

Assembled by high quality components and parts;

Passed strict safety and performance tests before shipping; 

Operat ing temperature: -25 ℃～50 ℃;

Anodiz ing iron casing and plastic spurts coat ing for anti-corrosion;

Easy to maintain with fuses on case;

Output leads with high heat and high vo ltage resistance, input 

leads for power supply with high heat resistance ;   
Easy to use and reliable.

HID  gearbox for indoor light ing features:



技术参数 data shee t

产品尺寸图
size

室外照明HID电器箱-E箱
HID Gear Box for Outdoor Lighting

a        

b      

c     

d     

10
0  
  

10
0 
   

型号
Mode l

输入电流
input fact or

(A)     

产品尺寸
Size(mm )

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBall ast

电源电压
Supplyvoltage

(v/H z)

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-1000L/E

HQBG-1000L/E

HQBG-1800L/E

5.404

5.303

9.697

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

1000500

500

500

500

500

500

210

210

210

210

210

210

455

455

455

455

455

455

1000

1800

10.30/9.50

7.50/8.25

17.30

HQBG-2000L/E 5.850 0.9380V 50Hz 200010.30

HQBJ-1000L/E 5.200 0.9220V 50Hz 10004.20

HPS/MH

MH

MH

MH

MH

MHHQBJ-1500L/E 7.100 0.9220V 50Hz 15006.20

280

280

280

280

280

280

d

2420222002

2420322002

2420325002

2420326002

2420422002

2420424002
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Small s ize;

Excellent stable pe rformance, long service life ;

Assembled by high quali ty components and parts ;

Passed stric t safety and performance tests before shipp ing; 

Opera ting temperature: -25 ℃～50 ℃;
Anodiz ing iron casing and plastic spurts coating for anti-corro sion;

Easy to maintain with fuses on case;
Output leads with h igh heat and h igh vo ltage resistance, input  

leads for power supply with high heat resistance;   
Easy to use and rel iable.

HID  gearbox for indoor lighting features:



商业导轨灯电器箱-F箱
Control Gearbox for Commercial Track Spot Lamps

产品尺寸图
size

型号
Model

输入电流
input current

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

HQBN-35L-F

HQBN-50L-F

HQBN-70L-F

0.217

0.298

0.419

LampBall ast

电源电压
Supply voltage

(v/Hz)

功率因数
Power factor
cos∮

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

3579.5

79.5

79.5

79.5

79.5

60

60

60

60

60

190

190

190

190

190

50

70

0.53

0.76

0.98

c     

240

240

240

240

240

灯泡类型
bulb type

HQBN-100L-F 0.576 0.9220V 50Hz 1001.20

HQBN-150L-F 0.859 0.9220V 50Hz 1501.80

MH

MH

MH

MH

MH

产品代码
Code

2430202002

2430203002

2430204002

2430206002

2430209002

技术参数 data sheet
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Exce llent stable pe rformance, long service life ;

Assembled by high quality components and parts;

Passed stric t safety and performance tests before shipping; 

Operating tempera ture: -25 ℃～50 ℃;

Anodiz ing iron casing and plastic spurts coating for anti-corrosion;

Easy to maintain wi th fuses on case;

Output leads with h igh heat and h igh vo ltage resistance, input 

leads for power supply with high heat resistance;   

Easy to use and reliable.

HID  gearbox for indoor lighting features:



商业照明电器箱-F1箱
Control Gearbox for Commercial Lighting

型号
Model

输入电流
input current

(A)     

产品尺寸
S ize(mm)

a        b      c     

灯管功率(W)
tube powe r

灯管电流(A)
tube curren t

LampBallas t

电源电压
Supp ly vol tage

(v/Hz)

功率因数
power fac tor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-35L-F1

HQBN-50L-F1

HQBN-70L-F1

0.217

0.298

0.419

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

3580

80

80

80

80

60

60

60

60

60

180

180

180

214

214

50

70

0.53

0.76

0.98

HQBN-100L-F1 0.576 0.9220V 50Hz 1001.20

HQBN-150L-F1 0.859 0.9220V 50Hz 1501.80

2430202601

2430203601

2430204601

2430206601

2430209601

MH

MH

MH

MH

MH

A

B

C

产品尺寸图
size

技术参数 data sh eet
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Exce llent s table performance, long service life ;

Assembled by high qual ity components and parts;

Passed st ric t safe ty and performance tests before sh ipping;  

Operating temperature: -25 ℃～50 ℃;

Anodiz ing iron casing and plast ic spur ts coating for anti-corrosion;

Easy to maintain with fus es on case;
Ou tput leads with high heat and h igh vo ltage r esistance, input 

leads for power s upply with high heat r es istance;   
Easy to use and reliable.

HID  gearbox for indoor lighting fe atures:



产品尺寸图
size

商业照明电器箱-G箱
Control Gearbox for Commercial Lighting

技术参数 data sheet

型号
Model

输入电流
input c urre nt

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube curr ent

LampBallast

电源电压
Supply vol t age

(v /Hz)

功率因数
power f acto r
cos∮

灯泡类型
bulb  type

HQBN-35L/G 0.217 0.9220V 50Hz 3599 190 76 0.53HPS/MH

HQBN-70L/G 0.419 0.9220V 50Hz 7099 190 76 0.98HPS/MH

HQBN-150L/G 0.859 0.9220V 50Hz 15099 190 76 1.80HPS/MH

a b

c
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Excellent stable perfo rmance, long service life ;

Assembled by high quality  components and parts;

Passed stric t safe ty and performance tests before shipping; 

Operating temperature: -25 ℃～50 ℃;

Anodiz ing iron casing and plastic spurts coating for anti-corrosion;

Easy to maintain with fuses on case;

Output leads with high heat and h igh vo l tage resistance, input 

leads for power s upply with high heat resistance;   

Easy to use and reliable.

HID  gearbox for indoor lighting features:



商业照明电器箱-G1箱
Control Gearbox for Commercial Lighting

技术参数 data sheet

产品尺寸图
size

a
b

c

型号
Model

输入电流
input curre nt

( A)     

产品尺寸
Size (mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply vol tage

(v/Hz )

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-35L/G1 0.217 0.9220V 50Hz 3599 190 76 0.53HPS/MH

HQBN-70L/G1 0.419 0.9220V 50Hz 7099 190 76 0.98HPS/MH

HQBN-150L /G1 0.859 0.9220V 50Hz 15099 190 76 1.80HPS/MH

2430202004

2430204019

2430209006
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为 -25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Small s ize;

Excellent st able performance , long service life ;

Assembled by high q uali ty componen ts and pa rts;

Passed stric t sa fety a nd performance tests bef ore shipping; 

Operati ng temperatu re: -25 ℃～50 ℃;

Anodizi ng iron c asing and p lastic spu rts coating fo r anti-corrosi on;

Easy to maintain with fuses on case;

Output lead s wit h high heat a nd high voltag e resista nce , input 

leads for power supp ly w ith h igh heat resistance;   

Easy to use and reliable.

H ID  g earbox f or in door lighting features :



室内HID电器箱-H箱
HID Gear Box for Indoor Lighting

技术参数 data sheet

产品尺寸图
size

c

b
a

型号
Mode l

输入电流
input factor

(A)     

产品尺寸
Size(mm )

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube cu rrent

LampBa llast

电源电压
Supp lyvol tage
(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBO-400L/H 4.0 0.9120V 60Hz 400196 330 196 3.5MH

HQBO-1000L/H 9.5 0.9120V 60Hz 1000196 330 196 4.1MH

HQBN-400L/H 4.0 0.9120V 60Hz 400196 330 196 4.6HPS

HQBN-600L/H 6.0 0.9120V 60Hz 600196 330 196 6.2

HQBN-1000L/H 9.5 0.9120V 60Hz 1000196 330 196 4.7

HPS

HPS

2440917020

2440922020

2440217020

2440219020

2440222020
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Excellent stable performance, long service life ;

Assembled by high quality components and parts;

Passed stric t safe ty and performance tests before shipping;  

Opera ting temperature: -25 ℃～50 ℃;

Anodizing iron casing and plastic spurts coating for anti-corrosion;

Easy to maintain with fuses on case;

Output leads with hi gh heat and h igh vo ltage resistance, input 

leads for power supply with high heat resistance;   

Easy to use and reliable.

HID  gearbox for indoor lighting features:



室外照明HID电器箱-K箱
HID Gear Box for Outdoor Lighting

型号
Model

输入电流
input current

(A)     

产品尺寸
Size(mm)

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply voltage

(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-70L-K 0.419 0.9220V 50Hz 700.98

HQBN-100L-K 0.576 0.9220V 50Hz 1001.20

HQBN-150L-K 0.859 0.9220V 50Hz 1501.80

HPS/MH

HPS/MH

HPS/MH

A        

284

284

284

EI型

270

1
62

213

2
11

HQBN-250L-K 1.389 0.9220V 50Hz 2503.00

HQBN-400L-K 2.192 0.9220V 50Hz 4004.60

HQBN-600L-K 3.258 0.9220V 50Hz 6006.20

HPS/MH

HPS/MH

HPS/MH

284

284

284

HQBN-1000L-K 5.404 0.9220V 50Hz 100010.30/9.50

HQBO-1500L-K 4.610 0.9380V 50Hz 15006.20

HPS/MH

MH

434

434

A
L

固定孔距L：可由客户需求确定

HQBO-2000L-K 5.850 0.9380V 50Hz 200010.30MH434

-

-

-

-

-

-

-

-

-

注：可按客户要求配套CWA & HX-HPF电器

产品尺寸图
size

Gearbox fo r outdoor l igh ting features:

Excellent s table perfo rmance, long service life ;

Assembled by high quality components and parts;

Passed stric t safety and performanc e tests before shipping; 

Opera ting temperature: -25 ℃～50 ℃;

Alloy casing structure , excellent IP65 and heat diss ipation function ;

Easy to maintain with fuse on case;

Output leads with high heat and h igh vo ltage resistance, input 

leads for power supply with high heat resistance;   
Easy to use and reliab le.

高压压铸铝箱箱体。

硅橡胶密封圈。

不锈钢固定螺丝和不锈钢防水接头。

材质

特点

配套电器采用高品质华全牌三件套电器。
极佳散热设计，能有效保证电器产品更长的使用寿命。

外箱采用抗UV树脂粉喷涂固化处理，箱体坚固，耐腐蚀，使用寿命长。

采用优质电缆线引出方式，与灯具连接、安装调试非常简单方便。

防护等级：IP65

电器绝缘等级：Class I
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室外照明HID电器箱-L箱
HID Gear Box for Outdoor Lighting

Gearbox fo r outdoor l ighting features:

Excellent stable perfo rmance, long service l ife ;

Assemb led by high quality  components and parts ;

Passed stric t safe ty and performance tests before shipping; 

Operating temperature: -25 ℃～50 ℃;

Alloy casing structure , exc ellent IP65 and heat di ssipa tion func tion ;

Easy to main tain with fuse on case ;

Ou tput leads with high hea t and h igh vo ltage res istance, input 

leads for power s upp ly with high heat resistance;   

Easy to use and reliable.

产品尺寸图
size

a        

b      

c     

d     

f      

e      

高压压铸铝箱箱体。

硅橡胶密封圈。

不锈钢固定螺丝和不锈钢防水接头。

材质

特点

配套电器采用高品质华全牌三件套电器。

极佳散热设计，能有效保证电器产品更长的使用寿命。

外箱采用抗UV树脂粉喷涂固化处理，箱体坚固，耐腐蚀，使用寿命长。

采用优质电缆线引出方式，与灯具连接、安装调试非常简单方便。

防护等级：IP65

电器绝缘等级：Class I

型号
Model

输入电流
input current

(A )     

产品尺寸
Size(mm)

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supp ly vo ltage

(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bulb ty pe

产品代码
Code

HQBN-70L-L 0.402 0.9220V 50Hz 700.98

HQBN-100L-L 0.550 0.9220V 50Hz 1001.20

HQBN-150L-L 0.810 0.9220V 50Hz 1501.80

HPS/MH

HPS/MH

HPS/MH

HQBN-250L-L 1.320 0.9220V 50Hz 2502.13

HQBN-400L-L 2.090 0.9220V 50Hz 4004.60

HPS/MH

HPS/MH

-

-

-

-

-

a b c d e

130

130

130

130

130

200

200

200

200

200

267

267

267

267

267

300

300

300

300

300

170

170

170

170

170

f

280

280

280

280

280
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a 
   
   
 

b      

c
   
  

室内HID电器箱-S箱
HID Gear Box for Indoor Lighting

技术参数 data shee t

产品尺寸图
size

型号
Model

输入电流
inpu t cur rent

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply vol tage

(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-35L-S

HQBN-50L-S

HQBN-70L-S

0.217

0.298

0.419

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

35110

110

110

110

110

165

165

165

165

165

57

57

57

57

57

50

70

0.53

0.76

0.98

HQBN-100L-S 0.576 0.9220V 50Hz 1001.20

HQBN-150L-S 0.859 0.9220V 50Hz 1501.80

2420202005

2420203003

2420204008

2420206002

2420209001

HPS/MH

HPS/MH

HPS/MH

HPS/MH

HPS/MH
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HID户内照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质的电

器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度为-25 ℃～

50 ℃，外壳采用电解铁板经喷塑处理，具有非常强的防锈能力，外壳上带有可维护

的保险装置有耐高温、高压的引线输出和具有较强耐温的电源引入线，使用方便、

可靠。

      
Smal l size;

Exce llent stab le pe rformance, long service life ;

Assembled by high quality components and pa rts;

Passed st ric t safety and performance tests before shipp ing; 

Operating temperature: -25 ℃～50 ℃;

Anod izing iron casing and pl astic spurts coating for anti-cor rosion;

Easy to mainta in wi th fuses on case;

Output leads w ith h igh heat and h igh vo ltage resistance, input 

leads for power supply with high heat resistance;   

Easy to use and reliable .

HID  gearbox for indoor lighting features:



室内HID电器箱-S1箱
HID Gear Box for Indoor Lighting

a 
   
   
 

b      

c
   
  

型号
Model

输入电流
input current

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply vol tage

(v/Hz)

功率因数
power f acto r
cos∮

灯泡类型
bulb type

HQBN-35L-S1

HQBN-50L-S1

HQBN-70L-S1

0.217

0.298

0.419

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

35110

110

110

110

110

165

165

165

165

165

69

69

69

69

69

50

70

0.53

0.76

0.98

HQBN-100L-S1 0.576 0.9220V 50Hz 1001.20

HQBN-150L-S1 0.859 0.9220V 50Hz 1501.80

HPS/MH

HPS/MH

HPS/MH

HPS/MH

HPS/MH

技术参数 data sheet

产品尺寸图
size
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Gearbox fo r outdoor l ighting features:

HID照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质
的电器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度

为-25 ℃～50 ℃，外壳采用铝合金结构，具有IP65防护等级和散热功能，
外壳上带有可维护的保险装置。有耐高温、高压的引线输出和具有较强耐
温的电源引入线，使用方便、可靠。

Excellen t stable perfo rmance, long serv ice li fe ;

Assembled by high quality components and parts ;
Passed stric t safe ty and performanc e tests before shipping; 

Ope rating temperature: -25 ℃～50 ℃;

Alloy casing structure , exc ellent IP65 and heat di ssipa tion function ;
Easy to main tain with fuse on case;

Output leads with high hea t and high vo l tage resistanc e, input 

leads for power s upply with high heat resistance;   
Easy to use and reliable.



室内HID电器箱-S2箱
HID Gear Box for Indoor Lighting

型号
Model

输入电流
inpu t current

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube p ower

灯管电流(A)
t ube curren t

LampBallast

电源电压
Supply vo ltage

(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bul b type

HQBN-35L-S2

HQBN-50L-S2

HQBN-70L-S2

0.217

0.298

0.419

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

3594

94

94

94

94

211

211

211

211

211

72

72

72

72

72

50

70

0.53

0.76

0.98

HQBN-100L-S2 0.576 0.9220V 50Hz 1001.20

HQBN-150L-S2 0.859 0.9220V 50Hz 1501.80

HPS/MH

HPS/MH

HPS/MH

HPS/MH

HPS/MH

技术参数 data sheet

产品尺寸图
size

b      

a 
   
   
 

c
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Gearbox for outdoor l ighting features:

HID照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质
的电器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度

为-25 ℃～50 ℃，外壳采用铝合金结构，具有IP65防护等级和散热功能，
外壳上带有可维护的保险装置。有耐高温、高压的引线输出和具有较强耐
温的电源引入线，使用方便、可靠。

Excellent stable performance, long service life ;
Assembled by high quality components and parts;

Passed stric t safety and performance tests before shipping; 

Opera ting temperature: -25 ℃～50 ℃;

Al loy casing structure, excellent IP65 and heat dissipation function ;

Easy to maintain with fuse on case;

Ou tput leads with high heat and h igh vo ltage resistance, input 

leads for power supply with high heat res istance;   

Easy to use and reliable.



室内HID电器箱-S3箱
HID Gear Box for Indoor Lighting

a 
   
   
 

b      

c
  
   

型号
Model

输入电流
input current

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube power

灯管电流(A)
tube current

LampBallast

电源电压
Supply voltag e

(v/Hz)

功率因数
power factor
cos∮

灯泡类型
bulb type

产品代码
Code

HQBN-35L-S3

HQBN-50L-S3

HQBN-70L-S3

0.217

0.298

0.419

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

35110

110

110

110

110

165

165

165

165

165

69

69

69

69

69

50

70

0.53

0.76

0.98

HQBN-100L-S3 0.576 0.9220V 50Hz 1001.20

HQBN-150L-S3 0.859 0.9220V 50Hz 1501.80

2420202004

2420203002

2420204007

2420206001

2420209005

HPS/MH

HPS/MH

HPS/MH

HPS/MH

HPS/MH

Gearbox for outdoor l ighting features:

HID照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质
的电器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度

为-25 ℃～50 ℃，外壳采用铝合金结构，具有IP65防护等级和散热功能，
外壳上带有可维护的保险装置。有耐高温、高压的引线输出和具有较强耐
温的电源引入线，使用方便、可靠。

Excellent stable performance, long service life ;
Assembled by high quality components and parts;

Passed stric t safety and performance tests before shipping; 

Opera ting temperature: -25 ℃～50 ℃;

Al loy casing structure , excellent IP65 and heat dissipation function ;

Easy to maintain with fuse on case;

Ou tput leads with high heat and h igh vo ltage resistance, input 

leads for power supply with high heat resistance;   

Easy to use and reliable.

技术参数 data sheet

产品尺寸图
size
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室内HID电器箱-S4箱
HID Gear Box for Indoor Lighting

型号
Model

输入电流
input current

(A)     

产品尺寸
Size(mm)

a        b      c     

灯管功率(W)
tube powe r

灯管电流(A)
tube current

LampBal last

电源电压
Supp ly vo l tage

( v/Hz )

功率因数
power factor
cos∮

灯泡类型
bulb  type

HQBN-35L-S4

HQBN-50L-S4

HQBN-70L-S4

0.217

0.298

0.419

0.9

0.9

0.9

220V 50Hz

220V 50Hz

220V 50Hz

3594

94

94

94

94

211

211

211

211

211

72

72

72

72

72

50

70

0.53

0.76

0.98

HQBN-100L-S4 0.576 0.9220V 50Hz 1001.20

HQBN-150L-S4 0.859 0.9220V 50Hz 1501.80

HPS/MH

HPS/MH

HPS/MH

HPS/MH

HPS/MH

技术参数 data sheet

产品尺寸图
size

b      
a        

c     
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Gearbox fo r outdoor l ighting fea tures:

H ID照明电器箱体积小、性能优越、稳定、寿命长。配电箱是由极高品质

的电器配件组合，产品出厂前经过严格的安全及性能检测。使用环境温度
为-25 ℃～50 ℃，外壳采用铝合金结构，具有IP65防护等级和散热功能，
外壳上带有可维护的保险装置。有耐高温、高压的引线输出和具有较强耐

温的电源引入线，使用方便、可靠。

Excellent stable perfo rmance, long service life ;

Assembled by high quali ty components and pa rts;
Passed stric t safe ty and performance tests before shipping ; 

Ope rating temperature: -25 ℃～50 ℃;

Alloy casing structure , excellent IP65 and heat dissipa tion function ;

Easy to maintain with fus e on case ;
Output leads with high heat and h igh vo ltage resistanc e, input 

leads for power s upp ly with h igh h eat resistance;   

Easy to use and reliable.
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HID 灯具系列
HID lighting fixtures  series
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泛光灯具系列  CNL03
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

中国CQC安全认证。
I级电气绝缘保护。

高压铸铝灯体,高光效阳极铝反光器。

对称反光器。

5mm安全钢化玻璃。
颜色：灰白色

The safety certification CQC of China
Class I electrical insulation protection
High-pressure die-cast  aluminum body,  high 
efficacy reflector in posit ive pole.
Can be c hosen and asymmetr ic 
5mm safe reinforced glass

建筑物、体育场、广场、码头、绿化照明、广告、大

厦外景、车站、铁路、隧道、港口等户外照明。

Build in gs, stadiums, sq uares, doc ks, gr een li ghtin g, 
a dverti sing, build ing ou tlines , stat ions, railways, 
tunnels, port s and othe r outdoor lighting. 

E40CNLBN-250L/CNL03 HPS  25 0W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/50Hz

电压/频率
Voltage & frequency

产品尺寸 size

-60° -40°-20° 0 20° 40° 60°
60°40°60°0-20°-40°-60°

15 0

300

450

600

750
(cd1000 /lm )

K
L

J
M

425

5
3
0
43
0

1 48

IP
65

E40CNLBG-250L/CNL03 MH  250W 220V/50Hz

E40CNLBG-400L/CNL03 MH  400W 220V/50Hz
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泛光灯具系列  CNL73
Floodlighting luminare series

浇注铝合金成型联体电器箱。

专为窄光束 中光束设计的阳极氧化铝反射器。

耐高温硅橡胶密封带和钢化玻璃。

较高的防水，防尘等级。

,

颜色：灰白色

United gear box shaped with a luminum alloy.
posi tive po le alumina re flector designed o nly for 
narrow and medium light beam.
sil icon rubber airt ight band wi th hea t resis ting and t
oughe ned g lass.
High c lass of waterproof and dustproof.

258

1
9
8
.5

2
3
2
.5

163

80 0

60 0

40 0

20 0

10 00

12 00

0
-90° -60° -30° 0 30° 60° 90°

(cd 1000/lm)

Rx7s/E27CNLBN- 0L/7 CNL73 MH/HPS 70W 220V/50Hz

Rx7s/E27CNLBN-150L/CNL73 MH/HPS 150W 220V/50Hz

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Appl icat ions

建筑物、体育场、广场、码头、绿化照明、广告、大
厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, do cks, gr een lighting, 
a dvertis ing, b uilding outlin es, sta tions, railways, 
tunnels, ports and ot her outdoor l ighting. 

产品尺寸 size

IP
65

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency



泛光灯具系列  FG01B
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Appl ications

中国CQC安全认证。

I级电气绝缘保护。

高压铸铝灯体,高光效阳极铝反光器。

对称反光器。
5mm安全钢化玻璃。

The safety ce rtifi cation CQC of China
Class I elect rical insu lation pr otec tion
High-pressu re die-cast  aluminum body,  high 
efficacy reflector in posit ive p ole.
Can be c hosen and a symmetr ic 
5mm safe rei nforced glass

建筑物、体育场、广场、码头、绿化照明、广告、大
厦外景、车站、铁路、隧道、港口等户外照明。

Bu ildings, s tadiums, squares, docks, green ligh ting, 
advertising , building outlines , stations, railways , 
tun nels, ports and ot her outdoor lightin g. 

E40HQBN-250L/FG01B HPS  2 50W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/50Hz

电压/频率
Vo ltage & frequency

E40HQBN-400L/FG01B HPS  4 00W 220V/50Hz

产品尺寸 size

-60°-40°-20° 0 20° 40° 60°
60°40°60°0-20°-40°-60°

150

30 0

45 0

60 0

75 0
(c d1 000 /l m)

K
L

J
M

IP65

427

53
0
4
3
0

148

15

4
0
1
0

50 50
155

IP
65
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泛光灯具系列  FG02A
Floodlighting luminare series

中国CQC安全认证。

I级电气绝缘保护。

高压铸铝灯体,高光效阳极铝反光器。

对称反光器。

5mm安全钢化玻璃。

The safety certi fication CQC of China
Class I ele ctrical insu lation protection
High-pressure die-c ast  a lumin um bo dy,  h igh 
efficacy reflector in positiv e pole .
Can be chosen and asymmetric 
5mm safe reinforced glass

建筑物、体育场、广场、码头、绿化照明、广告、大

厦外景、车站、铁路、隧道、港口等户外照明。

Build in gs, stadiums, squares, docks, green lighting, 
adverti sing, buildi ng ou tlines, stations, r ailways, 
tunnels, port s and other outdoor lighting. 

3
4
5.
5

238

3
8
8.
7

90

14

3
0
1
0

35 35

φ

124

90°60°30°0-30°-60°-90°
0

1000

200

400

600

800

(cd 1000/ lm)

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

技术参数 Product Parameter

Rx7s/E27HQBN- 0L/7 FG02A MH/HPS 70W 220V/50Hz

Rx7s/E27HQBN- 0L/15 FG02A MH/HPS 150W 220V/50Hz

IP
65

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency
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Rx7s/E27HQBN- 0L/7 FG10 MH/HPS 70W 220V/ 50Hz

Rx7s/E27HQBN- 50L/1 FG10 MH/HPS 150W 220V/ 50Hz

浇注铝合金成型联体电器箱。

专为窄光束 中光束设计的阳极氧化铝反射器。

耐高温硅橡胶密封带和钢化玻璃。

较高的防水，防尘等级。

,

Unit ed gear box shap ed with aluminum alloy.
pos itive pole alumina reflector designed only fo r 
narrow and medium li ght beam.
silic on rubber airtight band wi th heat re sisting and t
oughened gl ass.
High class of waterproof and dustproof.
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5
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0
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800

600

400

200

1000

1200

0
-90° -6 0° -30° 0 30° 60° 90°

(cd 1000 /lm)

泛光灯具系列  FG10
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

建筑物、体育场、广场、码头、绿化照明、广告、大
厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, stadiums, squares, docks, green lighting, 
advertising, buil ding outlines, stations, railways, 
tunnels, ports and other outdoor lighting. 

产品尺寸 size

IP
65

型号
Mode l

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency
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泛光灯具系列  FG20
Floodlighting luminare series

浇注铝合金成型联体电器箱。

专为窄光束 中光束设计的阳极氧化铝反射器。

耐高温硅橡胶密封带和钢化玻璃。

较高的防水，防尘等级。

,

United gear box shaped with aluminum alloy.
posi tive pole alumina re flector designed only for 
narrow and medium light beam.
sil icon rubber airtight band wi th heat resisting and t
oughe ned glass.
High c lass o f waterproof and dustproof.
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(cd1000/lm)

Rx7s/E27HQBN- 0L/7 FG20 MH/HPS 70W 220V/50Hz

Rx7s/E27HQBN- 50L/1 FG20 MH/HPS 150W 220V/50Hz

技术参数 Product Parameter

产品特点 Material & Characterist ic

配光曲线 Luminous intensity cure

应用范围 Applications

建筑物、体育场、广场、码头、绿化照明、广告、大

厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, sq uares, docks , gree n light ing, 
advertising, build ing ou tlines, statio ns, rai lways, 
tunnels, ports and other outdoor ligh ting. 

产品尺寸 size

IP
65

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Vol tage & fr equency
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高压压铸铝成型外壳，外部静电喷涂处理。

进口高纯铝制反射器，对称型配光。

内置遮光板，使投光光束集中，提高光线利用效

率，并有效防止眩光和光污染。

耐高温硅橡胶密封带和钢化玻璃。

灯具内侧附有刻度板，方便调整照射角度。

背后开启式更换灯泡，方便维护。

(cd1 000/lm)
15 00

12 00

900

600

300

-6 0° -40° -2 0° 0 20° 40° 60°

60°40°20°0-2 0°-40°-6 0°K
L

J
M

-60° -40° -20° 0 20° 40° 60°

60°40°20°0-20°-40°-60°

15 0

300

450

500

750

(c d1000/ lm )

K
L

J
M

建议配套我司电器箱-K箱
It is recommended to use 
Huaquan gear box model no. 
HQBNXXL-K

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

High-pressure die-casting aluminum shell, external 
static spraying processing. 
Impored high-purity a luminum reflector, symmetric 
light distribution . 
Built-in plate to concentrate the vote-ray beam which 
improves the light efficiency and effectively prevent 
glare and light pollution. 
High temperature resistant silicon rubber sealing and 
tempered glass. 
Calibration plate inside the luminaire to facil itate 
angle adjustment. 
Back cover open design for light source replacement 
and easy maintenance.

Buildings, stadiums, squares, docks, green lighting, 
advertising, building outlines, stations, railways, 
tunnels, ports and other outdoor lighting. 

E40/X528HQB - 0L/N 100 FG03 HPS  1000W 220V/50Hz

X528HQBN- 0L/200 FG03 MH  2000W 220V/50Hz

泛光灯具系列  FG03
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

IP
65
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步骤一：用小号一字螺丝刀打开灯具背后两个压扣，如图1所示。
步骤二：用十字螺丝刀松开两个压扣下的紧锁螺丝以打开灯具的后盖。

步骤三：松开灯具压扣后如图3所示向上打开灯具后盖。

步骤四：按图4所示把光源装入灯座内，注意：安装光源时请先戴上布质手套以保护光源。

步骤五：安装好光源后，把后盖合上并上好紧锁螺丝，如图5所示用力把压扣扣紧后盖。

步骤六：用十字螺丝刀如图6所示将密封盒打开，将外部电缆穿过防水接头，并将线接好。

侧壁吸式 吸顶式

光源安装步骤：

座式

Step One: Use small screwdr iver to open the two buttons on back cover, as shown in Figure 1. 
Step Two: Cross screwdriver to loose the locking screw under two pressing  buttons under to 
open the rear lamp cover. 
Step thre e: Loos e two p ressing buttons to open up the r ear lamp cov er as shown in Figure 3. 
Step four : As shown in Figure 4, screw the light s ource into the lamp holder . Note:  Please wear
 the cloth  gloves to protect the lamp. 
Step F ive : Close the rear cov er and tight the lock ing screw a ft er light source is installed. 
Press the pressing but ton and lock the rear cover as shown in Figure 5. 
Step Six:Use cross screwdriv er shown in F igure 6 to open the sealed box. Put the outside 
cab le through the water-pro of conn ectors, and connect it we ll. 

Lamp installation steps:

泛光灯具系列  FG03
Floodlighting luminare series

产品特点 Material & Characteristic

灯具尺寸及安装方式：Luminaire installation:

720
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431
484

250

60 21

152-

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

对称或非对称反光器。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting  aluminum shell as luminaire 
body.
Integration of e lectrical parts and luminaire design, 
easy installa tion and conv enient maintenance.
5mm thick tempered glass, high temperature 
resistance and impact res istance. 
Electrica l ins ulation protection: Grade I level. 
Symmetry or asymmetrica l reflector. 
High-quality silicone rubber seals, high temperature, 
anti-aging. 

E40HQBN-250L/FG05 HPS  250W 220V/50Hz

E40HQBN- 0L/40 FG05 HPS  400W 220V/50Hz

泛光灯具系列  FG05
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings , stadiums, squares, docks, green lighting , 
advertising, building ou tlines, stations, railways, 
tunnels, ports and other outdoor light ing. 
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泛光灯具系列  FG06
Floodlighting luminare series

技术参数 Product Parameter IP
65

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

对称或非对称反光器。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting alum inum shell as luminaire 
body.
Integration of e lectrical parts and luminaire design, 
easy installation and convenient maintenance.
5mm thic k tempered glass, high temperature 
resistance and impact resistance. 
Electrica l insulation protection: Grade I level. 
Symmetry or asymmetrica l reflector. 
High-quality silicone rubber s eals, high temperature , 
anti-aging. 

产品特点 Material & Characteristic

配光曲线 Luminous intensit y cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, stadiums, squares, docks, green lighting, 
adve rtising, building outlines, stations, railways, 
tunnels, ports and other ou tdoor lighting. 

02

04

06

08

1.0

90°80°70°60°50°40°30°20°10° 0°10°20°30°40°50°60°70°80°90°

Rx7sHQBN- 0L/7 FG06 MH/HPS  70W 220V/50Hz

Rx7sHQBN- 50L/1 FG06 MH/HPS  150W 220V/50Hz

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency
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E40HQBN-250L/FG08 HPS  250W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/5 0Hz

电压/频率
Voltage & fr equency

E40HQBN- 0L/40 FG08 HPS  400W 220V/5 0Hz

432

4
06

4
7
2

148

140

102-

-90° -60° - 30° 0° 30° 60° 90°

51

102

153

204

254

305

356

407

458

509

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

对称或非对称反光器。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting a luminum shell as luminaire 
body.
Integrat ion of e lectrical par ts and luminaire des ign, 
easy installation and convenient maintenance.
5mm thick tempered glass, high temperature 
resistance and impact res istance. 
Electrica l insulation protection: Grade I level. 
Symmet ry or asymmetrical reflector. 
High-quality silic one rubber seals, h igh temperature, 
anti-ag ing. 

泛光灯具系列  FG08
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
adverti sing, bu ild ing outlines, statio ns, railway s, 
tunne ls, ports and other outdoor lighting. 

75 www.cnl-lighting.com

E40HQB -250L/G FG08 MH  250W 220V/5 0Hz

E40HQB - 0L/G 40 FG08 MH  400W 220V/5 0Hz



290

2
0
9

2
0
9

178

2
3
5

51.5 51.5

M10

800

600

400

200

1000

1200

0
-90° -6 0° -30° 0 30° 60° 90°

(cd1000/lm)

浇注铝合金成型联体电器箱。

专为窄光束 中光束设计的阳极氧化铝反射器。

耐高温硅橡胶密封带和钢化玻璃。

较高的防水，防尘等级。

,

united gear box shaped with aluminum alloy.
posi tive pole alumina reflector designed only for 
narrow and medium light beam.
sil icon rubber airtight band wi th heat resisting and 
toughened glass.
High class of waterproof and dustproof.

Rx7s/E27HQBN- 0L/7 FG10-3 MH/HPS  70W 220V/50Hz

Rx7s/E27HQBN- 50L/1 FG10-3 MH/HPS  150W 220V/50Hz

泛光灯具系列  FG10-3
Floodlighting luminare series

技术参数 Product Parameter IP
65

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting,  
advertising, build ing outlines, stations, railways, 
tunne ls, ports and other outdoor lighting. 

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency
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型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

对称或非对称反光器。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting aluminum shell as lumina ire 
body.
Integration of electrical parts and luminaire design, 
easy installation and convenient maintenance.
5mm thick tempered glass, high tempera ture 
resistance and impact res istance. 
E lectrica l insulation protection: Grade I level. 
Symmetry or asymmetrica l reflecto r. 
H igh-quality silicone rubber seals, high temperature, 
anti-aging. 

泛光灯具系列  FG14
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advertising, building outlines, stations, railways, 
tunne ls, ports and other outdoor lighting. 
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7
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泛光灯具系列  FG15
Floodlighting luminare series

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting,  
advertising, build ing outlines, stations, railways, 
tunne ls, ports and other outdoor lighting. 

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter IP
65
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产品外壳为优质压铸铝底壳。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

对称或非对称反光器。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting aluminum shell as lumina ire 
body.
5mm thick tempered g lass, high temperature 
resistance and impact resistance. 
Electrica l insulation protection: Grade I level. 
Symmetry or asymmet rica l reflector. 
High-quality silicone rubber seals, high temperature, 
anti-aging. 

E40HQBN- 0L/100 FG15 HPS  1000W 220V/50Hz

建议配套我司电器箱-K箱
It is recommended to use 
Huaquan gear box model no. 
HQBNXXL-K
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223

3
1
5

216

92

10.5

80 9x18

50°35° 35° 50°0°

350

400

450

500

(cd/1000lm)

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting  aluminum shell as luminaire 
body.
Integration of e lectrical parts and luminaire design, 
easy installa tion and conv enient maintenance.
5mm thick tempered glass, high temperature 
resistance and impact res istance. 
Electrica l ins ulation protection: Grade I level. 
High-quality silicone rubber seals, high temperature , 
anti-aging. 

Rx7sHQBN- 0L/7 FG15A MH/HPS  70W 220V/50Hz

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

泛光灯具系列  FG15A
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings , stadiums, squares, docks, green lighting , 
advertising, bu ilding ou tlines, stations, railways, 
tunnels, ports and other outdoor light ing. 
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223

3
1
5

2 16

92

(cd1000/lm)

-90° -60° -30° 0 30° 60° 90°

85

0

169

254

338

423

508

592

677

762

10.5

80 9x18

Rx7sHQBN- 0L/7 FG15B MH/HPS  70W 220V/50Hz

泛光灯具系列  FG15B
Floodlighting luminare series

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter IP
65

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting aluminum shell as luminaire 
body.
Integration of e lectrical parts and luminaire design, 
easy installation and convenient maintenance.
5mm thick tempered glass, high temperature 
resistance and impact res istance. 
Electrica l insulation protection: Grade I level. 
High-quality silicone rubber seals, high temperature, 
anti-aging. 

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advertising, building outlines, stations, railways, 
tunnels, ports and other outdoor lighting. 
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E27HQBN- 0L/7 FG21 MH/HPS  70W 220V/50Hz

E27HQBN- 0L/10 FG21 MH/HPS  100W 220V/50Hz

铸铝合金外壳，压铸成型，表面经静电喷塑，结构

轻巧。

透明件采用优质防眩光钢化玻璃，具有防眩光，抗

紫外线功能能有效减少对在场人员眼睛的刺激，避

免产生不适和疲劳感。

照明角度大，范围广，光线均匀柔和。

灯具与电器箱为一体化设计，连接简单，维护方便。

吸顶式、侧壁挂式等多种安装方式，适应各种不同

的工作环境。

100

200

300

90°

80°

70°

60°

50°

40° 30° 10°20° 0° 30°10° 20°

90°

80°

70°

60°

50°

40°

cd/1000lm

0° 90°

Cast a luminum, die-casting molding, the su rface 
treated by electrostatic spray,  lightweight st ructure. 
High-quality pieces of optical glass anti-glare with 
functions of anti-glare light an d anti-ultraviolet that 
can effectively reduce discomfort and fatigu e to eyes 
of the sta ff on spot. 
Wide lighting scope, extensive coverage and uniform 
sof t light. 
Integration of e lectrical parts and luminaire design, 
easy installation and convenient maintenance.
Can be ceiling or wall installa t ion, etc. Adaptive to 
dif ferent working environment .

E27HQBN- 50L/1 FG21 MH/HPS  150W 220V/50Hz

建筑物、体育场、广场、码头、绿化照明、广告、

大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings , stadiums, squares, docks, green lighting , 
advertising, building ou tlines, stations, railways, 
tunnels, ports and other outdoor light ing. 

泛光灯具系列  FG21
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

IP
65

81 www.cnl-lighting.com



2
6
8
.5

3

340

2
7
0

7314

12
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步骤一：用手按图1所示按下灯具面盖的开关器，灯具面盖即可打开。

灯具面盖打开后请按图2所示把光源装入灯座内，注意：安装光源时

请先带上布质手套以保护光源。

光源装好后，把外部电缆穿过防水接头再按接线标示接入接线端子内。

步骤二：

步骤三：

步骤四：电源线接好后合上灯具面盖，注意必须先按下开关器把弹扣向后顶开，让灯
具面盖的铝口落在弹扣的前面，然后才能把面盖合上，否则会出现面盖合不上的现象，

顺序如图A,B所示。

光源安装步骤：

70
°

270°

180° 0°

Step One: Manual ly press the luminaire surface covered switch shown in 
Figure 1. Then the cover is open. 
Step Two: Put the light source in to the lamp holder as shown in Figure 2 when the 
cover is open. Note: Please wear the cloth gloves to protect the lamp. 
Step th ree: After fix ing the lamp, put the cable through the wa terproof extern al 
wiring connectors and then connect to terminal blocks as per the wiring diagram. 
Step four: After connection of the power cord then close the cover. Firstly please  
press the switch back to the top  button open shell, so that the aluminum cover 
surface missile landed in front o f the deductions, and then close the cover. O ther
wise they will the cover cannot c lose. The steps show in Figure A, B. 

Lamp insta llation steps:

泛光灯具系列  FG21
Floodlighting luminare series

光源安装步骤 Lamp installation steps:

灯具尺寸及安装方式 Luminaire installation:
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采用高光效、长寿命气体放电灯作电光源，选用进口高纯

铝阳极氧化材料做反射镜并通过精确配光设计，功率因数

≥0.90，反光效率高，透光性好，节能环保。

优质铝压铸成型灯体，灯具与电器箱一体化设计，美观大

方，安装，维护方便。
采用可回收轻质合金环保材料和高科技喷涂技术，防尘防

水，耐腐防锈，可在高温潮湿和腐蚀性等恶劣环境中长期

使用。

良好的电磁兼容性，不会对输入电网造成干扰。
5mm厚防眩光钢化玻璃，达到防眩光效果，能有效减少对

在场人员眼睛的刺激，避免产生不适和疲劳感。可选择对

称、非对称配光。

多种安装方式，适应不同工作现场的照明需求。

High luminous e fficiency and long-li fe discharg e lamps as the 
l ight sou rce. Imported h igh-purity aluminum anodizing 
materia ls as refl ector and precise optical design and p ower 
factor ≥ 0.90, h igh ef fic iency re flection , good l ight 
transmi ssion, energy sav ing and environment f r iendly. 
High-quality aluminum die-casting as the lumi naire shell. 
Luminaire and e lectrica l box int egrat ion design , elegan t 
appearance, easy insta l lat ion and convenient maintenance. 
Light we ight alloy using recyclable materials and environm
ental fri endly hig h-tech spray technology, wate r-proo f, dust-
proof and rust resistant . Can be used in hot, humid or corrosive 
and other adverse environment for long-term use. 
Good el ectromagnetic compatibi li ty and wil l no t interfe re with 
the inpu t grid. 
5mm thi ck tempered glass l ight glare fo r anti-g lare opt ical 
effect H igh-qua li ty pieces of op tical glass glare with functions 
of anti-glare l ig ht and ant i-ultraviolet that can effect ive ly 
reduce discomfort and fat igue to eyes o f the sta ff on spot. 
Install a variety of ways to meet the dif fe rent needs of the 
scene li ghting. 

50

100

150

200

250

300

350

90°

75°

65°

55°

45°

35°

90°

75°
65°

55°

45°

35°

cd/ 1000lm

25° 15° 15° 25°0°

E40HQB -250L/G FG24 MH  250W 220V/50Hz

E40HQB -250L/G FG24 MH  400W 220V/50Hz

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, stadiums, squares, docks, green ligh ting, 
adve rtising, building outlines, sta tions, railways, 
tunne ls, ports and other outdoor lighting. 

泛光灯具系列  FG24
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

IP
65
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4

步骤一：用小号一字螺丝刀打开灯具四个压扣，如图1所示。
步骤二：松开灯具压扣后如图2所示向后打开灯具面盖。

步骤三：按图3所示把光源装入灯座内，注意：安装光源时请先戴上布质手套以

保护光源。

步骤四：用十字螺丝刀松开灯具接线盒的螺丝，打开接线盒的盒盖。

步骤五：将外部电缆穿过防水接头以及压线码，然后再按接线标示接入接线端子

内，电缆接好后拧紧压线码螺丝以及防水接头的锁紧螺帽，然后盖上接线盒盒盖。

光源安装步骤：

:

70
°

70°

70°

18 0°

27 0°

0°

Step One: Use small screwdriver to open the word with four pressure lamp button, 
as shown in Figure 1. 
Step Two: Loose the button as shown in F igure 2 and open the cover backwards. 
Step three: As shown in Figure 3 , put the light source into the lamp holder. Note: 
Please wear the cloth g loves to protect the lamp. 
Step four: Use the cross screwdriver to loose screws in lamp wiring box, and open 
the lid. 
Step F ive: Put the external cable through the waterproof connector and through 
the pressure line code, and then connect to wiring terminals. Screw tight o f 
pressed wire screw and waterproof connector screws of the locking nut and then 
close the lid o f wi ring box. 

Lamp installation steps:

泛光灯具系列  FG24
Floodlighting luminare series

光源安装步骤 Lamp installation steps:

灯具尺寸及安装方式 Luminaire installation:
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采用高光效、长寿命气体放电灯作电光源，选用进

口高纯铝阳极氧化材料做反射镜并通过精确配光设

计，功率因数≥0.90，反光效率高，透光性好，节

能环保。

优质铝压铸成型灯体，灯具与电器箱一体化设计，

美观大方，安装，维护方便。

采用可回收轻质合金环保材料和高科技喷涂技术，

防尘防水，耐腐防锈，可在高温潮湿和腐蚀性等恶

劣环境中长期使用。

良好的电磁兼容性，不会对输入电网造成干扰。

5mm厚钢化玻璃，可选择对称、非对称配光。

多种安装方式，适应不同工作现场的照明需求。

High luminous effic iency and long-li fe discharge lamps as 
the ligh t source. Imported high-puri ty  aluminum anodiz ing 
materia ls as reflector and precise opt ical design and power 
factor ≥ 0.90 , high ef ficiency re flection, good ligh t 
transmi ssion,  energ y sav ing and envi ronment fr iendly. 
H igh-qual ity aluminum d ie-casting as the l umina ire shel l. 
Lumina ire and elec trical b ox int egrat ion design, e legan t 
appearance, easy i nstalla t ion and convenient ma intenance. 
L ight we ight a lloy using recyclable ma terials and environm
ental fri endly high-tech spray techno logy, w ater-proof , 
d ust-p roof and rus t resis tant. Can be used in hot,  humid or 
corrosive and other  adverse environment fo r long-term use. 
Good e lectromagne tic compatibi lity and wil l not in terfere 
w ith the input  grid. 
5mm th ick tempered glass .
Install a varie ty of ways to  meet the dif feren t needs of the 
scene li ghting . 

E27HQBN- 0L/7 FG28A MH/HPS  70W 220V/50Hz

E27HQBN-100L/FG28A MH/HPS  100W 220V/50Hz

E27HQBN-150L/FG28A MH/HPS  150W 220V/50Hz
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350
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55°

45°

35°

90°

75°
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55°

45°

35°

cd /1000lm

25° 15° 15° 25°0°

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, sta diums, squares, docks, green light ing, 
adve rtising, bu ilding outlines, stations, railways, 
tunne ls, ports and other outdoor lighting . 

泛光灯具系列  FG28A
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Vol tage & frequency

IP
65
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产品主要功能

、光源腔散热筋 电器腔散热筋，电器将直接安装在散热筋表面，确保
电器温升符合标准要求。 

。安装支架设计有刻度盘，方便用户调整灯具角度

外置式防水接线盒，用户接线更方便

灯具带有压铸面盖，能保证防水等级真正的达到 Ip65。

座式 悬挂式 侧壁式

Material & Characteristic

With heat d issipation vein design, install electrical components on 
i t, ensure temperature rise meet standard requirement.
Dial on mounting bracket, easy to adjust fix ture's angle.

Outside water-proof junction box, convenient for connecting wires.

Fixture with die-cast cover,ensure meet Ip65.

1 52.89

4
0
6
.
5

308

12 2424

26 26

泛光灯具系列  FG28A
Floodlighting luminare series

光源安装步骤 Lamp installation steps:

灯具尺寸及安装方式 Luminaire installation:
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E40HQBN- L/250 FG29 HPS  250W 220V/50Hz

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

泛光灯具系列  FG29
Floodlighting luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advert ising, bu ilding outlines,  stations, ra ilways, 
tunnels, ports and other outdo or lighting. 
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9589.59

7671.91

3835.96

5753.93

0.00

1917.98

- 90° -45° 45°0° 90°

C0/C1 80:

C90/C270:

采用特制的光效高、寿命长的气体放电灯作光源，

质量可靠。

反光罩采用漫反射和保护角设计，有效地防止眩光。

外壳选用高强度合金材料，具有较强的抗冲击能力；

结构采用优化设计，防护等级达到IP65。

壳体底部设计有呼吸孔装置，加强热量交换，具有

优良的散热效果，既延长了内部元件的使用寿命，

又能够有效地防止水的进入。

内部走线牢固可靠，熔断器的设计让产品更安全。

可适应壁挂式和吸顶式等多种安装方式，照射的角

度可根据实际使用的需要进行大范围的调节。

可根据现场的需要选配Φ10-14mm等不同线径的电

缆，并且可以实现多灯同时并联使用。

180

Φ17
14

20

405 195

5
6
0

E40HQBN- L/400 FG29 HPS  400W 220V/50Hz

E40HQB - L/G 250 FG29 MH  2 50W 220V/50Hz

E40HQB - L/G 400 FG29 MH  4 00W 220V/50Hz



泛光灯具系列  FG30
Floodlighting luminare series
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E40HQBN- L/250 FG30 HPS  250W 220V/50Hz

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applica tions

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、

大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, sta diums, squares, docks, green ligh ting,  
advertising, bu ilding outl ines, statio ns, ra ilway s, 
tunnels, ports and o ther outdoor ligh ting. 

9589.59

7671.91

3835.96

5753.93

0.0 0

1917.98

-90° -45° 45°0° 90°

C0/C180:

C90/C270:

采用特制的光效高、寿命长的气体放电灯作光源，

质量可靠。

反光罩采用漫反射和保护角设计，有效地防止眩光。

外壳选用高强度合金材料，具有较强的抗冲击能力；

结构采用优化设计，防护等级达到IP65。

壳体底部可以安装呼吸器，加强热量交换，具有优

良的散热效果，既延长了内部元件的使用寿命，又

能够有效地防止水的进入。

内部走线牢固可靠，熔断器的设计让产品更安全。

可适应壁挂式和吸顶式等多种安装方式，照射的角

度可根据实际使用的需要进行大范围的调节。

可根据现场的需要选配Φ10-14mm等不同线径的电

缆，并且可以实现多灯同时并联使用。

E40HQBN- L/400 FG30 HPS  400W 220V/50Hz

E40HQB - L/G 250 FG30 MH  250W 220V/50Hz

E40HQB - L/G 400 FG30 MH  400W 220V/50Hz
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E40HQBN-250L/TG104 HPS  250W 220V/50Hz

E40HQBN- 0L/40 TG104 HPS  400W 220V/50Hz

高压压铸成型外壳，外部静电喷塑处理。

专为窄光束设计的阳极氧化铝反射器。

通过前部搭扣可便利地更换灯泡。

High pressure die-casting aluminum shaped outer 
shell, spraying plastics surface by electrostatic 
method.
Oxidized aluminum reflector in positi ve pole, which is 

designed for narrow l ight beam.
Exchange the bulb easily via front bu ckle.

投光灯具系列  TG104
Projector luminare series

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advertising, building outlines, stations, railways, 
tunnels, ports and other outdoor light ing. 
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采用高光效、长寿命气体放电光源，高纯铝反射器，

反光效率高。

灯具在结构设计上做了特殊处理，以使灯具具有防振、

防水功能，确保能在码头、电厂、桥梁等震动场所中

使用。

高压压铸铝成型外壳，表面聚脂喷塑处理，耐腐蚀。

灯具整体温升低，散热性能好。

不锈钢配件及喷粉支架。

4
20

470

30
3

90°

75°

60°

45°

30°

90°

75°

60°

45°

30°

15° 15°0°

cd /100 0lm

H igh lum inous efficiency, long-life gas dis charge 
light source, high-pure aluminum reflector, reflector 
e fficiency.
F ixture in the st ructura l design of a s pecial treatment 
done so that the fixture has a vibra tion proof, wate r 
p roof fe atures, ensure that can be u sed in the port s, 
power p lants, b ridges and other places where is 
v ibratio n.
H igh-pressure die-c asting molding aluminum shell, 
t he surface is polyester spray processing, corrosion-
resistant.
The overall temperatu re rise is low, good he at 
d issipat ion.
S tainless steel accessories and spray stent.

E40HQBN-250L/TG114 HPS  250W 220V/50Hz

E40HQBN- 0L/40 TG114 HPS  400W 220V/50Hz

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & f requency

投光灯具系列  TG114
Projector luminare series

技术参数 Product Parameter

产品特点 Mater ial & Characteris tic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, dock s, green lighting, 
adverti sing, bu ilding outlines, statio ns, rai lways, 
tunnels, ports and other outdoor lighting. 

建议配套我司电器箱-K箱
It is recommended to use 
Huaquan gear box model no. 
HQBNXXL-K
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X528HQBN- 0L/100 TG106 MH  1000W 220V/50Hz

浇注铝合金成型联体电器箱。

专为窄光束,中光束设计的阳极氧化铝反射器。

内置遮光板，使投光光束集中，提高光线利用效

率，并有效防止眩光和光污染。

灯具侧边有刻度，方便调整照射角度。

背后开启式更换灯泡，方便维护。

较高的防水，防尘等级。

Casting molding aluminum alloy electrica l box 
conjoined.
For narro w-beam, medium-be am design in anodized 
aluminum reflector.
Built-in shading plate so that the vote-ray beam 
focused on to improve the ligh t use efficiency, and 
effective ly prevent glare and light po llution.
Lamps have scale the side to facilitate the adjustment 
angle .
Replacement o f light bulbs be hind the open-sty le to  
facil itate maintenance.
Higher water-proof and dust-proof grade.

238

5
30 4
50

19
5

30
0

5 0

79

470
531

120x17

1
7

50

120

投光灯具系列  TG106
Projector luminare series

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, stadiums, squares, docks, green lighting, 
adve rtising, bu ilding outlines, stations, railways, 
tunnels, ports and other outdoor lighting. 

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter IP
65

建议配套我司电器箱-K箱
It is recommended to use 
Huaquan gear box model no. 
HQBNXXL-K

247680.40

1981 44.30

1486 08.30

4953 6.08

9907 2.16

0.00
-90° -45° 0° 45° 90°

C90/C270:

C0/C1 80:
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X528HQBN- 0L/100 TG108 MH  1000W 220V/50Hz

高压压铸铝灯体，不锈钢防护网。

全新设计的椭圆形反射器，体积更小，重量更轻风

阻更小，配光效果更好，效率更高。

内置遮光板，使投光光束集中，提高光线利用效

率，并有效防止眩光和光污染。

背后开启式更换灯泡，方便维护，。

较高的防水，防尘等级。

High pressure die-casting aluminum shape, stainless 
stee l p rotective screening
The newly designed elliptical reflector is more effic ient 
as it is smaller and lighter with bette r drag of the ai r .
The built-in shading plate is designed for narrow and 
midst light beam and effectively prevents glare and 
light pollution
Light bulbs can be easi ly replaced in the back
High waterproof and dust-proof coefficien t

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

投光灯具系列  TG108
Projector luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

IP
65

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, stadiums, squares, docks, green lighting, 
adve rtising, building outlines, sta tions, railways, 
tunnels, ports and o ther outdoor lighting. 

建议配套我司电器箱-K箱
It is recommended to use 
Huaquan gear box model no . 
HQBNXXL-K

247680.40

198144.30

148608.30

49536 .08

99072 .16

0 .00
-90° -45° 0° 45° 90°

C90/C270:

C0/C180:
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PsSFC20-6 X528/HQBN- 0L/180 TG109 MH  1800W 220V/50Hz

PsSFC20-6 X528/HQBN- 0 L/20 0 TG109 MH  2000W 220V/50Hz

投光灯具系列  TG109
Projector luminare series

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter IP
65

建议配套我司电器箱-K箱
It is recommended to use 
Huaquan gear box model no. 
HQBNXXL-K

高压压铸铝灯体，不锈钢防护网。

全新设计的椭圆形反射器，体积更小，重量更轻风

阻更小，配光效果更好，效率更高。

内置遮光板，使投光光束集中，提高光线利用效

率，并有效防止眩光和光污染。

背后开启式更换灯泡，方便维护，。

较高的防水，防尘等级。

High pressure die-casting aluminum shape, stainless 
stee l protective screening
The newly designed elliptica l reflector is more effic ient 
as it is smaller and lighter with better drag of the air .
The built-in shading plate is designed for narrow and 
midst light beam and effectively prevents glare and 
light pollution
Light bulbs can be easi ly replaced in the back
High waterproof and dust-proof coefficient

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advertising, bu ilding outlines, stations, railways, 
tunnels, ports and other outdoor light ing. 

247 680.40

198 144.30

148 608.30

495 36.0 8

990 72.1 6

0.0 0 -90° -45° 0° 45° 90°

C90/C27 0:

C0/C180 :
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投光灯具系列  TG113
Projector luminare series

技术参数

产品特点

配光曲线

应用范围

 

 ( )

防震底盘

选配件

选配型

分体式灯具，需另配电器箱。
建议配套我司防水电器箱-K箱

E40HQBN-250L/TG113 HPS 250W 220V/50Hz

HQBN-400L/TG113 HPS 400W 220V/50HzE40

采用高光效、长寿命气体放电光源，高纯铝反射器，反

光效率高。

底部可以安装自行开发的减振器，对灯具起一定的减振

作用，确保其在路基路轨、桥梁隧道等高频震动环境中

长期安全使用。
高压压铸铝成型外壳，表面聚脂喷塑处理，确保灯具在

潮湿、高温等恶劣环境中不腐蚀、不生锈。

灯具整体温升低，散热性能好。

灯座可调节高低，从而使配光可以随意的调节。

灯具所有外部螺丝螺母为不锈钢材质，以保证产品的可

靠性。

400mm安装支架，以保证灯具可以向旋转更大的角度。

石油、石化、冶金、码头、铁路、电厂船舶等场所及各
种室内外照明、施工现场照明。

Petroleum, petrochemical , metal lurgy, port, rai lways, 
power plants and other places of the ship and various 
indoor and outdoor lighting, lighting construction site.

High luminous efficiency, long-life gas discharge 
light source, high-pure aluminum reflector, re flector 
and high efficiency. 
With high Developed that can be installed at the 
bottom of the shock absorber of a certain vibration 
lamp role to ensure that the tracks in the roadbed, 
bridges, tunnels and other high-frequency vibration 
environment for the safe use of the medium and long 
term. 
High-pressure die-casting molding aluminum shell, 
the surface of polyester spray to ensure that the 
lamps in the humid, h igh temperature harsh 
environment, such as non-corrosive, non-rusting.
The overall temperature rise of low lighting, good 
heat dissipation. 
Adjustable high and low lamp holder so that light can 
be with the regulation. 
Lamps for all external screws sta inless steel nut to 
ensure he reliability of products
400mm high-mounting brackets to ensure that 
lighting can be a greater angle to the rotation.

90°

75°

60°

45°

30°

15° 15°0°

cd/1000lm
90°

75°

60°

45°

30°

IP
65

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency
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投光灯具系列  TG113
Projector luminare series

光源安装方法及接线示意图

安装方式示意图

胶盖

螺丝刀

3

1

4

2

防水
接头

螺丝

N

L

打开灯具上盖把电源线穿过防水接头后，接入接线端子。

注意：所有接线端子要避免虚接(芯线并无与端子建立电联系)，曾发现端子的螺丝只压在电线的

绝缘层上，而无压在芯线上的情况。用多股芯线的电线时要注意是否所有的芯线都接上了，如

果只有部分芯线接上，可能会造成接触电阻过大而烧毁。安装时必须使用合适的扭矩去紧固。

如果过大，会造成器件损坏。

步骤一：新装光源或更换光源前，按照图1所示方向(逆时针)把3个碟形螺母送开到一定程度。

步骤二：如图2所示把灯后盖拿开。

步骤三：如图3所示，把光源装入后盖灯座内，并拧紧，然后按图1所示相反顺序安装好后盖，

注意：碟形螺母必须拧紧，否则可能造成灯具进水。

步骤四：如图4所示用手打开胶盖，可用螺丝刀调节孔内的螺杆，根据需要，可调节灯具的配光

为宽光或窄光，之后盖回胶盖。

座式

吊装式

松开支架两边的螺丝灯具可上调节120度

角，向下调节60度角左右，侧面有刻度可
确定实际旋转的角度。

120°

60°

按照图示把灯具支架固定到需要安装的地

方，注意：灯具不能水平旋转，安装时必
须注意安装方面。

壁挂式

安装方式

1
60

465

505

4xΦ14

①

②

① 壁式支架

 M12②膨胀螺栓

注意：用户自备

壁式安装

4
00

50

85
2-Φ14

151
251

85

Φ20

Φ14 Φ14

4
8
3

2
5
1

438

5
7
0

3
2
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E27HQBN- 0L/7 TG115A PAR30  70W 220V/50Hz

G12HQBN- 0L/15 TG115A G12  150W 220V/50Hz

177

Φ
1
7
5

800

600

400

200

10 00

12 00

0
-90° -60° -30° 0 3 0° 60° 90°

( cd10 00/l m)

产品外壳为优质压铸铝底壳。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

灯具需另配电器箱。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality die-casting aluminum shell as luminaire 
body.
5mm thick tempered glass, high temperature 
resistance and impact res istance. 
E lectrica l insulation protection: Grade I level. 
H igh-quality silicone rubber seals , high temperature, 
anti-aging. 

投光灯具系列  TG115A
Projector luminare series

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advertising, building outlines, stat ions, railways, 
tunne ls, ports and other outdoor lighting. 

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter IP
65

G12HQBN- 0L/7 TG115A G12  70W 220V/50Hz
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E27HQBN- 0L/7 TG115B PAR30  70W 220V/50Hz

G12HQBN- 0L/15 TG115B G12  150W 220V/50Hz

132

3
1
5

265
177

Φ
1
75

2
0
0

82.5

产品外壳为优质压铸铝底壳。

灯具电器一体化设计，安装维护方便。

5mm厚钢化玻璃，耐高温、抗冲击。

产品电气绝缘等级：I级。

优质硅橡胶密封圈，耐高温、耐老化。

High-quality d ie-casting aluminum shell as lumina ire 
body.
Integration of e lectrical parts and luminaire design, 
easy in stallation and convenient maintenance.
5mm th ick tempered glass, high tempera ture 
resistance and impact res istance . 
Electrica l insulation pro tection: Grade I level. 
High-quality si licone rubber sea ls, high temperature, 
anti-aging. 

投光灯具系列  TG115B
Projector luminare series

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

技术参数 Product Parameter IP
65800

600

400

200

1000

1200

0
-9 0° -60° -30° 0 30° 6 0° 90°

(cd10 00/lm)

产品特点 Material & Characteris tic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, stadiums, squares, docks, green lighting, 
advertising, bu ilding ou tlines, stations, ra ilways, 
tunne ls, ports and other outdoor lighting.  

G12HQBN- 0L/7 TG115B G12  70W 220V/50Hz
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E27HQBN- 0L/7 TG202 MH/HPS  70W 220V/50Hz

E27HQBN- 50L/1 TG202 MH/HPS  150W 220V/50Hz

搭扣封盖设计，快捷开合，维护方便。

设计上采用一体两腔结构，从本质上解决光源温升
对电器的根本影响。

先进的照明光学优化设计，光线均匀、柔和、无眩
光、无重影。

外壳采用进口优质铝材，压铸成型，抗震性能好，
坚固实用。

密封圈采用优质硅橡胶、耐高温，抗老化，特殊的
密封方式，可在各种环境和气候下使用。

反射器采用高纯镜面铝，反射效率高。
先进玻璃钢化技术，抗冲击性能强，透光率高。

表面采用高科技静电喷涂技术，防腐性能好，附着
力强

Hasp cover design, fas t opening and closing, easy 
main tenance. 
Integration design of th e two-cavity structure, lamp 
temperature r ise impact on e lectrica l par ts is 
essential ly minimize. 
Opti miza tion of illumination optical design. Uni form 
and soft l ight, no g lare, no ghost ing. 
Imported  high-quality alum inum she ll , die-casting 
mold ing. Solid  and practica l per formance. 
Use h igh-qua lity s ilico ne rubber with  high temperature 
resis tance, an ti-aging . Spe cial seals can be use in 
vario us e nvironment and cl imate . 
Use h igh-puri ty a luminum as reflector wi th high 
effic iency of r eflecting . 
Advanced techno logy for tempe red g lass , strong 
shock res istance and h igh l ight transmittance . 
Surface t reatment  of electrostat ic spraying technology. 
Anti-cor rosion performanc e and strong a dhesion . 

E27HQB - L/G 175 TG202 MH/HPS  175W 220V/50Hz

E40HQBN-250L/TG203 HPS  250W 220V/50Hz

E40HQBN- 0L/40 TG203 HPS  400W 220V/50Hz

建筑物、体育场、广场、码头、绿化照明、广告、

大厦外景、车站、铁路、隧道、港口等户外照明。

Buildings, sta diums, squares, docks, green lighting, 
advertis ing, build ing outlines, statio ns, r ailways, 
tunnels, ports and other outdoor ligh ting.  

投光灯具系列  TG202 , TG203
Projector luminare series

技术参数 Product Parameter

产品特点 Mater ial & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & f requency

IP
65
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85 Φ12

步骤一：按图1所示依次将四个搭扣打开

步骤二：打开四个搭扣后，按图2所示将面盖向上揭开

步骤三：将功率适配的光源按图示方向正确旋入灯座内。

步骤四：合上面盖，按图所示用力把搭扣向内压固定好玻璃。注意玻璃和反

射罩间必须要配合好，否则有可能会进水。

。

。

光源安装步骤：

侧壁吸式 吸顶式座式

Step One: As shown in F igure 1, open four hasp. 
Step Two: Open up cotton cover as shown in Figure 2. 
Step three: Correctly screw the l ight source with adapted wattage into the lamp 
holder. 
Step four : As s hown, close the cover and press the hasp to fix the tempered glass. 
Take note that the cover glas s and reflector must close ly match to prevent water. 

Lamp installation steps:

210

430

155

Φ
4
2
1

TG203TG202

投光灯具系列  TG202 , TG203
Projector luminare series

光源安装步骤 Lamp installation steps:

灯具尺寸及安装方式 Luminaire installation:

115 Φ12
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搭扣封盖设计，快捷开合，维护方便。
设计上采用一体两腔结构，从本质上解决光源温升
对电器的根本影响。
先进的照明光学优化设计，光线均匀、柔和、无眩
光、无重影。
外壳采用进口优质铝材，压铸成型，抗震性能好，
坚固实用。

密封圈采用优质硅橡胶、耐高温，抗老化，特殊的
密封方式，可在各种环境和气候下使用。
反射器采用高纯镜面铝，反射效率高。
先进玻璃钢化技术，抗冲击性能强，透光率高。
表面采用高科技静电喷涂技术，防腐性能好，附着
力强

Hasp cover design, fast opening and closing, easy 
maintenance. 
Integration design of the two-cavi ty structure, lamp 
temperature rise impact on e lectrical parts is 
essentiall y minimize. 
Optimization of illumination optica l design. Uni form 
and soft l ight, no glare, no ghosting. 
Imported high-qua lity aluminum shell , die-casti ng 
mold ing. Solid and practical performance. 
Use h igh-quality sil icone rubber w ith high temperature 
resis tance, anti-ag ing. Special seals can be use in 
vario us environment and climate. 
Use h igh-puri ty aluminum as reflector with high 
effici ency of reflecti ng. 
Advanced technology for tempered glass, strong 
shock resistance and high l ight transmittance. 
Surface treatment o f electrostatic spraying techn ology. 
Anti-corrosion performance and strong adhesion . 

建筑物、体育场、广场、码头、绿化照明、广告、
大厦外景、车站、铁路、隧道、港口等户外照明。

Build ings, stadiums, squares, docks, green ligh ting, 
adve rtising, bu ilding outlines, sta tions, railways, 
tunne ls, ports and other outdoor lighting. 

投光灯具系列  TG204
Projector luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

IP
65

E40HQBN- 0L/100 TG204 HPS  1000W 220V/5 0Hz

101 www.cnl-l ighting.com

E40HQB - 0L/G 100 TG204 MH  1000W 220V/5 0Hz

E40HQB - 0L/J 100 TG204 MH  1000W 220V/5 0Hz



步骤一：按图1所示依次将四个搭扣打开

步骤二：打开四个搭扣后，按图2所示将面盖向上揭开

步骤三：将功率适配的光源按图示方向正确旋入灯座内。

步骤四：合上面盖，按图所示用力把搭扣向内压固定好玻璃。注意玻璃和反

射罩间必须要配合好，否则有可能会进水。

。

。

光源安装步骤：

侧壁吸式 吸顶式座式

Step One: A s shown i n Figure 1, open four hasp. 
Step Two: Open up co tton cover as sh own in Figure 2. 
Step t hree: Corr ectly screw the l ight s ource with adap ted wattag e into the lamp 
holde r. 
Step f our: As shown, close the c over and p ress t he hasp to fix the tempered gla ss. 
Take note t hat th e cover glass and ref lecto r mus t closely match to prevent water. 

Lamp installation steps:

投光灯具系列  TG204
Projector luminare series

光源安装步骤 Lamp installation steps:

灯具尺寸及安装方式 Luminaire installation:

Φ10mm

115 Φ12

300

478

178

Φ
5
7
2
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工矿灯具系列
Factory and mining il luminat ion series
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工矿灯具系列 GC10
Factory and mining illumination series

  

产品特点 Material & Characteristic

配光曲线 Luminous intens ity cure

应用范围 Applications

 

( )

呼吸器

选配件

选配型

选配型

防爆网罩

选配件( )

采用高效、长寿命气体放电光源，寿命可高达

28500小时；功率因数大于0.9，发光效率高，透光

性好。

运用先进的光学和照明原理优化设计透明件，光线
柔和，照度均匀，无眩光，无重影，能有效避免作

业、施工人员产生不适和疲劳感。

侧面装有呼吸器，使灯具内压和外压达到平衡，以
达到更好的防水性能。

选用高强度铝合金外壳，进行特殊的密封和表面涂

层处理，可在高温潮湿和各种腐蚀性等恶劣条件下

长期使用。
座式、吸顶式和侧壁吸式等多种安装方式，适应不

同的工作环境。

Use eff ic ient, long-life gas discharge light sou rce, 
life e xpec tanc y ca n be up to 28, 500 h ours with power 
facto r above 0 .9. H igh light-emitt ing effic iency and 
good light tra nsmission . 
Use advanced opt ical and optimized light ing design 
for tr ansparen t pa rts with so ft and un iform 
illuminati on. Non-glare, no ghosting and it can 
effec tive ly pre ven t discomfort and fa tigue of the 
oper ation and construction staff on spot. 
Equipped wit h Respirator a side so th at the ins ide and 
exte rnal pressure reach balance for bette r 
perf ormance of waterproof. 
High-strength aluminum al loy c ase, spec ial sealing 
and surface coating which c an be used for hot and 
hum id and corrosive condit ions for long time. 
Vari ous i nstal latio ns like standing, ce iling and wall-
fixed adapt to diffe rent work ing envir onments.

工业厂房，体育场，商场，候机大厅，候车大厅等。

Industr ial workhouse, sta dium , commercial piazza, 
supermarket, waiting hal l, tol l stat ion etc.

120°

100°

130°
110°

90°

80°

70°

60°

50°

40°30°20°10°0°10°20°30°40°

100°

110°

90°

80°

70°

60°

50°

120°130°

技术参数 Product Parameter

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Vol tage & fre quency

E27HQBN-70L/GC10 MH/HPS 70W 220V/50Hz

HQBN-150L/GC10 MH/HPS 150W 220V/50HzE27

HQBN-100L/GC10 MH/HPS 100W 220V/50HzE27

IP
65
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工矿灯具系列 GC10
Factory and mining illumination series

  

光源安装步骤 Lamp ins tallat ion steps

步骤一：按图1所示箭头方向依次打开灯具两个压扣①②，按③箭头方向打开上下盖。

步骤二：用一字螺丝刀拧松如图2所示的三颗螺丝(不需要完全拧出来)。

步骤三：逆时针方向旋转灯座底盖10°角左右，向上拿出灯 座底盖。

步骤四：把合适的光源如图4所示旋入灯头座(注意光源必须拧紧，否则有可能出现点灯不亮或引

发拉弧而烧光源的现象)，之后按图2图3工序相反顺序固定好灯座底盖。最后按图1的工序相反顺

序把上下盖盖紧。

3

1

4

2

螺丝

灯座

底盖

防水接头

电源线

接线端子

N

L

打开灯具上盖把电源线穿过防水接头后，接入接线端子。

注意：所有接线端子要避免虚接(芯线并无与端子建立电联系)，曾发现端子的螺丝只压在电线的

绝缘层上，而无压在芯线上的情况。用多股芯线的电线时要注意是否所有的芯线都接上了，如

果只有部分芯线接上，可能会造成接触电阻过大而烧毁。安装时必须使用合适的扭矩去紧固。
如果过大，会造成器件损坏。

吸顶式

侧壁式

座式

2
5
002
7
4
2

46 2

70

吊杆式

462

2
3
002
5
4
2

护拦式 法兰式

①

②

③
④

⑤

⑥

26
0

接水管

1/2   或3/4   水管
牙(根据需要选用)

接螺栓M8或M10

Φ10

①安装吸盘G3/4 ②吊杆G3/4

④U型螺栓

⑥地脚螺栓M12
注：以上设备用户自备

     

③护拦式灯杆         

⑤法兰式灯杆         

2623
2
1

3
2
5

230

Φ
1
0

300

50

260

灯具尺寸及安装方式 Luminai re installation 
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铝压铸电器箱，外部静电喷涂处理。

采用特殊工艺制作的高光效反光罩，反光效率达到

80%，以上为传统反光罩的两倍，长期使用不会产
生氧化现象。

可根据不同的场所要求配置不同的反光罩，及可在

反光罩加装玻璃。

可采用智能触发器，具有自动检测和延时关闭功

能，能有效延长光源和电器的寿命，降低维护成本

及避免维护时产生电气安全隐患

安装维修极为方便。

更好的散热功能。

。

Alumi num die- cas ting gear boxes. External s tatic  
spray ing surface t r eatment . 
Use h igh e ffici ency reflectors wit h specia l process ing 
technolog y. Re flec tive efficiency is up to 80%, twice 
more than the t radi tiona l refl ecto rs. N o ox idati on fo r 
long-term use . 
Use d if ferent re flec tors acco rding to different 
requirements, or add the tempered g lass cove r on to 
the re flectors.
The protect ion  at abnormal cond itions: if the lamp can 
not be li t a t the abnorma l condit ion, the bu ilt-in 
intell ig ent  shut down ign itor wi ll s top work ing a fter f ive 
m inutes, to avo id  h igh voltage pulse  generated by 
ignito r's cont inuous working on t he H ID lamps and 
o ther elec t rica l damage  to the annex , this  uniq ue 
d esig n meets the in tel l ig ence requiremen ts of  the 
safety of e lectr ical appliances.  
E xtremely  easy  inst al lat ion and main tenance. 
Better hea t dissipa tion.  

工矿灯具系列 GC11
Factory and mining illumination series

  

技术参数 Product Parameter

产品特点 Material & Characteristic

应用范围 Applications

工业厂房，体育场，商场，候机大厅，候车大厅等。

Industri al wo rkhouse , stadium , commercial piazza, 
supermarke t , wa iting hall , tol l  stati on e tc.

型号
Mode l

光源/灯功率
 lamp

灯头
Bas e

电压/频率
Voltage & frequency

E40HQBG-250L/GC11 MH 250W 220V/50Hz

HQBG-400L/GC11 MH 400W 220V/50HzE40
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E40HQBN-250L/GC11 HPS 250W 220V/50Hz

HQBN-400L/GC11 HPS 400W 220V/50HzE40



490

2
9
0

6
0
0

490

3
4
7

6
5
7

反光罩经过电化处理：反射效率略低于阳极化处理，光线有偏差，但成本相对比较低，适
用于要求相对低的场所。

目前国内的反光罩的灯具效率只有30%-50%为提高反光效率 常采用真空电镀的方式 但

该种结构在灯具使用过程中极易发生氧化现象降低灯具的反光效率 “华全”牌灯具使用
的高光效反光罩采用特殊工艺进行处理反光效率达到80%以上,长期使用不会出现氧化现象.

 
光线均匀，不刺眼 光效衰减慢，适合安装高度矮以及对照度要求不高但对眩光要求高的
场所。

, ,

.

,

镜面罩

高光效反光罩

喷砂罩

灯具适配反光罩

 

Mirror Reflector

High Ef ficiency Reflectors

Sanding Reflector 

 

 
At present in the domest ic market, 30% -50% of th e reflectors use vacuum p lating 
proces sing to improve light efficiency. 
But this s tructure can easi ly have oxidation problems which obviously reduce the 
reflectio n effic iency. Our "Watran" brand l ighting f ixtures use high e fficiency 
reflecto rs with s pecial treatment with over 80% ref lection rate. There will not be any 
oxidation problem for long-term use. 

Soft and uniform Light, non-glare , and slo w light a ttenuation. Suitable for non-glare 
places with lower installa tion and luminance requi rements.

Reflectors by electro-chem ical processing: reflection effic iency slightly lower 
than that o f the anodized treatment wi th a little bias light. Re latively lower cost for 
places with lower lighting requirements.

Adaptive Lighting Reflectors 

镜面罩 Mirror Refl ector

高光效罩 High Eff ic iency Refl ectors

喷砂罩 Sanding Ref le ctor

Φ490

2
9
0

Φ490

    250W
(可带玻璃)

3
4
7

    400W
(可带玻璃)

    250W
(可带玻璃)

    400W
(可带玻璃)

    250W
(可带玻璃)

    400W
(可带玻璃)

Φ490

2
9
0

Φ490

3
4
7

Φ490

2
9
0

Φ490

3
4
7

工矿灯具系列 GC11
Factory and mining illumination series

  

灯具适配反光罩 Adaptive Lighting Reflectors  

灯具尺寸及安装方式 Luminaire installation 

链条

吊链式 挂钩式
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Light  metal sheet control gear with characteristic s of 
good impact toughness
Compact and concise appearance , easy appliance 
chan ge
Handy and various installa tion: clasp two hooks and 
faste n with screw, a lso can replace hooks wi th pipe to 
thread power wire in to gear
Selec tive reflector cover accordingly to the place: 
broad-light, narrow-light, explosion-proof type etc.
The protection at abnormal condit ions: if the lamp can 
not be lit at the abnormal condition, the built-in 
intel l igent shutdown igni tor wi ll sto p working after five 
minutes, to avo id  h igh vol tage pulse generated by 
ignitor's continuous working on the HID lamps and 
other electrical damage to the annex, this unique 
design meets the in tell igence requirements of th e 
safe ty of electrical appliances. 
Customized appliance for 70W~4000W lamp
Good heat emitting holes around the gear to avoid 
high temperature during regular work；the fi xture 
design and function are in accordance with rela t ive 
secure and required national standards.

E27HQBN-70L/GC7 MH/HPS 70W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/50Hz

电压/频率
Voltage & frequency

HQBN-150L/GC7 MH/HPS 150W 220V/50HzE27/E40

E40HQBN-250L/GC7 HPS 250W 220V/50Hz

HQBN-400L/GC7 HPS 400W 220V/50HzE40

工矿灯具系列 GC7
Factory and mining illumination series

  

技术参数 Product Parameter

产品特点 Material & Characteristic

应用范围 Applications

工业厂房，体育场，商场，候机大厅，候车大厅等。

Indust rial workhouse, stadium, commercial piazza, 
supermarket, waiting hall, toll s tation etc.

电器箱外壳采用高级小汽车用金属铁板喷塑处理，抗腐蚀
性能强。较常规采用铝压铸电器箱比较，韧性好，耐冲

击，重量轻，能有效降低灯具安装配件的承重力，抗震动

能力强。

电器箱采用传导散热和空气对流散热功能，较常规采用铝

压铸电器箱（热传导散热）比较，能有效延长电器的使用
寿命。

外观简洁，明快，结构简单，较常规采用铝压铸电器箱，

维护更加简洁方便。

可

。

灯具符合G B7000.1-2007标准。

采用智能触发器，具有自动检测和延时关闭功能，能有

效延长光源和电器的寿命，降低维护成本及避免维护时产
生电气安全隐患

可根据不同的场所要求配置不同的反光罩，及可在反光罩

加装玻璃。
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E40HQBG-250L/GC7 MH 250W 220V/50Hz

HQBG-400L/GC7 MH 400W 220V/50HzE40



180

1
8
0

a

2
0
0

b

镜面罩 Mir ror Refl ector

高光效罩 High Eff icie ncy Refl ector s

喷砂罩 Sa nding Ref lec tor

Φ410

3
4
7

Φ410

3
4
7

Φ410

3
4
7

工矿灯具系列  GC7
Factory and mining il lumination series

灯具适配反光罩Adaptive Lighting Ref lectors  

灯具尺寸及安装方式 Luminaire installation 

链条

吊链式 挂钩式

反光罩经过电化处理：反射效率略低于阳极化处理，光线有偏差，但成本相对比较低，适
用于要求相对低的场所。

目前国内的反光罩的灯具效率只有30%-50%为提高反光效率 常采用真空电镀的方式 但
该种结构在灯具使用过程中极易发生氧化现象降低灯具的反光效率 “华全”牌灯具使用
的高光效反光罩采用特殊工艺进行处理反光效率达到80%以上,长期使用不会出现氧化现象.

 
光线均匀，不刺眼 光效衰减慢，适合安装高度矮以及对照度要求不高但对眩光要求高的
场所。

, ,

.

,

镜面罩

高光效反光罩

喷砂罩

灯具适配反光罩

 

Mirror Reflector

High Efficiency Reflectors

Sanding Reflector 

 

 
At present in the domestic market, 30% -50% of the re flectors use vacuum pla ting 
proces sing to improve light eff iciency. 
But this structure can easi ly have oxidation problems which obviously reduce the 
reflection effic iency. Our "Watran" brand lighting fixtures use high efficiency 
reflecto rs with spe cial treatment with over 80% reflection rate . There will not be any 
oxidation problem for long-term use. 

Soft and uniform Light, non-glare, and slo w light attenuation. Suitable for non-glare 
places with lower installation a nd luminance requirements.

Reflectors by electro-chemical proc essing: reflection effic iency sl ightly lower 
than that o f the anodized treatment wi th a litt le bias l ight. Re latively lower cost for 
place s with lower lighting requirements.

Adaptive Lighting Reflectors 
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电器箱外壳采用高级小汽车用金属铁板喷塑处理，抗腐蚀

性能强。较常规采用铝压铸电器箱比较，韧性好，耐冲

击，重量轻，能有效降低灯具安装配件的承重力，抗震动

能力强。

电器箱采用传导散热和空气对流散热功能，较常规采用铝

压铸电器箱（热传导散热）比较，能有效延长电器的使用
寿命。

外观简洁，明快，结构简单，较常规采用铝压铸电器箱，

维护更加简洁方便。
可

。

灯具符合G B7000.1-20 07标准。

采用智能触发器，具有自动检测和延时关闭功能，能有

效延长光源和电器的寿命，降低维护成本及避免维护时产

生电气安全隐患

可根据不同的场所要求配置不同的反光罩，及可在反光罩

加装玻璃。

Light metal s heet con trol gear with cha racteristics of 
good impact toughne ss
Compact and concise appear ance, ea sy applia nce 
change
Handy and va rious in stallation: clasp two hooks and 
fasten with screw, als o can rep lace hooks with p ipe to 
thread power wire into gear
Selective refl ector cover accordingly t o the place: 
broad-light, narrow- light, explosion-proof type etc.
The protectio n at abnormal conditions: if the lamp can 
not be lit at th e abnormal cond ition, the built-in 
intelligent sh utdown ignitor wi ll stop wo rking af ter five 
minutes, to a void  high voltage pulse generated by 
ignitor's continuous working o n the HID lamps and 
other electric al damage to the annex, t his uniqu e 
design meets the inte lligence requirements of t he 
safe ty of elec tr ical ap pliances . 
Cust omized appliance for 70W~4000W lamp
Good heat em itting ho les around the gear to avoid 
high tempera ture dur ing regular work；the fixtu re 
design and function are in accordance with rela tive 
secure and required n ational s tandards.

工矿灯具系列 GC8
Factory and mining il lumination series

  

产品特点 Material & Characteristic

应用范围 Applications

工业厂房，体育场，商场，候机大厅，候车大厅等。

Industr ial workhouse, stadium, commerc ial piazza, 
supermarket, waiting hall, toll station etc.
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E27HQBN-70L/GC8 MH/HPS 7 0W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/50Hz

电压/频率
Voltage & frequency

HQBN-150L/GC8 MH/HPS 150W 220V/50HzE27/E40

E40HQBN-250L/GC8 HPS 250W 220V/50Hz

HQBN-400L/GC8 HPS 400W 220V/50HzE40

技术参数 Product Parameter

E40HQBG-250L/GC8 MH 250W 220V/50Hz

HQBG-400L/GC8 MH 400W 220V/50HzE40



工矿灯具系列  GC8
Factory and mining illumination series

灯具适配反光罩 Adaptive Lighting Reflectors  

灯具尺寸及安装方式 Luminaire installation 

链条

吊链式 挂钩式

2
8
6

227

2
8
6

112

410

5
7
6

5
7
6

410

镜面罩 Mirror Refl ector

高光效罩 High Eff icie ncy Refl ectors

喷砂罩 Sand ing Ref lector

Φ410

3
4
7

Φ410

3
4
7

Φ410

3
4
7

反光罩经过电化处理：反射效率略低于阳极化处理，光线有偏差，但成本相对比较低，适
用于要求相对低的场所。

目前国内的反光罩的灯具效率只有30%-50%为提高反光效率 常采用真空电镀的方式 但

该种结构在灯具使用过程中极易发生氧化现象降低灯具的反光效率 “华全”牌灯具使用
的高光效反光罩采用特殊工艺进行处理反光效率达到80%以上,长期使用不会出现氧化现象.

 
光线均匀，不刺眼 光效衰减慢，适合安装高度矮以及对照度要求不高但对眩光要求高的
场所。

, ,

.

,

镜面罩

高光效反光罩

喷砂罩

灯具适配反光罩

 

Mirror Reflector

High Efficiency Reflectors

Sanding Reflector 

 

 
At present in the domestic market, 30% -50% of the reflectors use vacuum plating 
processing to improve light efficiency. 
But this s tructure can easi ly have oxidation problems which obviously reduce the 
reflection effic iency. Our "Watran" brand lighting fixtures use high e fficiency 
reflectors with special treatment with over 80% reflection rate . There will not be any 
oxidation problem for long-term use. 

Soft and uniform Light, non-glare, and slow light attenuation. Suitable for non-glare 
places with lower installation and luminance requirements.

Reflectors by electro-chemica l processing: r eflection effic iency slightly lower 
than that of the a nodized t reatment with a little bia s ligh t. Re lativ ely lower cost for 
places with lower lighting requ irements.

Adaptive Lighting Reflec tors 
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工矿灯具系列 GC14
Factory and mining illumination series

  

技术参数 Product Parameter

产品特点 Material & Characteristic

应用范围 Applications

工业厂房，体育场，商场，候机大厅，候车大厅等。

Industr ial workhouse , stadium, commercial pia zza, 
supermarket, wait ing hall , toll s tation etc.

通过先进的配光设计和特殊工艺处理，最大限度地提高了

灯具的光通量，且光线柔和均匀。

加重型铝压铸电器箱，外部静电喷塑处理。

一体化设计，结构美观，防腐、防尘性能好。

安装方便，把吊钩挂在外部的挂钩上，再上紧防脱螺丝即

可。

可根据不同的场所要求加装玻璃。

根据光源尺寸客户可以选择加长颈型或非加长颈型反光罩。

可采用智能触发器，具有自动检测和延时关闭功能，能有

效延长光源和电器的寿命，降低维护成本及避免维护时产

生电气安全隐患。

Through advanced optical de sign and the special 
allocation process to maximize the flux of the lamps, 
and even soft light.
Aluminum d ie-casting gearboxes, dealing with 
external ele ctrostatic spray. 
The integra tion of design, str uctural beauty, an ti-
corrosion, waterproof, dust-proof.
Easy to inst all, as long as the hook hanging on the 
outside of the hook, and then tighten the screw to 
prevent off.
According to different requir ements of different 
configuratio ns of the reflectors, there are wide-ray 
type, narrow-light type, and installation of glass in the 
reflectors.
According to sources customers can choose to 
increase the size or not incre ase the long-necked long
-necked type reflectors.
The protection at abnormal c onditions: if the lamp can 
not be lit at the abnormal condit ion, the built-in 
intelligent shutdown ignitor w ill stop working after five 
minutes, to avoid  high voltage pulse generated by 
ignitor's continuous working on the HID lamps and 
other electr ical damage to th e annex, this unique 
design mee ts the intelligence requirements of the 
safety of electr ical appliance s.   

270° E40HQBJ-1000L/GC14 MH 1000W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/50Hz

电压/频率
Voltage & fre quency

配光曲线 Luminous intensity cure

111 www.cnl- lighting.com

E40HQBG-1000L/GC14 MH 1000W 220V/50Hz

E40HQBN-1000L/GC14 HPS 1000W 220V/50Hz



反光罩经过阳极化处理：反射效率高，配光均匀抗氧化性能强，且有效减少眩光，

一般使用于厂房要求相对高的场所。反光罩经过电化处理：反射效率略低于阳极化
处理，光线有偏差，但成本相对比较低，适用于要求相对低的场所。

专用1000W镜面反光罩

1000WMirror Reflec tor 
Reflectors by anodized treatment: effic ient r eflection with even luminance distribution and 
strong anti-oxidant p roperties. Effectiv ely reduce glare. Gene ra lly use i n plant si tes w ith 
re lative ly higher ligh ting requi rements. Reflectors by elec tro-c hemical processing: 
re flect ion efficiency slightly lower than that o f the  anodized treatment wi th a l ittle b ias light. 
Re lativ ely lower cost  for p lace s with lower lighting requ irements.

Φ576

3
8
0
8
0
5

3
5
8

26 0 199

镜面罩 Mirror Reflector

工矿灯具系列 GC14
Factory and mining il lumination series

  

灯具适配反光罩Adaptive Lighting Reflectors  

灯具尺寸及安装方式 Luminaire installation 

链条

吊链式 挂钩式
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工矿灯具系列 GC15
Factory and mining illumination series

  

产品特点 Material & Characteristic

应用范围 Applications

工业厂房，体育场，商场，候机大厅，候车大厅等。

Industrial workhouse, stadium, commercial piazza, 
supermarket , waiting hall, toll s tation etc.

通过先进的配光设计和特殊工艺处理，最大限度地提高了

灯具的光通量，且光线柔和均匀。

加重型铝压铸电器箱，外部静电喷塑处理。

一体化设计，结构美观，防腐、防水、防尘性能好。

安装方便，把吊钩挂在外部的挂钩上，再上紧防脱螺丝即

可。

可根据不同的场所要求加装玻璃。

根据光源尺寸客户可以选择加长颈型或非加长颈型反光罩。

可采用智能触发器，具有自动检测和延时关闭功能，能有

效延长光源和电器的寿命，降低维护成本及避免维护时产

生电气安全隐患。

Through advanced optic al design and the special 
al location process to maximize the flux of the lamps, 
and even soft light.
A luminum die-ca sting gearboxes, dea ling wi th 
external e lectrostatic sp ray. 
The integration o f design, structural bea uty, anti-
corrosion, waterp roof, dust-proof.
Easy to install , as long a s the hook hang ing on the 
outside o f the ho ok, and then tighten the screw to 
prevent o ff.
According to different requirements of d ifferent 
configura tions of the reflectors,  there a re wide-ray 
type, nar row-light type, and ins tallation of glass in the 
reflectors .
According to sources customers can choose to  
increase the size or not increase the lon g-necked long
-necked type re flectors.
The protection at abnormal cond itions: if the lamp can 
not be lit at the abnormal condit ion, the built-in 
in tel ligent shutdown igni tor wi ll stop working a f ter five 
minutes, to avo id  high voltage pulse generated by 
ignitor's continuous work ing on the HID lamps a nd 
other electrical damage to the annex, th is unique 
design meets the intell igence re quirements of the 
safety of electrica l appliances.   
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技术参数 Product Parameter

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

E40HQBG-250L/GC15 MH 250W 220V/50Hz

HQBG-400L/GC15 MH 400W 220V/50HzE40

E40HQBN-250L/GC15 HPS 250W 220V/50Hz

HQBN-400L/GC15 HPS 400W 220V/50HzE40



工矿灯具系列 GC15
Factory and mining illumination series

  

灯具适配反光罩 Adaptive Lighting Reflectors  

灯具尺寸及安装方式 Luminaire installation 

链条

吊链式 挂钩式

260

Φ490

5
5
0

20 0

6
0
0

Φ490

反光罩经过电化处理：反射效率略低于阳极化处理，光线有偏差，但成本相对比较低，适
用于要求相对低的场所。

目前国内的反光罩的灯具效率只有30%-50%为提高反光效率 常采用真空电镀的方式 但
该种结构在灯具使用过程中极易发生氧化现象降低灯具的反光效率 “华全”牌灯具使用
的高光效反光罩采用特殊工艺进行处理反光效率达到80%以上,长期使用不会出现氧化现象.

 
光线均匀，不刺眼 光效衰减慢，适合安装高度矮以及对照度要求不高但对眩光要求高的
场所。

, ,

.

,

镜面罩

高光效反光罩

喷砂罩

灯具适配反光罩

 

Mirror Reflector

High Effic iency Refle ctors

Sanding Reflector 

 

 
At present in the domestic  market, 30% -50% of the reflecto rs use vacuum plating 
proces sing to  improv e light e fficiency. 
But thi s struc ture can easi ly h ave oxidation p rob lems which obv iously reduce the 
ref lect ion effic iency. Our "Watran" brand ligh ting fix tures use high e ffic iency 
ref lectors with spe cia l trea tment with  over 80% refle ction ra te. There will no t be any 
oxi dat ion p rob lem for long-term use. 

Soft and unifo rm L ight, non-g lare, and s low ligh t attenuation. Suitable for non-glare 
places with lower installa tion and lum inance requiremen ts.

Reflectors by electro-chemical proc essing: reflection efficiency slightly lower 
than that of the anodized treatment wi th a little bias light. Relatively lowe r cost for 
p laces with lower l ighting requ irements.

Adaptive Lighting Reflectors 

镜面罩 Mirror Refl ector

高光效罩 High Eff iciency Refl ectors

喷砂罩 Sanding Reflector

Φ490

2
9
0

Φ490

    250W
(可带玻璃)

3
4
7

    400W
(可带玻璃)

    250W
(可带玻璃)

    400W
(可带玻璃)

    250W
(可带玻璃)

    400W
(可带玻璃)

Φ490

2
9
0

Φ490

3
47

Φ490

29
0

Φ490

3
4
7
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道路灯具系列  LD01
Road lighting series

9

产品特点 Mater ial & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

技术参数 Product Parameter

180°140° 110°100°

80

240

400

560

720

0° 10° 20° 30° 40°

50°

60°

70°

80°

90°

530 240

2
1
0

高压压铸铝成型外壳 外部静电喷塑处理。

高纯铝板压制成型反射器，表面阳极氧化处理。

不锈钢搭扣。

棱镜硬料玻璃罩。

耐高温硅橡胶密封带。

安装口径∮ 。

, 

48-60mm

Case shaped by h igh-pressure cast a luminum, 

outs ide dis posal with static electricity plastic-spur .

Ref lector shaped by high press ure aluminum board , 

surface disposal of posi tive po le oxidation.

Stainless steel buckle.

Prism hard glass mask.

High-pres sure si licon rubber a i rtigh t band.

Fixing cal iber∮ 48-60mm.

不同等级的道路。

roads of d ifferen t classes

IP
65

E40HQBN- 50L/1 LD01 HPS 150W 220V/5 0Hz

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency
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E40HQBN-250L/LD05 HPS 250W 220V/5 0Hz

HQBN-400L/LD05 HPS 400W 220V/5 0Hz

道路、收费站、高架桥、停车场、广场等场所。

灯具的灯体，面框及尾座为铝合金压铸而成，结构轻巧、

牢固，表面防腐静电喷涂处理，持久耐用。

高纯铝阳极氧化反射器，反射效率高，内有空气净化呼吸

器，确保光通量的高输出和降低反射系数的衰减。
耐高温，高透明钢化玻璃材料，透光性好，强度高。

内置硅橡胶密封圈，优越的防尘防水性能，防护等级达到

IP65，减低灯具维修率。

弹性扣紧器脱卸，一体化设计，使用电器部件安装于灯具

内部，维护检修方便。

安装管径Φ48-60mm，安装高度：8-12m。

Body, frame and backstay cast  by aluminum all oy, 
light and solid  constructio n,outside dispos al wi th 
static electrici ty pl astic-spur, perdurable.
H igh pressure aluminum posi tive pole reflection, ai r 
purity bre ath appli ance ins ide,  assure high 
exportation of luminous flux and les sen the decl ination 
of refl ective coefficien t 
Heat resisting , materia ls of h igh transparent 
toughened glass, good transparency, h igh intensity
Inner silicon rubber ai rtigh t ring, perfect ant i-dust 
and anti-wate r performance, p rotective class u p to 
Ip65,lessens the repai ring incidence of the lamps.
S tretch buckle for disc harging, un ited design, and 
inner fixed electric devices, convenient for r epa iring .
fixing cali ber ∮48-60mm, fixing height :8-12m

road, b ridge, square, dock, park ing lot, city distr ict ect.

E40

道路灯具系列 LD05
Road lighting series

  

技术参数 Product Parameter

产品特点 Material & Charac teristic

配光曲线 Luminous intensity cure

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

产品尺寸 size

IP
65
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E40HQBN-150L/LD09 HPS 150W

型号
Model

光源/灯功率
 l amp

灯头
Base

220V/50Hz

电压/频率
Voltage & frequency

HQBN-250L/LD09 HPS 250W 220V/50HzE40

-90.0o

-60. 0o

-30.0o

(cd/1000lm)

00.0o
500

400

300

200

30. 0o

60.0o

90.0o

866

2
9
0

B ody of lamp shaped by high-pressure cast 

a lumi num, outs ide d isposal wi th an ticorrosive sta tic 
e lectr ici ty plast ic-spur.

High pure aluminum positive pole reflector , h igh-
efficient ref lect ion.

Mater ials o f high transparent toughened glass, heat 
resist ing, good transparency,and h igh i ntens i ty.

Inner si licon rubber airtight ring, pe rfec t anti -dust 

and ant i-water perfo rmance, protective class up to 
IP65, lessens the repairing inc idence of  lamp.

Open on top, convenient for fix ing 
fi xing caliber∮48-60mm, fixing he ight: 8~12m

HQBN-400L/LD09 HPS 400W 220V/50HzE40

道路灯具系列 LD09
Road lighting series

  

产品特点 Material & Character istic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

技术参数 Product Parameter IP
65

灯具的灯体，面框及尾座为铝合金压铸而成，结构轻巧、

牢固，表面防腐静电喷涂处理，持久耐用。

高纯铝阳极氧化反射器，反射效率高。

耐高温，高透明钢化玻璃材料，透光性好，强度高。

内置硅橡胶密封圈，优越的防尘防水性能，防护等级达到

Ip65，减低灯具维修率。
上掀式开启操作,安装维修方便。

安装管径Φ48-60mm，安装高度：8-12m。

道路、收费站、高架桥、停车场、广场等场所。

road, b ridge, square, dock , parking lot, c i ty district ect.
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E40HQBN-150L/LD32 HPS 150W 220V/50Hz

HQBN-250L/LD32 HPS 250W 220V/50HzE40

HQBN-400L/LD32 HPS 400W 220V/50HzE40

产品标准：按照GB7000.5标准生产。已通过ISO9001国

际质量体系认证。

灯体：灯具外型独特、新颖，上、下壳体采用高压铸铝一
次成型，具有强度高表面质量好的优点，用进口颜料喷塑

的表面色泽鲜艳、附着力强。

反光罩：CAD设计的反光罩配光合理，采用高纯度铝板拉

伸成型，水压法工艺制造，经过氧化处理，具有极优的反

光效果。
灯罩：弧形和平行透光罩采用5mm厚钢化玻璃加工成型，

透光率高，耐冲击，防眩光。

固定装置：该产品特有的连接方式，开启自如,维护方便，

锁紧可靠。

安装管径Φ48-60mm，安装高度：8-12m。

Product Standard: The  product is  manufactu red accord ingto 
the GB7000 .5 standard and it has obtained ISO9001 
Internat ional Quality System cert if icate.
Body: The l ighting fixt ure design is brand new and unique.The 
upper and l ower shield s are both shaped by high pressure die
-cast alum inum with outer plas tic-spurt coat ing. The surface 
is high intens ive with g ood adhes ive bright colors.
Ref lector: The CAD-designed re f lector has suitable l ig ht 
dist ribution and i t is shaped by hi gh purity a luminum pl ate by 
hydrostat ic pressure process and anodized treatment,  which 

brings exce llent reflec tion effect.
Shield: The  arc shape and parallel l ight transmission sh ield 
uses the 5mm thickness tempered glass wit h good l igh t 
transmittance. It is shock resistan t and anti-glare.
Fix ing Devi ce: The special desig ned junction pattern is easy 
for opening and maintenance wit h reliable locking.
Mount ing tube diameter:∮48~60mm. Moun ting height:  8~12m. 

道路、收费站、高架桥、停车场、广场等场所。

road, bridge, square , dock, parking lot, c ity d istrict  ect.

道路灯具系列 LD32
Road lighting series

  

技术参数 Product Parameter

产品特点 Material & Character istic

配光曲线 Luminous intensity cure

应用范围 Appl ications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

产品尺寸 size

IP
65
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灯具的灯体，面框及尾座为铝合金压铸而成，结构轻巧、

牢固，表面防腐静电喷涂处理，持久耐用。

耐高温，高透明钢化玻璃材料，透光性好，强度高。

内置硅橡胶密封圈，优越的防尘防水性能，电器防护等级

达到IP65，减低灯具维修率。

用弹性扣紧器脱卸，一体化设计，使用电器部件安装于灯

具内部，维护检修方便。

安装高度：8-12m。

道路灯具系列 LD34
Road lighting series

  

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

产品尺寸 size

技术参数 Product Parameter IP
65

道路、收费站、高架桥、停车场、广场等场所。

road, bridge, square, dock, parking lo t, ci ty distr ict ect .

The body, frame and backstay cast by aluminum al loy, 
light and solid construction , outside disposal with 
static e lectric ity plastic-spur , perdurable 
Heat resisting, materials o f h igh transparent 
toughe ned glass , good transparency , high intensity .
Inner s ilicon rubber ai rtight ring , perfect ant i-dust 
and anti-water per formance , protecti ve c lass up to 
IP65, lessens the repairing incidence of the lamps .
Stretch buckle for d ischarging , united design , and 
inner fixed electric devices, convenien t for repairing .
Fix ing height :8-12m

a

c

b

d

cd/K lm
C0  C 180 C90  C180

Note: Phot ometri c Re sult  tes ted based on 2 7500lm HP S250W Cle ar Tube

E27HQBN-70L/LD34 HPS 70W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/5 0Hz

电压/频率
Voltage & 
frequency

HQBN-150L/LD34 HPS 150W 220V/5 0HzE27/E40

HQBN-250L/LD34 HPS 250W 220V/5 0HzE40

    产品尺寸
   S ize(mm)
a b c d

500 200 136

639 269 170

764 302 189

50

65

65
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隧道、道路、收费站、高架桥、停车场、广场等场所。

抗冲击灯体采用2.7mm压铸铝，灯具表面静电喷塑

处理，耐高温，耐气候性能良好，美观耐用。

反射器采用对称和非对称进口高纯铝反射器，反射

率高，确保光通量的高输出。反射器设计结合光源

电弧管位置，有效控制眩光。

灯具开启无需工具，光源和电器维护，更换极为方

便。

耐高温，高透明钢化玻璃材料，透光性好。

灯具内置硅胶密封圈，密封性能好，能防水、防
尘，防护等级达到IP65。 

Lamp body can resist impact, adopt 2.7mm pinch 
aluminum, spraying plas tic surfa ce, able to bear the 
high temperature, it is good, a ttractive and durable to 
able to bear climate changes.
The ref lector is the h igh pure aluminum reflec tor c an 
be the symmetry and asymmetry, the reflec ting rate is 
high, guarantee the h igh output o f the  luminous flux. 
Reflector design combin e electric arc o f light source 
in charge of position, control the glare effec tively.
Heat res isting, materials of h igh trans parent 
toughened glas s, go odt ransparency ,and h igh 
intensity.
The lamp is opened and does not need too ls, light 
sou rce and electric appliance are mainta ined and 
change is extremely convenient.
Lamp and lanterns of inn er have sil icon rubbe r air tight 
ring , perfec t airproof performance, anti-dust and ant i
-water, pro tect ive c lass up to Ip65.

Tunnel, tol l sta tion , trestle , park ing lot, s quare etc.

配光曲线 Luminous intensity cure
100 200 300 400 90°270°

1

2

0°
E40HQBN- 50L/1 LD29G HPS 150W

型号
Model

光源/灯功率
 lamp

灯头
Base

220V/50Hz

电压/频率
Voltage & 
fr equency

HQBN-250L/LD29G HPS 250W 220V/50HzE40

HQBN-250L/LD29H HPS 250W 220V/50HzE40

    产品尺寸
   S ize(mm)
a b c

HQBN- 50L/4 LD29H HPS 400W 220V/50HzE40

450 340 180

450 340 180

610 435 192

610 435 192

隧道灯具系列  LD29G LD29H
Tunel lighting series

技术参数 Product Parameter

产品特点 Material & Charac teristic

配光曲线 Luminous intensity cure

应用范围 Applications

IP
65
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a

b

c

步骤一：灯具安装孔位尺寸,隧道安装孔位钻孔，请按此尺寸钻，建议使用M10螺钉。

步骤二：安装支架组装方式，把包装内提供的配件，按图示组装好，并锁紧相应的螺丝螺母。

步骤 ：请按如图所示把灯具安装到已经打好螺钉的隧道内,并锁紧相应的螺母。

步骤 ：灯具可以在支架支点内，正负45°调节。

三
四

灯具安装步骤：

Step One: L uminaire  mounti ng h ole s ize for tu nnel mounting ho le dr illing.  Pl ease dril l as p er th e co rrec t hole size. It is re commended to u se 
M10 sc rew . 
Step Two: Moun ting bracket assembl y. Pl ease assemb le according to the dr awing and the pro vided parts p ackage.  And lock the screws and nuts 
tig htly. Each luminaire u ses two sets of br ackets . 
Ste p three: As shown in t he drawing, p lea se in stall  the l uminaire to the dr illed screws in the tunnel, and lock tigh t the nuts . 
Ste p four: The lumin aire can be adjus ted  in the bracke t fulcrum with in plus and m inus 45 °

Fixtures installation steps:

(LD29G 327)

(LD29H 393.5)

10
0

-45° +45°

隧道灯具系列  LD29G LD29H
Tunel lighting series

灯具尺寸及安装方式 Luminaire installation 
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E27/E40HQBN- 0L/7 LD29E HPS 70W 220V/5 0Hz

HQBN- 0L/10 LD29E HPS 100W 220V/5 0HzE27/E40

HQBN- 50L/1 LD29E HPS 150W 220V/5 0HzE27/E40

HQBN-250L/LD29F HPS 250W 220V/5 0HzE40

HQBN- 0L/40 LD29F HPS 400W 220V/5 0HzE40

600 325 165

600 325 165

600 325 165

700 325 165

700 325 165

隧道、道路、收费站、高架桥、停车场、广场等场所。

抗冲击灯体采用2.7mm挤压铝，灯具表面静电喷塑

处理，耐高温，耐气候性能良好，美观耐用。

反射器采用对称进口高纯铝反射器，反射率高，确

保光通量的高输出。反射器设计结合光源电弧管位

置，有效控制眩光。

灯具开启无需工具，光源和电器维护，更换极为方

便。

耐高温，高透明钢化玻璃材料，透光性好。

灯具内置硅胶密封圈，密封性能好，能防水、防

尘，防护等级达到IP65。 

Lamp body can resist impact, adopt 2.7mm pinch 
aluminum, spraying plastic surface, ab le to bear the 
high temperature, it is good, a ttractive and durable  to 
able to bear climate changes.
The reflector is the high pure aluminum reflector can 
be the symmetry and asymmetry, the reflecting rate is 
high, guarantee the h igh output of the luminous flux. 
Ref lector design combine e lectric arc o f light source 
in charge of position, contro l the glare effectively.
Heat res isting, materials of h igh transparent 
toughened glas s, goodtransparency,and h igh 
intensity.
The lamp is opened and does not need too ls, light 
sou rce and electric appliance are maintained and 
change is extremely convenient.
Lamp and lanterns of inner have sil icon rubber airtight 
ring , perfect airproof performance, ant i-dust and anti
-water, protective class up  to Ip65.

Tunnel, to ll station, tr estle , parkin g lot, square etc.

配光曲线 Luminous intensity cure
100 200 300 400 90°270°

1

2

0°

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & 
frequenc y

    产品尺寸
   S ize(mm)
a b c

隧道灯具系列  LD29E LD29F
Tunel lighting series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

IP
65
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a

b
c

步骤一：灯具安装孔位尺寸,隧道安装孔位钻孔，请按此尺寸钻，建议使用M10螺钉。
步骤二：安装支架组装方式，把包装内提供的配件，按图示组装好，每灯具用2套支架。

步骤三：安装支架与灯体请按图示所示固定好。并锁紧相应的螺丝螺母。

步骤四：安装支架与灯体固定好后，请尽量保证如图尺寸，以便安装方便。

步骤五：请按如图所示把灯具安装到已经打好螺钉的隧道内,并锁紧相应的螺母。

步骤六：灯具可以在支架支点内，正负45°调节

灯具安装步骤：

Step One: Luminaire   mounting hole size for tunne l mounting hole d rillin g.  P lease drill as pe r the correct ho le siz e. It i s recommended to use 
M10 screw . 
S tep Two: Mounting bracket assembly. P lease assemble accordin g to the drawing and the provided parts package.  Each lumi naire uses two sets 
o f brackets . 
S tep three: Fix the lamp bo dy and mounting brackets as shown. And loc k the  screws and nuts tightly . 
S tep four: Make sure the lamp a nd mount ing brackets are ins talled perfectly according to the shown s izes for easy in stalla tion. 
S tep F ive: As shown in the drawing, pleas e ins tall th e lum inai re to the dri lled screws in the tunnel , and lock tight the nuts. 
S tep S ix: The luminai re ca n be adjusted  in the bracket fu lcrum within pl us and minus 4 5 °

Fixtures installat ion steps:

隧道灯具系列  LD29E LD29F
Tunel l ighting series

灯具尺寸及安装方式 Luminaire installation 
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WLD29E 无极灯 70W

型号
Model

光源/灯功率
 lamp

220V/50Hz

电压/频率
Voltage & 
f requency

WLD29E 无极灯 100W 220V/50Hz

WLD29F 无极灯 150W 220V/50Hz

    产品尺寸
   Size(mm)
a b c

650 325 165

650 325 165

705 325 165

隧道、道路、收费站、高架桥、停车场、广场等场所。

采用无极灯作光源，寿命长、光效高，光通量输出

稳定无频闪无眩光、高可靠性和显色性。

抗冲击灯体采用2.7mm挤压铝，灯具表面静电喷塑

处理，耐高温，耐气候性能良好，美观耐用。

反射器采用对称和非对称进口高纯铝反射器，反射

率高，确保光通量的高输出。反射器设计结合光源

电弧管位置，有效控制眩光。

灯具开启无需工具，光源和电器维护，更换极为方

便。

耐高温，高透明钢化玻璃材料，透光性好。

灯具内置硅胶密封圈，密封性能好，能防水、防

尘，防护等级达到IP65。 

Lamp body can resist impact, adopt 2.7mm pinch 
alum inum, sprayin g plastic surface, able to bear the 
high temperature,  it is good, a tt ractive and durable to 
able to bear c limate changes.
The reflector is the high pure aluminum reflector can 
be the symme try and asymmetry, the reflecting rate is 
high, guarantee the high output  of the luminous flux. 
Reflector design combine e lect ric arc of light source 
in charge of position, contro l the glare effectively.
Heat res isting , materia ls of h igh transparent 
toughened glass, goodtransparency ,and h igh 
intensity.
The lamp is opened and does not need too ls, l ight 
source and electr ic appliance are mainta ined and 
change is ext remely convenient .
Lamp and lanterns of inner have sil icon rubber airt ight 
ring, per fect airproof performance, anti-dust and anti
-water, p rotective clas s up to Ip65.

Tunne l, tol l sta tion, trest le , parkin g lot , square etc.

隧道灯具系列  WLD29
Tunel lighting series

技术参数 Product Parameter

产品特点 Mater ial & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

IP
65
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b
c

步骤一：灯具安装孔位尺寸,隧道安装孔位钻孔，请按此尺寸钻，建议使用M10螺钉。

步骤二：安装支架组装方式，把包装内提供的配件，按图示组装好，每灯具用2套支架。

步骤三：安装支架与灯体请按图示所示固定好。并锁紧相应的螺丝螺母。

步骤四：安装支架与灯体固定好后，请尽量保证如图尺寸，以便安装方便。

步骤五：请按如图所示把灯具安装到已经打好螺钉的隧道内,并锁紧相应的螺母。

步骤六：灯具可以在支架支点内，正负45°调节

灯具安装步骤：

Step One: L umina ire  mounting h ole size for tunn el mounting hole drill ing.  P lease drill as per the correct hole size. It is recommended to use 
M10 sc rew. 
Step Two: Mounti ng br acket assembly . Plea se assemb le according to the drawing and the provided parts p ackage.  Each lumin aire u ses two sets 
o f brackets . 
Step three: F ix th e lamp body and mounting brac kets a s shown. And lock th e screws and nuts tig htly. 
Step four: Make sure th e lamp and mounting brac kets are installe d pe rfectl y accordin g to th e sh own sizes f or easy ins tallat ion. 
Step Five: As shown in the drawing, pl ease install the l umina ire to the dr illed screws in the tu nnel , and lock t ight t he nuts. 
Step Six: Th e luminaire can be ad juste d  in the bracke t fulcrum w ithin p lus a nd minus 4 5 °

Fixtures ins talla tion steps :

隧道灯具系列  WLD29
Tunel lighting series

灯具尺寸及安装方式 Luminaire instal lation 
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抗冲击性能：灯体采用高压铸铝，一次成型，灯具

表面静电喷塑处理，耐高温，耐气候性能良好，美

观耐用。

前开启式设计，扣式固定，用手工即可打开，灯具

的维护操作方便。

结构坚固、可靠，并且便于维修。

电器室内设有熔断器，提高电器防护性能降低安全

隐患。

玻璃灯罩：耐高温250℃平板钢化玻璃，厚度5mm，

采用经表面静电喷涂处理的弹性不锈钢卡扣。

反射器：采用进口纯铝阳极氧化铝板。

密封胶条：硅胶密封圈，耐高温200℃以上。

采用抗震灯口支架。

Impact-r esistant performance: die-cas ting alum inum 
h ousing,molding in one tim e. electr ostatic p aintin g for 
surfa ce, anti-high temperature, endure wicked 
c limate, w ith good look ing and long serv ice l ife.
G lass shade: 250 ℃ high tempe ratu re re sist ant p late 
t empered gla ss, 5mm in thickness, using the 
e lect rostatic p aint ing f or th e su rface , flexibil ity &  
s tainless stee l fas tener.
Refle ctor : imported aluminum anodic alumin a pla te.
Seali ng tape: silic one seali ng, above 200 ℃ high 
t emperat ure resis tance.
Adopted anti-shock bracket.
Pre-open des ign, a fixed f astener, can b e opened by 
h and, convenient maintenance.
Solid, reli able stru cture, ea sy maintenance.
Added th e fuse in the g ear box, improve the safety 
performance of the ap plian ce, and reduce the safe 
h idden tro uble.  

  
  

30 15 150
4 5

6 0

7 5
140

210

280

9 0

1 05

120 1 50 180 cd/klm

TTG02/214 T5荧光灯 2X14W

型号
Model

光源/灯功率
 lamp

220V/50Hz

电压/频率
Voltag e & 
frequency

TTG02/221 T5荧光灯 2X21W 220V/50Hz

TTG02/228 T5荧光灯 2X28W 220V/50Hz

    产品尺寸
   Size(mm)
a b c

655 90

955 90

1255 90

TTG02/235 T5荧光灯 2X35W 220V/50Hz 1555 90

90

90

90

90

隧道、道路、收费站、高架桥、停车场、广场等场所。

Tunnel, toll station, trestle, parking lot, square etc.

隧道灯具系列  TTG02
Tunel lighting series

技术参数 Product Parameter

产品特点 Material & Characteristic

配光曲线 Luminous intensity cure

应用范围 Applications

IP
65
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a

b

c

270°

0°

90
°

270°

180°

90°

180°

90°

90
°

侧壁式 吸顶式 座式

步骤一：

步骤二：

步骤三：

步骤四：

步骤五：

步骤六：

按图1所示打开灯具玻璃压扣。

将与灯具型号相配的光源的插脚对准灯座的槽口放入灯座内。

打开灯具玻璃压扣后用小号一字螺丝刀如图2所示撬起灯具玻璃,然后把玻璃

移走。

光源卡入灯座后用尖嘴钳轻轻的钳住光源的金属端,然后按图4所示方向其中的

一个方向转动光源,转动角度为90°。

光源装好后把玻璃盖上，注意玻璃的填充面向下，然后扣上玻璃压扣，如图5

所示。
将灯具按所需的安装方式安装，然后将外露的电缆接到输入电网灯具即可使用。

光源安装步骤：

Step One: Open the fastener o f the l ighting fixture , as shown in pic ture 1. 
S tep Two: Choose the adapted bulb, pu t into the lamp holde rs. 
S tep three: Open the fastener of the lighting fixture , and remove the g lass of the 
f ixture.
S tep four: Put the bu lb into the holder, use  pincer to clamp t he metal o f the bulb , 
then rotate the bulb in the direction as pi cture 4 shown, the t urning angle is 90 °.
S tep Five:Install the bulb, and covered w ith glass, keep the surface of  silk-screen 
ins ide, then fasten the glass fastener, as shown in picture 5.
S tep Six: Install the l ighting fixture as require, then put the  exposed c ables into 
the  lighting fixture.
 

Lamp installation steps:

隧道灯具系列  TTG02
Tunel lighting series

灯具尺寸及安装方式 Luminaire installation 

灯具尺寸及安装方式 Luminaire installation 
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庭院灯具系列
Courtyard lighting series
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G12HQBN- L/35 MD201 MH 35W 220V/50Hz

HQBN-70L/MD201 MH 70W 220V/50HzG12/Rx7s

HQBN-150L/MD201 MH 150W 220V/50HzG12/Rx7s

精密高压压铸铝灯体，6mm厚压铸铝面圈。

5mm厚强化玻璃，特制硅橡胶密封圈。

I级电气绝缘保护。
较高的防水，防尘等级。

林荫、道路、公园、广场、庭院、步行街等场所。

Exat high pressure die-cast ing aluminum lamp body and

surface gasket, the thi ckness of surface gasket is 6mm.

5mm strengthen glass ,tai lor-made hermetic loop of 

si licagel.

Class I insulat ion.

High class of waterproo f and dustproof.

Path, road along river, p ark, square, courtyard, 
commercial area etc.

埋地灯具系列  MD201
Embedment luminare series

技术参数 Product Parameter

产品特点 Material & Characteristic

应用范围 Applicat ions

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

产品尺寸 size

IP
67

255
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铝合金压铸构成灯具主体，表面经防腐蚀静电喷涂处

理，持久耐用。

采用高强度棱晶聚合碳纤维透光罩，透光性能好，强

度高，低眩光。

顶部开启，便于更换光源和日常维护。

安装管径：Φ60-110mm。

安装高度：3-4m。

Main body ca st by aluminum alloy, ou tside disposal 
with anticorr osive static electr icity plastic-spur, 
perd urable.

Polymeric carbon fiber transparent mask with high 
intensity prism, good transparency, h igh intensity, 
low d azzle.

Open on top, convenient for changing of illum inant 
and r epair ing.
Fixin g calibe r ∮60~110mm.

Fixin g height: 3~4m.

E27/Rx7sHQBN- 0L/7 TY01 MH 70W 220V/50Hz

HQBN-150L/TY01 MH 150W 220V/50HzE27/Rx7s

庭院灯具系列  TY01
Courtyard lighting series

林荫、道路、公园、广场、庭院、步行街等场所。

Path, road along river, park, square, courtyard, 
commercial area etc.

技术参数 Product Parameter

产品特点 Materi al & Characteristic

应用范围 Applications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Vo ltage & fre quency

产品尺寸 size

IP
43
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铝合金压铸构成灯具主体，表面经防腐蚀静电喷涂处理，持

久耐用。

优质铝制成格栅反射罩，精心设计成蝶形配光，减少不必要

的光污染。

采用高强度透明透光罩，透光性能好，强度高。

灯罩外配用优质钢固定架。

灯具防护灯具IP65。

开启方便，便于更换光源和日常维护。

安装管径：Φ60-110mm。

安装高度：3-4m。

Main body cast by aluminum al loy, outside disposal w ith anti 
corrosive static electr ic ity plastic-spur, perdurable .

Fence reflective mask made by h igh qual ity a luminum , butterfly
-shaped match light with elaborate design, lessen 
unnecessary lighting pollution.

Adopt high in tensity transparent mask, high transpare ncy.
Protective class Ip55.
Convenient for opening, changing of il luminant and repai ring.
Fixing caliber ∮60~110mm.

Fixing height: 3~4m.

庭院灯具系列  TY03
Courtyard lighting series

林荫、道路、公园、广场、庭院、步行街等场所。

Path, road along river, park, square, c ourtyard, 
commercial area etc.

产品特点 Mater ial & Characteristic

应用范围 Applications

产品尺寸 size

E27/Rx7sHQBN- 0L/7 TY03 MH 70W 220V/50Hz

HQBN-150L/TY03 MH 150W 220V/50HzE27/Rx7s

技术参数 Product Parameter

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

IP
65
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铝合金压铸构成灯具主体，表面经防腐蚀静电喷涂处理，

持久耐用。

反射照明灯罩，间接照明、低眩光、光线均匀、柔和。

采用平面钢化玻璃透光，透光性强。

开启方便，便于更换光源和日常维护。
安装管径：Φ60-90mm。

安装高度：3-4m。

Main body cast by aluminum al loy, outside disposal with anti

corros ive static e lectric ity plastic-spur, perdurable.
Lamp-chimney o f reflective lighting , in directiv e lighting , low 

dazzle, symmetrical and so ft l ight.

Adopt transpare ncy with p lane-toughened glass, good 
transparency.

Convenient for o pening, changing of  il luminant and repai ring.

Fixing caliber ∮60~90mm.

Fixing height: 4~5m.

E27/Rx7sHQBN- 0L/7 TY05 MH 70W 220V/50Hz

HQBN-150L/TY05 MH 150W 220V/50HzE27/Rx7s

庭院灯具系列  TY05
Courtyard lighting series

林荫、道路、公园、广场、庭院、步行街等场所。

Path, road along river, park, square, courtyard, 
commercial area etc.

技术参数 Product Parameter

产品特点 Material & Characteristic

应用范围 Appl ications

型号
Model

光源/灯功率
 lamp

灯头
Base

电压/频率
Voltage & frequency

产品尺寸 size

IP
65
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HQ/NG70-T            70         

HQ/NG100-T        100        

HQ/NG150-T1      150        

HQ/NG150-T2      150        

HQ/NG250-T        

HQ/NG250-BT

250        

250        

HQ/NG400-T        400        

HQ/NG1000-T     1000       

HQ/NG110-T        110

HQ220050NG70Z HQCD-7 HQCC-12

HQ220050NG100Z HQCC-12

HQ220050NG110Z

HQ220050NG150Z HQCC-18

HQ220050NG150Z

HQ220050NG250Z

HQ220050NG250Z

HQ220050NG400Z

HQ220050NG1000Z

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQCD-7

HQIG-N HQCC-100

HQCC-50

HQCC-32

HQCC-32

HQCC-12

0.98       

1.20       

1.80     

1.80     

3.00     

3.00     

4.60     

10.30   

1.20               

HQCC-18

A

A

A

A

A

A

A

A

A

电源电压 AC:220V～230V/50Hz

型号
Model

产品代码
Code

W            A             

灯功率 工作电流 镇流器 触发器 电容器 接线图
Lamp wattageWorking current Ballast Ignitor Capacitor Wir ing diagram

T 型高压钠灯 与电器配套（阻抗式）

高压钠灯与电器配套（阻抗式）

涂粉 与电器配套（阻抗式）高压钠灯

双端钠灯与电器配套（阻抗式）

2610204001

2610206001

2610207001

2610209001

2610209002

2610212001

2610212003

2610217001

2610222001

HQ/NG70-ED1          70         

HQ/NG100-ED2      100        

HQ220050NG70Z HQCD-7 HQCC-12

HQ220050NG100Z HQCC-12HQCD-7

0.98       

1.20       

A

A2610206005

HQ/NG150-ED2     150        HQ220050NG150Z HQCC-18HQCD-71.80     A2610209009

HQ/NG150-BT 150        HQ220050NG150Z HQCC-18HQCD-71.80     A2610209005

HQ/NG70-ED1/P          70         

HQ/NG100-ED2 /P      100        

HQ220050NG70Z HQCD-7 HQCC-12

HQ220050NG100Z HQCC-12HQCD-7

0.98       

1.20       

A

A2610206003

HQ/NG150-ED2 /P     

HQ/NG150-TD   

150        

150        

HQ220050NG150Z

HQ220050NG150Z

HQCC-18

HQCC-18

HQCD-7

HQCD-7

1.80     

1.80     

A

A

2610209007

2610209003

HQ/NG250-BT/P 250        HQ220050NG250Z HQCD-7 HQCC-323.00     A2610212004

HQ/NG70-TD         70         HQ220050NG70Z HQCD-7 HQCC-120.98       A2610204003

High-pressure sodium lamp electric appliance(lmpedance)

High-pressure sodium lamp electric appliance(lmpedance)

High-pressure sodium lamp coated bulb electric appliance(lmpedance)

Double-ended high pressure sodium lamp electric appliance(lmpedance) 

HQ/NG600-T     600       HQ220050NG600Z HQCC-60 A

HQ/NG50-T            50         HQ220050NG50Z HQCD-7 HQCC-8 A0.76

6.20 HQIG-N

HQ/NG400-BT 400        HQ220050NG400Z HQCD-7 HQCC-504.60     A

HQ/NG150-ED1     150        HQ220050NG150Z HQCC-18HQCD-71.80     A

HQ/NG100-ED1      100        HQ220050NG100Z HQCC-12HQCD-71.20       A

HQ/NG70-ED2          70         HQ220050NG70Z HQCD-7 HQCC-120.98       A2610204004

HQ/NG150-ED1 /P     150        HQ220050NG150Z HQCC-18HQCD-71.80     A

HQ/NG100-ED1 /P      100        HQ220050NG100Z HQCC-12HQCD-71.20       A

HQ/NG70-ED2 /P         70         HQ220050NG70Z HQCD-7 HQCC-120.98       A2610204006

2610203001

2610219001

2610204009

2610206007

2610209010

2610217004

2610204005

2610206006

2610209006

气体放电灯与电器配套
Lamp of gas discharge with the kit of electric appliance
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电源电压 AC:220V～230V/50Hz

型号
Model

产品代码
Code

W            A             

灯功率 工作电流 镇流器 触发器 电容器 接线图
Lamp wattageWorking cur rent Ballast Igni tor Capacitor Wi ring diagram

HQ220050NG70Z HQCD-7 HQCC-12

HQ220050NG100Z HQCC-12

HQ220050NG150Z

HQCD-7

HQCD-7 HQCC-18

HQ/JLZ70-ED1         70         0.98

HQ/JLZ100-ED1     100        1.10      

HQ/JLZ150-ED2     150        1.80      

A

A

A

HQ/JLZ175-ED1   175        1.50      

HQ/JLZ250-ED     250        2.10      

HQ/JLZ400-ED     400        3.25      

HQ220050GGY175Z HQIG-NGL HQCC-12

HQ220050GGY250Z

HQ220050GGY400Z

HQIG-NGL

HQIG-NGL

HQCC-18

HQCC-28

A

A

A

泡型美标金属卤化物灯与电器配套(漏磁式)
HQ/JLZ175-ED1 175        1.50      

HQ/JLZ250-ED     250        2.10      

HQ/JLZ400-ED     400        3.25      

HQ220050JLZ175Z HQCS-13

HQ220050JLZ250Z

HQ220050JLZ400Z

HQCS-19

HQCS-28

D

D

D

HQ/JLZ1000-BT     1000        4.10      HQ220050JLZ1000Z HQCS-30 D

HQ/JLZ2000-BT     2000        

涂粉金属卤化物灯与电器配套（阻抗式）
HQ220050GGY175Z HQIG-NGL HQCC-12

HQ220050GGY250Z HQCC-18

HQ220050GGY400Z HQCC-28

HQ/JLZ175-ED/P    175        1.50      

HQ/JLZ250-ED/P     250        2.10      

HQ/JLZ400-ED/P     400        3.25      

HQIG-NGL

HQIG-NGL

A

A

A

直管美标型金属卤化物灯与电器配套（阻抗式）

HQ220050GGY175Z HQIG-NGL HQCC-12

HQ220050GGY175Z HQCC-18

HQ220050GGY400Z HQCC-28

HQ/JLZ175-T1        

HQ/JLZ175-T2        

HQ/JLZ400-TO    

175        

250        

400        

1.50      

2.10      

3.25      

HQIG-NGL

HQIG-NGL

A

A

A

直管美标型金属卤化物灯与电器配套（漏磁式）
HQ220050JLZ175Z HQCS-13

HQ220050JLZ250Z HQCS-19

HQ220050JLZ400Z HQCS-28

HQ/JLZ175-T         

HQ/JLZ250-T

HQ/JLZ400-TO

175        

250        

400        

1.50      

2.10      

3.25      

D

D

D

小功率金属卤化物灯与电器配套（阻抗式）

2610 904014

2610 906001

2610 410001

2610 412005

HQ/JLZ175-ED2   175        1.50      HQ220050GGY175Z HQIG-NGL HQCC-12 A2610 410002

2610 417006

泡型美标金属卤化物灯与电器配套（阻抗式）

2610 410001

HQ/JLZ175-ED2 175        1.50      HQ220050JLZ175Z HQCS-13 D2610 410002

2610 412005

2610 417006

2610422001

10.30     HQ220050MH2000LTC HQCS-68 D

2610410009

2610412010

2610417001

2610410006

2610410007

2610417004

2610410006

2610412001

2610417004

2610426001

HQ220050NG70Z HQCD-7 HQCC-12

HQ220050NG150Z HQCC-12HQCD-7

HQ/MH70-TD          70         0.98        

HQ/MH100-TD      100         1.10      

A

A

金属卤化物灯(渔船灯专用）与电器配套（漏磁式）
HQ/JLZ1000-BT     1000        4.10      HQ220050JLZ1000Z HQCS-30 D

HQ/JLZ2000-BT     2000        

2610422002

10.30     HQ220050MH2000LTC HQCS-68 G

小功率双端金属卤化物灯与电器配套（阻抗式）
2610 904002

HQ220050JLZ1000Z HQCS-30HQ/JLZ1000-TT 1000        4.10      D2610422003

2610426003

HQ220050MH2000LTC HQCS-68HQ/JLZ2000-TT 2000        10.30      G2610426004

Low-power European standard metal halide lamp electric appliance(lmpedance) 

American standard metal halide lamp with Ellipital bulbselectric appliance(lmpedance) 

American standard metal halide lamp with Ellipital bulbs electric appliance(leakage magnetic)

Metal halide with coated bulb electric appliance(lmpedance)

American standard metal halide lamp with single-ended electric appliance(lmpedance)

Metal Halide lamp(special for fisher lighting) electric appliance(leakage magnetic)

Low-power double-ended metal halide lamp electric appliance(lmpedance)

HQ220050NG150Z HQCD-7 HQCC-18HQ/JLZ150-ED1     150        1.80      A2610 909020

HQ220050NG100Z HQCC-12HQCD-7HQ/JLZ100-ED2     100        1.10      A

HQ220050NG70Z HQCD-7 HQCC-12HQ/JLZ70-ED2         70         0.98 A

HQ220050NG150Z HQCC-18HQCD-7HQ/MH150-TD      150         1.80      A2610909001

HQ/JLZ70-T     70     

HQ/JLZ100-T 100     

HQ/JLZ150-T 150     

HQ/JLZ50-ED 50         0.62

2610 904009

2610 906004

2610 909008

HQ220050NG50Z HQCD-7 HQCC-8 A

2610 904005

2610 906007

2610 909009

HQ220050GGY250Z HQCC-18HQ/JLZ250-T        250        2.10      HQIG-NGL A2610412001

0.98

1.20

1.80 HQ220050NG150Z HQIG-NGL HQCC-18 A

HQ220050NG100Z HQIG-NGL HQCC-12 A

HQ220050NG70Z HQIG-NGL HQCC-12 A

2610906002

2620 903004

HQIG-N3

HQIG-N3

American standard metal halide lamp with single-ended electric appliance(leakage magnetic)

直管欧标型金属卤化物灯与电器配套（阻抗式）European standard metal halide lamp with s ingle-ended electr ic appliance(lmpedance)
HQ/MH1000-TT       HQ220050MH1000Z HQCC-641000  8.25 HQIG-N A2610922001

HQIG-N3

气体放电灯与电器配套
Lamp of gas discharge with the kit of e lectric appliance
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电源电压 AC:220V～230V/50Hz

型号
Mode l

产品代码
Code

W            A             

灯功率 工作电流 镇流器 触发器 电容器 接线图
Lamp wattageWork ing current Ballast Ignitor Capacitor Wiring diagram

荧光高压汞灯与电器配套（阻抗式）
HQ/GGY50-ED          

HQ/GGY80-ED      

HQ/GGY125-ED      

HQ/GGY175-ED      

HQ/GGY250-ED      

HQ/GGY400-ED      

HQ/GGY1000-BT     

自镇流荧光高压汞灯
HQ/GYZ125-ED          

HQ/GYZ160-ED      

UPS 金属卤化物灯与电器配套（阻抗式）
HQ/UPS250-ED          

HQ/UPS400-ED      

50         

80        

175       

250        

400        

1 000        

125

HQ220050GGY50Z - HQCC-6

HQ220050GGY80Z HQCC-8

HQ220050GGY125Z

HQ220050GGY175Z HQCC-12

HQ220050GGY250Z

HQ220050GGY400Z

HQ220050GGY1000Z

-

-

-

-

-

- HQCC-55

HQCC-28

HQCC-10

0.61

0.85  

1.50  

2.13

3.25

7.50

1.15              

HQCC-18

C

C

C

C

C

C

C

2610103001

2610105002

2610108001

2610110002

2610112001

2610117001

2610122001

HQ/GYZ250-ED          

HQ/GYZ400-ED      

125

160

250

400

-

-
-

-

-

-
-

-

-

-

-

-

-

-

-

-

L

L

L

L

2610108002

2610131001

2610112002

2610132001

2610412102

2610417102

250

400

2.13

3.25

HQ220050GGY250Z

HQ220050GGY400Z

HQIG-NGL

HQIG-NGL

HQCC-18

HQCC-28

A

A

High pressure f luorescent mercury bulb e lectr ic app liance(lmpedance)

Self-ballast ed hi gh pressure f luo rescent mercury bulb electr ic appliance(lmpedance)

G12金属卤化物灯与电器配套（阻抗式）
HQ/MH70-T3

HQ/MH100-T3

HQ220050NG70Z HQCD-7 HQCC-1270         0 .98        A

HQ220050NG100Z HQCC-12HQCD-7100         1 .10      A

HQ220050GGY175Z HQIG-NGL HQCC-12

HQ220050GGY250Z HQCC-18

HQ220050GGY400Z HQCC-28

HQ/JLC175-        

HQ/JLC250-        

HQ/JLC400-        

175        

250        

400        

1 .50      

2 .13     

3 .25      

HQIG-NGL

HQIG-NGL

A

A

A

HQ220050NG70Z HQCC-12HQ/JLC70-         70        0 .98     AED

HQ220050NG150Z HQCC-18HQ/JLC150-         150       1 .80      AED

HQCD-7

HQCD-7

T/ED

T/ED

TO/ED

彩色金属卤化物灯与电器配套(阻抗式)
2610404001

2 610409001

2610410004

2610412004

2610417002

261 0904007

G12 Metal Halide lamp elect ric appliance(lmpedance)

Color metal halide lamps electric appliance( lmpedance)

HQ/MH150-T3 HQ220050NG150Z HQCC-18HQCD-7150         1 .80      A261 0909022

HQ/PS175-ED

HQ/PS175-ED2

175

175

HQ/PS250-ED 250

HQ/PS250-T 250

HQ/PS400-TO 400

HQ/PS400-ED 400

1 .50

1 .50

2 .13

2 .13

3 .25

3 .25

HQ220050GGY175Z

HQ220050GGY175Z

HQ220050GGY250Z

HQ220050GGY250Z

HQ220050GGY400Z

HQ220050GGY400Z

HQIG-NGL

HQIG-NGL

HQIG-NGL

HQIG-NGL

HQIG-NGL

HQIG-NGL

HQCC-12

HQCC-12

HQCC-18

HQCC-18

HQCC-28

HQCC-28

A

A

A

A

A

A

PS 金属卤化物灯与电器配套（阻抗式） PS Meta l Halide lamp electr ic appliance(lmpedance)

2 610410101

2610417103

2610412104

2 610412105

2610417104

2610410102

UPS Metal Halide lamp electric appliance(lmpedance)

HQ/UPS250-T          

HQ/UPS400-TO 

261041210 3 250

400

2.13

3.25

HQ220050GGY250Z

HQ220050GGY400Z

HQIG-NGL

HQIG-NGL

HQCC-18

HQCC-28

A

A

2610906009

261041710 5

气体放电灯与电器配套
Lamp of gas discharge with the kit of electric appliance

137 www.cnl- lighting.com



接线图A
Wiring di ag r am A

L

N

接线图B
Wiring di ag r am B

L

N

接线图D
Wiring di ag ram D

L

N

接线图C
Wiring di ag r am C

L

N

接线图L
Wiring di ag r am L

L

N

CAP

A2LAMP

B L p N

N

L

接线图G
Wiring di ag ram G

气体放电灯接线图
Lamp of gas discharge with the kit of electric appliance
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